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Zilog remains an industry 
leader, thanks to continuing in- 
novation in microcomputer con- 
cepts and integrated design as 
exemplified in the Z80 Family 
microcomputer products. 

At Zilog, innovation means 
using proven, sophisticated main- 
frame and minicomputer con- 
cepts and translating them into 
the latest LSI technologies. In- 
tegration means more than 
designing an ever-greater number 
of functions onto 
a single chip. Zilog integrates 
technologies—LS! design 
enhanced by advances in 
computer-based system archi- 
tecture and system design 
technologies. 

Zilog offers microprocessor 
solutions to computing problems: 
from components and develop- 
ment systems to OEM board-level 
products and general-purpose 
microcomputer systems. 

This guide to the Z80 Family of 
state-of-the-art microprocessors 
and intelligent peripheral con- 
trollers demonstrates Zilog’s con- 
tinued support for the Z80 


microprocessor and the other 
members of the Z80 product 
family—a family first introduced 
in 1976 that continues to enjoy 
growing customer support while 
family chips are upgraded to 
newer and ever-higher standards. 

The Z8400 Z80 CPU Central 
Processing Unit rapidly 
established itself as the most 
sophisticated, most powerful, and 
most versatile 8-bit 
microprocessor in the world. It 
offers many more features and 
functions than its competitor. 

In addition to being source- 
code compatible with the 8080A 
microprocessor, the Z80 offers 
more instructions than the 8080A 
(158 vs. 78) and numerous other 
features that simplify hardware 
requirements and reduce pro- 
gramming effort while increasing 
throughput. The dual-register set 
of the Z80 CPU allows high-speed 
context switching and more effi- 
cient interrupt processing. Two 
index registers give additional 
memory-addressing flexibility and 
simplify the task of programming. 


Interfacing to dynamic memory is 
simplified by on-chip, program- 
mable refresh logic. Block moves 
plus string- and bit-manipulation 
instructions reduce programming 
effort, program size, and execu- 
tion time. 

The new Z80L Low-Power 
Family widens the range of 
possible Z80 applications. Pro- 
ducts in this family retain all the 
functions of the standard com- 
ponents while providing dramatic 
power savings and increased 
reliability. Available now in low- 
power versions are the Z80 CPU, 
Z80 CTC, Z80 PIO, and Z80 SIO. 

The four traditional functions of 
a microcomputer system (parallel 
I/O, serial I/O, counting/timing, 
and direct memory access) are 
easily implemented by the Z80 
CPU and the following well- 
proven family of Z80 peripheral 
devices: Z80 PIO, Z80 SIO, Z80 
DART, Z80 CTC, and Z80 DMA. 


The easily programmed, dual- 
channel Z8420 Z80 PIO Parallel 
Input/Output Controller offers 
two 8-bit I/O ports with individual 
handshake and pattern recogni- 
tion logic. Both I/O ports operate 
in either a byte or a bit mode. In 
addition, this device can be pro- 
grammed to generate interrupts 
for various status conditions. 

All common data communica- 
tions protocols, asynchronous 
as well as synchronous, are 
remarkably well handled by the 
Z8440 Z80 SIO Serial Input/Out- 
put Controller. This dual-channel 


receiver/transmitter device offers 
on-chip parity and CRC genera- 
tion/checking. FIFO buffering and 
flag- and frame-detection genera- 
tion logic are also offered. 

lf asynchronous-only applica- 
tions are required, the cost- 
effective Z8470 Z80 DART Dual 
Asynchronous Receiver! 
Transmitter can be used in place 
of the Z80 SIO. The Z80 DART 
offers all Z80 SIO asynchronous 
features in two channels. 

Timing and event-counting 
functions are the forte of the 
28430 Z80 CTC Counter/Timer 
Circuit. The CTC provides four 


counters, each with individually 
programmable prescalers. The 
CTC is a convenient source of 
programmable clock rates for the 
SIO. 

With the Z8410 Z80 DMA 
Direct Memory Access Con.- 
troller, data can be transferred 
directly between any two ports 
(typically, |/O and memory). The 
DMA transfers, searches, or 
search/transfers date in Byte-by- 
Byte, Burst, or Continuous modes. 
This device can achieve an im- 
pressive 2M bits per second data 
rate in the Search mode. 
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Features @ The instruction set contains 158 instructions. may be daisy-chained to allow implementa- 


The 78 instructions of the 8080A are 
included as a subset; 8080A software com- 
patibility 1s maintained. 


Eight MHz, 6 MHz, 4 MHz and 2.5 MHz 
clocks for the Z80H, Z80B, Z80A, and Z80 
CPU result in rapid instruction execution 
with consequent high data throughput. 


The extensive instruction set includes string, 


tion of a priority interrupt scheme. Little, if 
any, additional logic 1s required for daisy- 
chaining. 


Duplicate sets of both general-purpose and 
flag registers are provided, easing the 
design and operation of system software 
through single-context switching, back- 
ground-foreground programming, and 


single-level interrupt processing. In add1- 
tion, two 16-bit index registers facilitate pro- 
gram processing of tables and arrays. 


bit, byte, and word operations. Block 
searches and block transfers together with 
indexed and relative addressing result in 
the most powerful data handling capabilities @ There are three modes of high-speed inter- 
in the microcomputer industry. rupt processing: 8080 similar, non-Z80 
peripheral device, and Z80 Family 


m The Z80 microprocessors and associated 
. peripheral with or without daisy chain. 


family of peripheral controllers are linked 


by a vectored interrupt system. This system @ On-chip dynamic memory refresh counter. 
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General 
Description 


The Z80, Z80A, Z80B, and Z80H CPUs are 
third-generation single-chip microprocessors 
with exceptional computational power. They 
offer higher system throughput and more effi- 
cient memory utilization than comparable 
second-and third-generation microprocessors. 
The internal registers contain 208 bits of 
read/write memory that are accessible to the 
programmer. These registers include two sets 
of six general-purpose registers which may be 
used individually as either 8-bit registers or as 
16-bit register pairs. In addition, there are two 
sets of accumulator and flag registers. A group 
of “Exchange” instructions makes either set of 
main or alternate registers accessible to the 
programmer. The alternate set allows operation 
in foreground-background mode or it may be 


INSTRUCTION 
DECODER 


+5V —» 
GND —»> 


CLOCK —» 


CPU 
TIMING 
CONTROL 


8SYSTEMS 5 CPU 
AND CPU CONTROL 
CONTROL INPUTS 
OUTPUTS 


TIMING 


reserved for very fast interrupt response. 

The Z80 also contains a Stack Pointer, Pro- 
gram Counter, two index registers, a Refresh 
register (counter), and an Interrupt register. 
The CPU is easy to incorporate into a system 
since it requires only a single +5 V power 
source. All output signals are fully decoded 
and timed to control standard memory or 
peripheral circuits, and 1t is supported by an 
extensive family of peripheral controllers. The 
internal block diagram (Figure 3) shows the 
primary functions of the Z80 processors. 
Subsequent text provides more detail on the 
Z80 I/O controller family, registers, instruction 
set, interrupts and daisy chaining, and CPU 
timing. 
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Figure 3. Z80 CPU Block Diagram 
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Z80 Micro- 


The Zilog Z80 microprocessor is the central 


each of which has an 8-bit prescaler. Each 


processor element of a comprehensive microprocessor of the four channels may be configured to 
Family product family. This family works together in operate in either counter or timer mode. 
most applications with minimum requirements m The DMA (Direct Memory Access) con- 
for additional logic, facilitating the design of troller provides dual port data transfer 
efficient and cost-effective microcomputer- operations and the ability to terminate data 
oe see ene ss transfer as a result of a pattern match. 
ilog has designed five components to pro- 
vide extensive support for the Z80 micro- m The SIO (Serial Input/Output) controller 
processor. These are: offers two channels. It is capable of 
operating in a variety of programmable 
@ The PIO (Parallel eh sea art in modes for both synchronous and asyn- 
ee. I/ ria Fi see chronous communication, including 
handshaking) and in bit mode (wi ou Bi-Sync and SDLC. 
handshaking). The PIO may be configured 
to interface with standard parallel m@ The DART (Dual Asynchronous Receiver/ 
peripheral devices such as printers, tape Transmitter) device provides low cost 
punches, and keyboards. asynchronous serial communication. It has 
two channels and a full modem control 
@ The CTC (Counter/Timer Circuit) features intartace. 
four programmable 8-bit counter/timers, 
Z80 CPU Figure 4 shows three groups of registers foreground data processing. The second set of 
Registers within the Z80 CPU. The first group consists of registers consists of six registers with assigned 
duplicate sets of 8-bit registers: a principal set functions. These are the I (Interrupt Register), 
and an alternate set (designated by ' [prime], the R (Refresh Register), the IX and IY (Index 
e.g., A’). Both sets consist of the Accumula- Registers), the SP (Stack Pointer), and the PC 
tor Register, the Flag Register, and six (Program Counter). The third group consists of 
general-purpose registers. Transfer of data two interrupt status flip-flops, plus an addi- 
between these duplicate sets of registers is tional pair of flip-flops which assists in identi- 
accomplished by use of “Exchange” instruc- fying the interrupt mode at any particular 
tions. The result is faster response to interrupts time. Table 1 provides further information on 
and easy, efficient implementation of such ver- these registers. 
satile programming techniques as background- 
MAIN REGISTER SET ALTERNATE REGISTER SET 
<«———- 8 BITS —____—————__ > 
————————__ —_ 16 BITS <<< ——_ INTERRUPT FLIP-FLOPS STATUS 
=] Ee] 
1 = INTERRUPTS ENABLED DURING NMI 
SERVICE 
SP STACK POINTER 
1 0 INTERRUPT MODE 1 
1 1 INTERRUPT MODE 2 
=——_- 8 BITS —————_—_—_—_> 
Figure 4. CPU Registers 
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Z80 CPU Register Size (Bits) Remarks 
Registers A, A’ Accumulator 8 Stores an operand or the results of an operation. 
(Conbnued) F, F Flags 8 See Instruction Set. 

B, B’ General Purpose 8 Can be used separately or as a 16-bit register with C. 

Coe General Purpose 8 See B, above. 

D; Dp’ General Purpose 8 Can be used separately or as a 16-bit register with E. 

E, E’ General Purpose 8 See D, above. 

H, H' General Purpose 8 Can be used separately or as a 16-bit register with L. 

| a General Purpose 8 See H, above. 

Note: The (B,C), (D,E), and (H,L) sets are combined as follows: 
B — High byte C — Low byte 
D— High byte E— Low byte 
H — High byte L— Low byte 

I Interrupt Register 8 Stores upper eight bits of memory address for vectored interrupt 
processing. 

R Refresh Register 8 Provides user-transparent dynamic memory refresh. Lower seven 
bits are automatically incremented and all eight are placed on 
the address bus during each instruction fetch cycle refresh time. 

IX Index Register 16 Used for indexed addressing. 

IY Index Register 16 Same as IX, above. 

SP Stack Pointer 16 Holds address of the top of the stack. See Push or Pop in instruc- 
tion set. 

PC Program Counter 16 Holds address of next instruction. 

IFF}-IFF2 Interrupt Enable Flip-Flops Set or reset to indicate interrupt status (see Figure 4). 

IMFa-IMFb Interrupt Mode Flip-Flops Reflect Interrupt mode (see Figure 4). 

Table 1. Z80 CPU Registers 
Interrupts: __The CPU accepts two interrupt input signals: @ Mode | — Peripheral Interrupt service, for 
General NMI and INT. The NMI is a non-maskable use with non-8080/Z80 systems. 
Operation interrupt and has the highest priority. INT is a 


lower priority interrupt and it requires that 
interrupts be enabled in software in order to 
operate. INT can be connected to multiple 
peripheral devices in a wired-OR contigura- 


tion. 


The Z80 has a single response mode for 
interrupt service for the non-maskable inter- 
rupt. The maskable interrupt, INT, has three 
programmable response modes available. 
These are: 


m Mode 0 — similar to the 8080 micro- 


processor. 


@ Mode 2 — a vectored interrupt scheme, 
usually daisy-chained, for use with Z80 
Family and compatible peripheral devices. 


__The CPU services interrupts by sampling the 
NMI and INT signals at the rising edge of the 
last clock of an instruction. Further interrupt 
service processing depends upon the type of 
interrupt that was detected. Details on inter- 
rupt responses are shown in the CPU Timing 
Section. 


Interrupts: 
General 
Operation 
(Continued) 


Non-Maskable Interrupt (NMI). The non- 
maskable interrupt cannot be disabled by pro- 
gram control and therefore will be accepted at 
all times by the CPU. NMI is usually 

reserved for servicing only the highest priority 
type interrupts, such as that for orderly shut- 
down after power failure has been detected. 
After recognition of the NMI signal (providing 
BUSREO is not active), the CPU jumps to 
restart location OO66H. Normally, software 
starting at this address contains the interrupt 
service routing. 


Maskable Interrupt (INT). Regardless of the 
interrupt mode set by the user, the Z80 
response to a maskable interrupt input follows 
a common timing cycle. After the interrupt has 
been detected by the CPU (provided that 
interrupts are enabled and BUSREO is not 
active) a special interrupt processing cycle 
begins. This 1s a special fetch (M1) cycle in 
which IORQ becomes active rather than 
MREQ, as in normal M1 cycle. In addition, this 
special M] cycle is automatically extended by 
two WAIT states, to allow for the time required 
to acknowledge the interrupt request. 


Mode 0 Interrupt Operation. This mode 1s 
similar to the 8080 microprocessor interrupt 
service procedures. The interrupting device 
places an instruction on the data bus. This is 
normally a Restart instruction, which will initi- 
ate a call to the selected one of eight restart 
locations in page zero of memory. Unlike the 
8080, the Z80 CPU responds to the Call in- 
struction with only one interrupt acknowledge 
cycle followed by two memory read cycles. 


Mode | Interrupt Operation. Mode | oper- 
ation is very similar to that for the NMI. The 
principal difference is that the Mode 1 inter- 
rupt has a restart location of 0038H only. 


Mode 2 Interrupt Operation. This interrupt 
mode has been designed to utilize most effec- 
tively the capabilities of the Z80 microproc- 
essor and its associated peripheral family. The 
interrupting peripheral device selects the 
starting address of the interrupt service 
routine. It does this by placing an 8-bit vector 
on the data bus during the interrupt acknowl- 
edge cycle. The CPU forms a pointer using 
this byte as the lower 8-bits and the contents of 
the I register as the upper 8-bits. This points to 
an entry in a table of addresses for interrupt 
service routines. The CPU then jumps to the 
routine at that address. This flexibility in 
selecting the interrupt service routine address 


allows the peripheral device to use several dif- 
ferent types of service routines. These routines 
may be located at any available location in 
memory. Since the interrupting device sup- 
plies the low-order byte of the 2-byte vector, 
bit O (Ag) must be a zero. 


Interrupt Priority (Daisy Chaining and 
Nested Interrupts). The interrupt priority of 
each peripheral device is determined by its 
physical location within a daisy-chain config- 
uration. Each device in the chain has an inter- 
rupt enable input line (IEI) and an interrupt 
enable output line (IEO), which is fed to the 
next lower priority device. The first device in 
the daisy chain has its IEI input hardwired to a 
High level. The first device has highest 
priority, while each succeeding device has a 
corresponding lower priority. This arrange- 
ment permits the CPU to select the highest 
priority interrupt from several simultaneously 
interrupting peripherals. 

The interrupting device disables its IEO line 
to the next lower priority peripheral until it has 
been serviced. After servicing, its IEO line is 
raised, allowing lower priority peripherals to 
demand interrupt servicing. 

The Z80 CPU will nest (queue) any pending 
interrupts or interrupts received while a 
selected peripheral is being serviced. 


Interrupt Enable/Disable Operation. Two 
flip-flops, IFF) and IFF2, referred to in the 
register description are used to signal the CPU 
interrupt status. Operation of the two flip-flops 
is described in Table 2. For more details, refer 
to the Z80 CPU Technical Manual and Z80 
Assembly Language Manual. 


Action IFF,; IFF2 Comments 
CPU Reset 0 0 Maskable interrupt 
INT disabled 
DI instruction 0 0 Maskable interrupt 
execution INT disabled 
EI instruction 1 ] Maskable interrupt 
execution INT enabled 
LD A,I instruction e e IFF> — Parity flag 
execution 
LD A,R instruction e ° IFF2 — Parity flag 
execution 
Accept NMI QO IFF, IFF, — IFF2 
(Maskable inter- 
rupt INT disabled) 
RETN instruction IFFo  e IFF2 -- IFF) at 
execution completion of an 


NMI service 
routine. 


Table 2. State of Flip-Flops 


Instruction The Z80 microprocessor has one of the most O 16-bit arithmetic operations 
Set powerful and versatile instruction sets rcRstates and shits 
available in any 8-bit microprocessor. It 
includes such unique operations as a block C Bit set, reset, and test operations 
move for fast, efficient data transfers within O Jumps 
memory or between memory and I/O. It also 
Y Y ee O Calls, returns, and restarts 
allows operations on any bit in any location in 
memory. O Input and output operations 
The following is a summary of the Z80 A variety of addressing modes are 
instruction set and shows the assembly implemented to permit efficient and fast data 
language mnemonic, the operation, the flag transfer between various registers, memory 
status, and gives comments on each instruc- locations, and input/output devices. These 
tion. The Z80 CPU Technical Manual addressing modes include: 
(03-0029-01) and Assembly Language 5) immediate 
Programming Manual (03-0002-01) contain 
significantly more details for programming 0 Immediate extended 
use. O Modified page zero 
The instructions are divided into the 
followi ae O Relative 
ollowing categories: 
O Extended 
0 8-bit loads 
O Indexed 
O 16-bit loads 
O Register 
O Exchanges, block transfers, and searches g 
ee , , O Register indirect 
O 8-bit arithmetic and logic operations g 
O Implied 
O General-purpose arithmetic and CPU Dp 
control O Bit 
8-Bit Symbolic Flags Opcode No.of No.of M No.of T 
Load Mnemonic Operation S$ Z H P/V N C 76 543 210 Hex Bytes Cycles States Comments 
Group LDr, r’ r-r' eo 2©« X © X © @ @ Ol r r' l 1 4 r,r’___ Reg. 
LDr,n r-n e ee X © KX e e @ 00 r 110 2 2 7 B 
-—-n- 001 Cc 
LD r, (HL) r= (HL) © 8 X © X © © © OO) r 110 1 2 7 010 D 
LD r, (IX+d) r= (IX+d) °e © X © X e © © 11011101 DD 3 5 19 oll o£ 
Ol r 101 100 4H 
ade 101 
LDr, (IY+d) r— (IY+d) © © X © X © © © 1111101 FD 3 5 19 lll oA 
01 r 110 
-d— 
LD(HL),r (HL) =r © © X © X © © © O11 r 1 2 7 
LD (IX+d),r  (IX+d) =r °o © X © X e © e 11011101 DD 3 5 19 
01110 r 
-d— 
LD(IY+d),r  (IY+d)—r eo 8 X © X e© © e 311211101 FD 3 5 19 
01110 r 
_ d —_ 
LD(HL),n (HL) =n °o © X © X © © © 110110 3% 2 3 10 
oo n — 
LD (IX+d),n  (IX+d) —n ° © X © X © © e 31011101 DD 4 5 19 
00 110 110 36 
~d— 
om n — 
LD(IY+d),n (IY+d)—n e 8 X © X © # » 11111101 FD 4 5 19 
00 110 110 36 
- d —_ 
om n —s 
LD A,(BC) A= (BC) °° © X © X © © © OO101I0 0A 1 2 7 
LD A,(DE) A= (DE) © © X © X © © «© Oll0IO 1A 1 2 7 
LD A,(nn) A = (nn) e © X © X © © © 111010 3A 3 4 13 
—-n- 
-~-n-~—- 
LD(BC),A  (BC)-A ° * X © © © 0000010 02 1 2 7 
LD(DE),A (DE)~A °o 8 xX X © © © Qol00l0 12 1 2 7 
LD(nn),A (nn) A “2. X X ¢ e © 110010 32 3 4 13 
-~n—~- 
— n od 
LD A, I eo t + X O X IFF 0 e 11101101 ED 2 2 9 
01 010 111 57 
LD A, R A-R t + X O X IFF 0 e 11101101 ED 2 2 9 
01011 111 5F 
LDI,A I-A °* © X © X © © © 11101101 ED 2 2 9 
01 000 111 47 
LDR, A R-A eo © X © X © © e 131101101 ED 2 2 9 
01 001 111 4F 


NOTES. r, r’ means any of the registers A, B, C, D, E, H, L 
IFF the content of the interrupt enable flip-flop, (IFF) 1s 
copied into the P/V flag 
For an explanation of flag notation and symbols for 
mnemonic tables, see Symbolic Notation section 
following tables 
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16-Bit Load Symbolic Flags No.of No.of M No.of T 
Gr oup Mnemonic Operation § 2 H P/V N C 76 543 210 Hex Bytes Cycles States Comments 
LD dd, nn dd — nn X * K #© ¢ @ 00 ddO 001 3 3 10 dd Pair 
—-n- 00 BC 
—-n- 01 DE 
LD IX, nn IX — nn X e© XK @€ ee e@ 1) 011 101 DD 4 4 14 10 HL 
00 100 001 21 ll SP 
—_ n — 
— n or 
LD IY, nn IY — nn X © KX e © e@ 1) 111 101 FD 4 4 14 
00 100 001 21 
—_ n —_ 
-_ n ~— 
LD HL, (nn) H — (nn+1) X e X ee e e 00 101 010 2A 3 5 16 
L — (nn) ee rgites 
-_ n _ 
LD dd, (nn) ddy — (nn+1) X e KX ee e e@ 11 10) 101 ED 4 6 20 
ddy, — (nn) 01 dd) 011 
a n Cae 
-_ n —_ 
LD IX, (nn) IXy — (nn +1) X *¢ KX © e e 11 011 101 DD 4 6 20 
IXp, — (nn) 00 101 010 2A 
_ n — 
-_ n _ 
LD IY, (nn) IY -— (nn+1) X ¢ X e e e 1] 111 101 FD 4 6 20 
IY, — (nn) 00 101 010 2A 
- n _ 
Soy ss 
LD (nn), HL (nn+1)—H X © KX ee e e 00 100 010 22 3 5 16 
(nn) -— L -n—- 
—_ n — 
LD (nn), dd (nn+1) — ddy X e XX @© ee e@ 11 10) 101 ED 4 6 20 
(nn) — ddy 01 ddO 011 
_ n ~ 
oe n _ 
LD (nn), IX (nn+1) — Xy X e XK ee e e 11 011 101 DD 4 6 20 
(nn) — [Xp 00 100 010 22 
_— n _ 
-_ n —_ 
LD (nn), IY (nn+1) — IYy xX e X e e@ @ 11 11] 101 FD 4 6 20 
(nn) — IY 00 100 010 22 
_ n —e 
-_ n _ 
LD SP, HL SP — HL X #« X e @# e@ 11 11] 001 F9 l l 6 
LD SP, IX SP — IX X *¢ K e @ e 11 011 101 DD 2 2 10 
1] 111 001 F9 
LD SP, IY SP — IY X e X @© ee e@ 1] 111 101 FD 2 2 10 
11 111 001 F9 qg Pair 
PUSH qq (SP-2) — gaz X © X e # e@ 11 qqO 101 l 3 ll 00 BC 
(SP-1) — aay 01 ODE 
SP — SP -2 10 HL 
PUSH IX (SP-2) — [Xp X e« X e@ e e@ 41 011 101 DD 2 4 15 ll AF 
(SP-1) — Xy 11 100 101 ES5 
SP — SP -2 
PUSH IY (SP-2) — IYy Xx * KX e# @ @ 11 111 101 FD 2 4 15 
(SP-1) — IYy 1] 100 101 ES 
SP — SP -2 
POP qq GqGH ~— (SP+1) Xx * X e e e@ 11 qqO 001 ] 3 10 
gap -— (SP) 
SP — SP +2 
POP IX IXy — (SP +1) X e XK @© ¢ e 11 011 101 DD 2 4 14 
IXp — (SP) 11 100 001 El 
SP — SP +2 
POP IY IYy - (SP +1) X e X © e@ e 1] 111 101 FD 2 4 14 
IY, — (SP) 11 100 001 El 
SP — SP +2 
NOTES dds any of the register pairs BC, DE, HL, SP 
qq 1s any of the register pairs AF, BC, DE, HL 
(PAIR)y, (PAIR), refer to high order and low order eight bits of the register pair respectively, 
eg, BC, = C, AFH =A 
Exchange, EX DE, HL DE + HL X © X e @ e 11101 011 EBo1 l 4 
Block EX AF, AF’ AF ~ AF’ Xx e« X © @ e 00 001 000 08 l l 4 
EXX BC + BC’ X ee X e e@ e@ 11 011 001 D9 1 l 4 Register bank and 
Transfer, DE ~ DE’ auxilary register 
HL — HL’ bank exchange 
Block Search gx (spi ~ (SP +1) X ¢ X e e «© 11100011 B 1 5 19 
Groups L ~ (SP) 
EX (SP), IX IXy ~ (SP +1) X *« X e @ e@ 11 011 101 DD 2 6 23 
IX, ~ (SP) 11 100 011 E3 
EX (SP), IY IYy - (SP +1) xX X ¢e e 11 111 101 FD 2 6 23 
IYy, + (SP) 11 100 011 E3 
0) 
LDI (DE) — (HL) X O X 0 1] 101 101 ED 2 4 16 Load (HL) into 
DE — DE+1 10 100 000 AO (DE), increment 
HL — HL+1 the pointers and 
BC — BC-1 @ decrement the byte 
counter (BC) 
LDIR (DE) — (HL) xX xX 0 11 101 101 ED 2 5 21 If BC # 0 
DE — DE+1 10 110 000 BO 2 4 16 If BC =0 
HL + HL+1 
BC — BC-1 
Repeat until 
BC = 0 
NOTE @ P/V flag is 0 if the result of BC~1 = 0, otherwise P/V = 1 
2001-001 11 


Exchange, Symbolic Flags Opcode No.of No.of M No.of T 
Block Mnemonic Operation Ss Z H P/V N C 76 543 210 Hex Bytes Cycles States Comments 
Transfer, @ 
LDD (DE) — (HL) e e« X¥ 0 X + O e@ 11 101 101 ED 2 4 16 
Block Search DE — DE-1 10 101 000 A8 
Groups HL — HL-1 
(Continued) BO eet oy 
LDDR (DE) — (HL) ee e« X¥ 0 X 0 0 e@ 11 101 101 ED 2 5 21 If BC #0 
DE — DE-1 10 111 000 B8 2 4 16 If BC = 0 
HL — HL-1 
BC — BC-1 
Repeat until 
BC = 0 
@ @ 
CPI A — (HL) t t+ X t X +: 1 = 1] 101 101 ED 2 4 16 
HL — HL+1 10 100 001 Al 
BC — BC-1 
@ @ 
CPIR A - (HL) t ¢ X ¢t X ¢t 1 e 11 101 101 ED 2 5 21 If BC # 0 and 
A # (HL) 
HL — HL+1 10 110 001 Bil 2 4 16 If BC = Oor 
BC - BC-1 A = (HL) 
Repeat until 
A = (HL) or 
BC = 0 
6) ® 
CPD A ~ (HL) t t+ X t XK ft 21 @ 1] 101 101 ED 2 4 16 
HL — HL-1 10 101 001 AQ 
BC ~ BC-1 
@ @ 
CPDR A — (HL) t t X ¢t X ¢ 1 e 1] 101 101 ED 2 5 21 If BC # O and 
A # (HL) 
HL — HL-1 10 111 001 B9 2 4 16 If BC = Oor 
BC — BC-1 A = (HL) 
Repeat until 
A = (HL) or 
BC =0 
NOTES @ P/V flag 1s 0 if the result of BC—1 = 0, otherwise P/V = ] 
@ P/V flag 1s 0 at completion of instruction only 
@ Z flag is 1 if A = (HL), otherwise Z = 0 
8-Bit ADD A,r A-Ad¢r tt X + X¥ VO ft l0p%r 1 1 4 r_ Reg 
Arithmetic ADD A, n A-Adtn Po 2 OF ll 110 2 2 7 000 B 
s - n- 001 C 
and Logical nee BD 
Group ADD A,(HL) A-A + (HL) ft Ke aK ev De at 10 (000) 110 1 2 7 011 E 
ADD A, (IX+d) A — A + (IX+d) t t X t XK V Of 11 011 101 DD | 5 19 100 H 
10 [000] 110 16}. 
-~d- lll A 
ADD A, (IY+d) A-A + (IY +d) t$ t X ¢t X V Of 11 111 101 FD 3 5 19 
10 110 
eg oS 
ADC A, s A ~-A+s+CyY EY sR ay oe Ne a 00} s phy ne . 
, (IX+d), 
SUB s A~A-s ee SE te SV Vd) aschows 
SBC A, s Ae MAseCY { £ Ss ae oe 4 for ADD instruction. 
AND s A-AAs f Fae 2 oe Po. 0 ae re the BOO] 
replace the 0 in 
OR s A-AVs 2 OX BR oo-o Wo Duareeaes 
XOR s A-A@es t t X O X P OQ O - [101 
CP s A-s Se ee eee ee Some SA CS lll 
INC r r-r+] t t X t X V Oe 00 r {100 4 
INC (HL) (HL) —(HL)+1 t t X t X V O e 00 110 Od) ll 
INC (IX +d) (IX+d) — t t X t X V O e 11 011 101 DD 23 
(IX+d)+] 00 110 {100} 
-“_ d — 
INC (IY +d) (IY+d) — t t KX t XK V O e 11111 101 FD 23 
(I¥+d)+1 00 110 100} 
_ d Smal 
DEC m m-m-l t t X ¢t X V 1 oe 10] mis any of r, (HL), 


(IX+d), (IY +d) 
as shown for INC. 
DEC same format 
and states as INC. 
Replace [100] with 


101} in opcode. 
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General- Symbolic Flags Opcode No.of No.of M No.of T 
Purpose Mnemonic Operation S Z H P/V N C 76 543 210 Hex Bytes Cycles States Comments 
Arithmetic DAA Convertsacc content ! t X %t! XK P @# ¢ 00 100 111 27 1 l 4 Decimal adjust 
into packed BCD accumulator 
and following add or 
subtract with packed 
CPU Control BCD operands 
Groups CPL A-&A ee X 1 X © 1 6 OOlO1 2 1 l 4 Complement 
accumulator (one’s 
complement) 
NEG A-O-A tf t X t X Vile 11 101 101 ED 2 2 8 Negate acc (two's 
=a 01 000 100 44 complement) 
CCF CY — CY ee « X K X « OQ }f 00 111 111 3F l l 4 Complement carry 
flag 
SCF CY - 1 ee e@« X 0 X e 0 1 00 110 111 37 ] 1 4 Set carry flag 
NOP No operation o e X © K e @ @ 00 000 000 00 1 l 4 
HALT CPU halted oe X © X © @ 01 110 110 76 1 ] 4 
DI * IFF — 0 ee X¥ © X © @ «@ 11 110 O11 F3 l | 4 
EI « IFF — } ee e X © X e @ e@ 11 111 011 FB l 1 4 
IM 0 Set interrupt * ee X «¢ X ee @ e@ 11 101 101 ED 2 2 8 
mode 0 01 000 110 46 
IM 1 Set interrupt eo e X ¢ K @© ee @ 11 10] 101 ED 2 2 8 
mode 1 01 010 110 56 
IM 2 Set interrupt eo e@ X ¢ K e @ @ 11 10) 101 ED 2 2 8 
mode 2 01 011 110 5E 
NOTES _ IFF indicates the interrupt enable fhp-flop 
CY indicates the carry flip-flop 
* indicates interrupts are not sampled at the end of EI or Dl 
16-Bit ADD HL,ss HL — HL+ss * 6° X X X © 0 ¢ Ossi 001 l 3 l ss_Reg 
. : 00 BC 
Arithmetic ADCHL,ss HL—HL+ss+CY 1 t X X X VO ¢ 11101101 ED 2 4 15 01 DE 
Group 01 ssl 010 10 HL 
11 SP 
SBC HL, ss HL — HL-ss—CY t t+: X X xX V 14% 11 101 101 ED 2 4 15 
01 ss0 010 
ADD IX, pp IX — IX + pp * « X X X e OY 11 011 101 DD 2 4 15 pp Reg 
01 ppl 001 00 BC 
01 DE 
10 IX 
1] SP 
ADD IY, rr IY -— lY + rr o e X X KX « 0 f 1] 111 101 FD 2 4 15 rr Reg 
00 rri 001 00 BC 
O01 DE 
10 IY 
ll SP 
INC ss ss-— ss + ] ° X ee X 00 ssO0 011 1 ] 6 
INC IX IX -— IX + 1 ° X e« X 11 011 101 DD 2 2 10 
00 100 011 23 
INC IY IY ~ IY + 1 ee © X © XK @# © @ 11 111 101 FD 2 2 10 
00 100 011 23 
DEC ss ss ~ ss- 1 e X x ° 00 ssl 011 | ] 6 
DEC IX IX — IX-1 e xX X ° 11 011 101 DD 2 2 10 
00 101 011 2B 
DEC IY IY -— IY-1 * @« X © KX © @ «@ 11 111 101 FD 2 2 10 
00 101 011 2B 
NOTES _ ssis any of the register pairs BC, DE, HL, SP 
pp is any of the register pairs BC, DE, IX, SP 
rr is any of the register pairs BC, DE, IY, SP 
Rotate and 
Shift Group RLCA ©» e@« X 0 X e 0 ¢f 00 000 111 + 07 4 Rotate left circular 
A accumulator 
RLA 7-—0 * 6* X 0 X © O ¢ 00010111 17 4 Rotate left 
A accumulator 
RRCA * © X 0 KX © 0 1 00 001 111 OF 4 Rotate right circular 
A accumulator 
RRA 7—+ 0 * 6° X 0 X © O 43 00011 111 IF 4 Rotate right 
A accumulator 
RLC r t + X"O.X P O 4% 11 001 011 CB 8 Rotate left circular 
a 00 r register r 
RLC (HL) it -XO Ke PD AD GOL -on ce is Fed = 
00 110 001 oC 
RLC (IX +d) t +: X O X P O 1% 11 011 101 DD 23 i ; 
r,(HL),(IX +d), (IY +d) 11 001 011 CB 100 H 
aeons 10k oL 
00 [000] 110 lll oA 
RLC (IY +d) t t: X O xX P Ot 11 111 101 FD 23 
11 001 011 CB 
- d-— 
Instruction format 
00 110 and states are as 
RL m + t+ X 0 X POY O10 shown for RLC's 
m=r,(HL),(IX +d),(IY +d) To form new 
opcode replace 
RRC m be EO Boe 001 = 


m=r,(HL),(IX+d),(IY +d) 


or RLC’s 


with shown code 
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Rotate and Symbolic Flags Opcode No.of No.of M No.of T 


Shift Group Mnemonic Operation S Z H P/V N C 76 543 210 Hex Bytes Cycles States Comments 
(Continued) 
RR m 7—0 t t+ X 0X POY O11 
mam r,(HL),(IX +d), (IY +d) 
Sian °o ; + X OX POY 700 
mm r,(HL),(IX +d), (IY +d) 
SRA m t + X O X PO 4% 101 
mw r,(HL), (IX + d),(IY +d) 
SRL m o-[7—-o }—[CY] +; } x oO X POY Ti 
mw=r,(HL),(IX +d),(IY +d) 
RLD 7-4 t + X 0 X P 0 e 21110110! ED 2 5 18 Rotate dignt left and 


0110) 111 #=6F right between 
the accumulator 
and location (HL) 
RRD [7-4[3-0]——-[7-4]3-0] } + X O X P 0 ¢ 11101101 ED 2 5 18 The content of the 
A (HL) 01 100 111 #67 upper half of 
the accumulator 1s 
unaffected 


A (HL) 


Bit Set, Reset sirb,r Z- tp KX + X 1X X 0 © 2100l011CB 2 2 8 r__ Reg, 
and Test -_ ey oe 
BIT b, (HL) Z = (HL)p X t X 1 X X 0 e@ 11 001 011 CB 2 3 12 001 C 
Group 01 b 110 010 D 
BIT b, (IX+d), Z — (IX+d)p X t X 1 X XK O e 11 011 101 DD 4 5 20 0ll £E 
11 001 011 CB 100 H 
- d- 101 L 
01 b 110 lll A 
b Bit Tested 
BIT b, IY+d)p, Z— (IY +d)p X tt X 1 XK XK O e 11 111 101 FD 4 5 20 000 6~0 
11 001 011 CB 001 1 
-d- 010 2 
01 b 110 0ll 3 
100 4 
101 5 
110 6 
lll 7 
SET b, r iph- 1 eo @« X e KX e @ @ 11 001 011 CB 2 2 8 
3) b r 
SET b, (HL) (HL)p - 1 e @ X © X @© @ @ 11 001 011 CB 2 4 15 
fl] b 110 
SET b, (IX+d) (IX'+d)p -— 1 e e X © X © @ @ 11 011 101 DD 4 6 23 
11 001 011 CB 
~d-— 
M b 110 
SET b, (I¥Y+d) (IY+d)p - 1 e e@« X © X # @ @ 11 111 101 FD 4 6 23 
11 001 011 CB 
pelaee. a 
{1} b 110 
RES b, m Mp — 0 oe X © X e © «@ To form new 
m =r, (HL), opcode replace 
(IX +d), of SET b, s 
ose) with [0] Flags 
and time states for 
SET instruction. 
NOTES. The notation mp indicates bit b (0 to 7) or location m 
Jump JP nn PC — nn oe X © X © © ¢ 1100011 C3 3 3 10 
teen n te 
Group -n- cc Condition 
JP cc, nn If condition cc is eo © X «© X © @e @ 11] cc 010 3 3 10 000 NZ non-zero 
true PC — nn, ‘ — no 001 Z zero 
otherwise -~- n- 010 NC non-carry 
continue 011 C carry 
100 PO parity odd 
101 PE parity even 
110 P sign positive 
JRe PC — PC+e eo @« X «© KX © e@ @ 00 011 000 18 2 3 12 111 M_ssign negative 
- e-2— 
JIRC,e IiC = 0, »o « X «© X © © @ 00 111 000 38 2 2 7 If condition not met. 
continue -e-2— 
IfC = 1, 2 3 12 If condition is met. 
PC — PC+e 
JR NC, e’ IfC = 1, e *« X¥ © X © @ @ 00 110 000 30 2 2 7 If condition not met. 
continue -~e-2—- 
IfC = 0, 2 3 12 If condition 1s met. 
PC — PC+e 
JP Z, e IfZ = 0 ee « X © X #8 @ @ 00 101 000 28 2 2 7 If condition not met. 
continue -e-2 -~ 
IfZ = 1, 2 3 12 If condition 1s met. 
PC — PC+e 
JR NZ, e IkZ = 1, ee © X © X e ee e@ 00 100 000 20 2 2 7 If condition not met 
continue ~e-2- 
IfZ = 0, 2 3 12 If condition 1s met. 
PC — PC+e 
JP (HL) PC — HL ee @« X e KX e e @ 11 101 001 E9 ] 1 4 
JP (IX) PC — IX e « X © KX e 6 «@ 11 011 101 DD 2 2 8 
11 101 001 E9 
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Jump Group Symbolic Flags Opcode No.of No.of M No.of T 
(Continued) Mnemonic Operation § 2 H P/V N C 76 543 210 Hex Bytes Cycles States Comments 
JP (TY) PC — IY eo e« X e KX @# @# @ lt 111 101 FD 2 2 8 
11 101 001 E9 
DINZ, e B— B-1 eo « X *#© K e @ @ 00 010 000 10 2 2 8 "B= 0. 
IfB = 0, -e-2 — 
continue 
If B #0, 2 3 13 IfB #0. 
PC — PC+e 
NOTES. e represents the extension in the relative addressing mode. 
e is a signed two's complement number in the range < — 126, 129 >. 
e-2 1n the opcode provides an effective address of pc +e as PC 1s incremented 
by 2 prior to the addition of e 
Call and CALL nn (SP-1) — PCy oe X © X e * 11001101CD 3 5 17 
(SP -2) — PCy eo 
Return Group as ape eat 
CALL cc, nn If condition eo e@e X e X e@ e 1] cc 100 3 3 10 If cc is false. 
cc is false - n~ 
continue, -n- 3 5 17 If cc is true. 
otherwise same as 
CALL nn 
RET PCy — (SP) o e@« X « X @ ° 11 001 001 C9 ] 3 10 
PCy -— (SP +1) 
RET cc If condition ee e« X ee X e@ e 11 cc 000 l l 5 If cc is false. 
cc 18 false 
continue, 1 3 1] If cc 1s true. 
uae cc Condition 
000 NZ non-zero 
RET 001 Z~ zero 
RETI Return from eo « X @¢ X e * 11101101 ED 2 4 14 as a pela 
interrupt 01 001 101 4D 100 PO parity odd 
RETN} Return from eo ¢ X ¢ X ® e 11101101 ED 2 4 14 101 PE panty even 
non-maskable 01 000 101 45 110 P sign positive 
interrupt 111 Ms sign negative 
RST p (SP-1) — PCy e « X ¢ X e@ ° ll to 211 ] 3 di t p 
(SP -2) — PCL 000 00H 
PCy - 0 001 08H 
PCL -p 010 10H 
011 18H 
100 20H 
101 28H 
110 30H 
111 38H 
NOTE. 'RETN loads IFF2 — IFF 
Input and IN A, (n) A — (n) e « X © X @ ° 11 011 011 DB 2 3 11 nto Ag ~ Az 
- n- Acc, to Ag ~ Ajs 
Output Group w:,(c r—(C) t 1 X 4 X P ° 11101101 ED 2 3 12. Cto Ag ~ Ay 
if r = 110 only the 01 r 000 Bto Ag ~ Ajs 
flags will be affected 
® 
INI (HL) — (C) X t X X X X xX 11 101 10] ED 2 4 16 C to Ag ~ Az 
B-B-1] 10 100 010 A2 B to Ag ~ Ajs 
HL — HL + 1 @ 
INIR (HL) — (C) X 1 X X XK X X 4} 101 101 ED 2 5 21 C to Ag ~ Az 
B-B-1 10 110 010 B2 (If B #0) B to Ag ~ Ajs 
HL — HL + 1 2 4 16 
Repeat unt! (If B=0) 
B=0 
@ 
IND (HL) — (C) X t+ X XK XK X X 11 101 101 ED 2 4 16 C to Ag ~ A7z 
B+-B-] 10 101 010 AA B to Ag ~ Ajs 
HL — HL-1 @ 
INDR (HL) — (C) X 1 X X X X xX 11 101 101 ED 2 5 21 C to Ag ~ A7 
B- B-1 10 111 010 BA (If B #0) Bto Ag ~ Ajs 
HL — HL-1 2 4 16 
Repeat until (If B=0) 
B= 
OUT (n), A (n)-A ee © X © X e@ ° 11 010 011 D3 2 3 1] nto Ag ~ Az 
- n= Acc. to Ag ~ Ajs 
OUT (C), r (C)-—r ee © X e X e ° 1) 101 10) ED 2 3 12 C to Ag ~ Az 
© 01 r 001 Bto Ag ~ Ajs 
OUTI (C) — (HL) X t X .X X X xX 1] 101 101 ED 2 4 16 C to Ag ~ Az 
B-B-1 10 100 011 A3 B to Ag ~ Ajs 
HL — HL +1 @ 
OTIR (C) — (HL) X 1 X X X X xX 11 101 101 ED 2 5 21 C to Ag ~ Az 
B- B-] 10 110 011 B3 (lf B#0) B to Ag ~ Ais 
HL — HL + 1 2 4 16 
Repeat unt:) (If B=0) 
B=0 
OUTD (C) — (HL) X 1! X X XK X xX 11 101 10] ED 2 4 16 C to Ag ~ Az 
B-B-1 10 101 01] AB B to Ag ~ Ajs 
HL — HL-1 


NOTE @) If the result of B—1 1s zero the Z flag is set, otherwise it 1s reset. 


@ Z flag 1s set upon instruction completion only 
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Input and 


Output Group Mnemonic 


(Continued) 


NOTE @ Z flag 1s set upon instruction completion only 


Symbolic Flags Opcode No.of No.of M No.of T 
Operation S 2 H P/V N C 76 543 210 Hex Bytes Cycles States Comments 
® 
OTDR (C) — (HL) Rd OX CE Ke SE OX 11 101 101 ED 2 5 21 C to Ag ~ A7 
B-B-1 10 11) O11 (If B#0) B to Ag ~ Als 
HL — HL-1 2 4 16 
Repeat until B = 0 (If B=0) 


Summary of Dy Do 
Flag Instruction 8S 2 H P/V N C Comments 
Py ADD A, s, ADC A, s t t X + xX V oO +4 8-bit add or add with carry 
Operation SUB s, SBC A, s, CPs, NEG H t X ¢ xX V1 t 8-bit subtract, subtract with carry, compare and negate accumulator. 

AND s t t X l X P O 0O 

OR s, XOR s KOR 3G. OX oP. so: of -besical operations 

INC s ! t X t xX V oO e 8-bit increment 

DEC s ! t X t+ XK V dle 8-bit decrement. 

ADD DD, ss e e X X X e¢ Q t 16-bit add 

ADC HL, ss t t X X xX V oO +f 16-bit add with carry. 

SBC HL, ss ' t X xX xX V 1 4 16-bit subtract with carry 

RLA, RLCA, RRA, RRCA e e XX QO XK #® QO $3 Rotate accumulator 

RL m, RLC m, RR; t t Xx O xX P QO t Rotate and shift locations 

RRC m, SLA m; 
SRA m, SRL m 

RLD, RRD { t X O xX P OQ ® Rotate digit left and right. 

DAA t t X t+ X P e ‘$4 Decimal adjust accumulator 

CPL ee ee X 1 XK © J] @ Complement accumulator 

SCF e e X O X e¢ QO 1 Set carry 

CCF e e X X KX #® Q 3 Complement carry 

IN r (C) t t X O xX P QO e Input register indirect 

INI, IND, OUTI, OUTD X ¢t X xX xX X 1 ° = 2 

INIR, INDR, OTIR: OTDR X 1X X X X ] 7 Block input and output Z = 0:f B # 0 otherwise Z = 0 

eee : : _ : : : : } Block transfer instructions P/V = 1 if BC # 0, otherwise P/V = 0. 

CPI, CPIR, CPD, CPDR xX t X xX X t 1 ° Block search instruchons Z = 1if A = (HL), otherwise Z = 0. P/V = 1 

if BC # 0, otherwise P/V = 0 
LD A, 1, LDA, R t t xX oO xX IFF 0 e The content of the interrupt enable flip-flop (IFF) 1s copied into the P/V flag. 
BIT b, s X + X 1 xX X ° The state of bit b of location s 1s copied into the Z flag 
Symbolic Symbol Operation Symbol Operation 
Notation S) Sign flag. S = 1 if the MSB of the result 1s 1. t The flag 1s affected according to the result of the 
Z Zero flag. Z = 1 if the result of the operation 1s 0. operation. 
P/V Parity or overflow flag. Parity (P) and overflow ° The flag 1s unchanged by the operation. 
(V) share the same flag. Logical operations affect 0 The flag 1s reset by the operation. 
this flag with the parity of the result while ] The flag 1s set by the operation. 
arithmetic operations affect this flag with the X The flag is a “don’t care.” 
overflow of the result. If P/V holds parity, P/V = V P/V flag affected according to the overflow result 
1 if the result of the operation 1s even, P/V = 0 if of the operation. 
result is odd. If P/V holds overflow, P/V = 1 if rE P/V flag affected according to the parity result of 
the result of the operation produced an overflow. the operation. 

H Half-carry flag. H = 1 if the add or subtract r Any one of the CPU registers A, B, C, D, E, H, L. 
operation produced a carry into or borrow from S Any 8-bit location for all the addressing modes 
bit 4 of the accumulator. allowed for the particular instruction. 

N Add/Subtract flag. N = 1 if the previous opera- ss Any 16-bit location for all the addressing modes 
tion was a subtract. allowed for that instruction. 

H&N_ Hand N flags are used in conjunction with the 11 Any one of the two index registers IX or IY. 
decimal adjust instruction (DAA) to properly cor- R Refresh counter. 
rect the result into packed BCD format following n 8-bit value in range < 0, 255 >. 
addition or subtraction using operands with nn 16-bit value in range < 0, 65535 >. 
packed BCD format. 

C Carry/Link flag. C = 1 if the operation produced 


a carry from the MSB of the operand or result. 
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Pin 
Descriptions 


Ao-A)5. Address Bus (output, active High, 
3-state). Ag-Ajs5 form a 16-bit address bus. The 
Address Bus provides the address for memory 
data bus exchanges (up to 64K bytes) and for 
I/O device exchanges. 


BUSACK. Bus Acknowledge (output, active 
Low). Bus Acknowledge indicates to the 
requesting device that the CPU address bus, 
data bus, and control signals MREQ, IORQ, 
RD, and WR have entered their high- 
impedance states. The external circuitry 
can now control these lines. 


BUSREQ. Bus Request (input, active Low). 
Bus Request has a higher priority than NMI 
and is always recognized at the end of the cur- 
rent machine cycle. BUSREQ forces the CPU 
address bus, data bus, and control signals 
MREO, IORQ, RD, and WR to go to a high- 
impedance state so that other devices can 
control these lines. BUSREQ is normally wire- 
ORed and requires an external pullup for 
these applications. Extended BUSREQ 
periods due to extensive DMA operations can 
prevent the CPU from properly refreshing 
dynamic RAMs. 


Do-Dy7. Data Bus (input/output, active High, 
3-state). Do-D7 constitute an 8-bit bidirectional 
data bus, used for data exchanges with 
memory and I/O. 


HALT. Halt State (output, active Low). HALT 
indicates that the CPU has executed a Halt 
instruction and is awaiting either a non- 
maskable or a maskable interrupt (with the 
mask enabled) before operation can resume. 
While halted, the CPU executes NOPs to 


maintain memory refresh. 


INT. Jnterrupt Request (input, active Low). 
Interrupt Request is generated by I/O devices. 
The CPU honors a request at the end of the 
current instruction if the internal software- 
controlled interrupt enable flip-flop (IFF) is 
enabled. INT is normally wire-ORed and 
requires an external pullup for these 
applications. 


IORQ. Input/Output Request (output, active 
Low, 3-state). IORQ indicates that the lower 
half of the address bus holds a valid I/O 
address for an I/O read or write operation. _ 
IORQ is also generated concurrently with M1 
during an interrupt acknowledge cycle to indi- 
cate that an interrupt response vector can be 
placed on the data bus. 


Ml. Machine Cycle One (output, active Low). 
M1, together with MREQ, indicates that the 
current machine cycle is the opcode fetch 
cycle of an instruction execution. M1, together 
with IORQ, indicates an interrupt acknowledge 
cycle. 


MREQ. Memory Request (output, active 

Low, 3-state). MREQO indicates that the address 
bus holds a valid address for a memory read or 
memory write operation. 


NMI. Non-Maskable Interrupt (input, negative 
edge-triggered). NMI has a higher priority 
than INT. NMI is always recognized at the end 
of the current instruction, independent of the 
status of the interrupt enable flip-flop, and 
automatically forces the CPU to restart at loca- 
tion OO66H. 


RD. Read (output, active Low, 3-state). RD 
indicates that the CPU wants to read data from 
memory or an I/O device. The addressed I/O 
device or memory should use this signal to 
gate data onto the CPU data bus. 


RESET. Aeset (input, active Low). RESET 
initializes the CPU as follows: it resets the 
interrupt enable flip-flop, clears the PC and 
Registers I and R, and sets the interrupt status 
to Mode 0. During reset time, the address and 
data bus go to a high-impedance state, and all 
control output signals go to the inactive state. 
Note that RESET must be active for a minimum 
of three full clock cycles before the reset 
operation is complete. 


RFSH. Refresh (output, active Low). RFSH, 
together with MREQ, indicates that the lower 
seven bits of the system’s address bus can be 
used as a refresh address to the system's 
dynamic memories. 


WAIT. Wait (input, active Low). WAIT 
indicates to the CPU that the addressed mem- 
ory or I/O devices are not ready for a data 
transfer. The CPU continues to enter a Wait 
state as long as this signal is active. Extended 
WAIT periods can prevent the CPU from 
refreshing dynamic memory properly. 


WR. Write (output, active Low, 3-state). WR 
indicates that the CPU data bus holds valid 
data to be stored at the addressed memory or 
I/O location. 
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CPU Timing 
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The Z80 CPU executes instructions by pro- 
ceeding through a specific sequence of opera- 
tions: 


@ Memory read or write 
@ I/O device read or write 


@ Interrupt acknowledge 


Instruction Opcode Fetch. The CPU places 
the contents of the Program Counter (PC) on 
the address bus at the start of the cycle (Figure 
5). Approximately one-half clock cycle later, 
MREO goes active. When active, RD indicates 
that the memory data can be enabled onto the 
CPU data bus. 
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NOTE: T,-Wait cycle added when necessary for slow ancilliary devices. 
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The basic clock period is referred to as a 
T time or cycle, and three or more T cycles 
make up a machine cycle (M1, M2 or M3 for 
instance). Machine cycles can be extended 
either by the CPU automatically inserting one 
or more Wait states or by the insertion of one 
or more Wait states by the user. 


The CPU samples the WAIT input with the 
falling edge of clock state Tz. During clock 
states T3 and T4 of an M] cycle dynamic RAM 
refresh can occur while the CPU starts 
decoding and executing the instruction. When 
the Refresh Control signal becomes active, 
refreshing of dynamic memory can take place. 


<O> 


( REFRESH ADDR aa: 


>| |<(i6) 


Figure 5. Instruction Opcode Fetch 
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CPU Memory Read or Write Cycles. Figure 6 MREO also becomes active when the address 
Timing shows the timing of memory read or write bus is stable. The WR line is active when the 
(Continued) cycles other than an opcode fetch (M1) cycle. data bus is stable, so that it can be used 
The MREQ and RD signals function exactly as directly as an R/W pulse to most semi- 
in the fetch cycle. In a memory write cycle, conductor memories. 
a 6) T2 Tw T3 
CLOCK 
sonar | Lo noone Tk 
l ©) 
®) @ + 
ae | 
war | | — 
RD 
OPERATION >| ~-¥® @> a 
| ees | 
bem 5c. aD GE 
© calc 
Gi) 
WR 
les +|@|— 
OPERATION © e ® 
Do-D7 DATA OUT 
Figure 6. Memory Read or Write Cycles 
2005-883 19 


CPU Input or Output Cycles. Figure 7 shows the 
Timing timing for an I/O read or I/O write operation. 
(Continued) 


WAIT 


vO 
READ 
OPERATION 


wr 


During I/O operations, the CPU automatically 


- LH WS 


Ao-A7 ee VALID PORT ADDRESS i 


= re | 
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inserts a single Wait state (Ty). This extra Wait 
state allows sufficient time for an I/O port to 
decode the address from the port address lines. 


T3 


aD 


— > «- 
uo « (35) » 
WRITE @) ag 
OPERATION 
Do-D7 DATA OUT 


NOTE Ty*= One Wait cycle automatically inserted by CPU 


Figure 7. Input or Output Cycles 


Interrupt Request/Acknowledge Cycle. The 
CPU samples the interrupt signal with the ris- 
ing edge of the last clock cycle at the end of 
any instruction (Figure 8). When an interrupt 
is accepted, a special M1 cycle is generated. 


CLOCK 


Ao-A15 


During this M1 cycle, IOROQ becomes active 
(instead of MREQ) to indicate that the inter- 
rupting device can place an 8-bit vector on the 
data bus. The CPU automatically adds two 
Wait states to this cycle. 


Tw Tw T3 


— <—— 
Do-D7 (vatip pata] DATA J 


NOTE: 1) Ty,= Last state of previous instruction 


2) Two Wart cycles automatically inserted by CPU(*) 


Figure 8. Interrupt Request/Acknowledge Cycle 


20 


2005-884, 885 


CPU Non-Maskable Interrupt Request Cycle. 
Timing NMI is sampled at the same time as the mask- 
(Continued) able interrupt input INT but has higher priority 


and cannot be disabled under software control. 
The subsequent timing is similar to that of a 


LAST M CYCLE ——_—————_> 
LAST T TIME 1 


Ao-A15 


* Although NMI 1s an asynchronous input, to guarantee its being 
recognized on the following machine cycle, NMI's falling edge 


normal instruction fetch except that data put 
on the bus by the memory is ignored. The 
CPU instead executes a restart (RST) operation 
and jumps to the NMI service routine located 


at address 0066H (Figure 9). 


M1 


must occur no later than the rising edge of the clock cycle 
preceding TL AST. 


Figure 9. Non-Maskable Interrupt Request Operation 


Bus Request/Acknowledge Cycle. The CPU 
samples BUSREO with the rising edge of the 
last clock period of any machine cycle (Figure 
10). If BUSREO is active, the CPU sets its —__ 
address, data, and MREO, IORQ, RD, and WR 
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— 
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Do-D7 |S 
—_ 
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RO,WR , 
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RFSH 


HALT 


NOTE. Ty,= Last state of any M cycle. 


lines to a high-impedance state with the rising 
edge of the next clock pulse. At that time, any 
external device can take control of these lines, 
usually to transfer data between memory and 


I/O devices. 
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Tx = An arbitrary clock cycle used by requesting device. 


Figure 10. Z-BUS Request/Acknowledge Cycle 
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CPU Halt Acknowledge Cycle. When the CPU received. When in the Halt state, the HALT 


Timing receives a Halt instruction, it executes NOP output is active and remains so until an inter- 
(Continued) states until either an INT or NMI input is rupt is received (Figure 11). 
MA $$ an 9  —_—_—— ot 
%, T T2 T3 T4 1 Ta 
CLOCK 
@) 
HALT 


Halt Instruction 


Received * 
NMI J | 


NOTE: INT will also force a Halt exit. *See note, Figure 9. 


Figure 11. Halt Acknowledge Cycle 


Reset Cycle. RESET must be active for at least inactive, three internal T cycles are consumed 
three clock cycles for the CPU to properly before the CPU resumes normal processing 
accept it. As long as RESET remains active, the operation. RESET clears the PC register, so the 
address and data buses float, and the control first opcode fetch will be to location 0000 
outputs are inactive. Once RESET goes (Figure 12). 
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Figure 12. Reset Cycle 
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AC Characteristics 


] 
2 
S) 
4 
fs) 
6 
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Z80 CPU Z80A CPU Z80B CPU Z80H CPUT 

Number Symbol Parameter Min Max Min Max Min Max Min Max 
Tc@ Clock Cycle Time 400* 200" 165* 125* 
TwCh Clock Pulse Width (High) 180* 110° 65* 55* 

TwCl Clock Pulse Width (Low) 180 2000 110 2000 65 2000 55 2000 
TfC Clock Fall Time — 30 a 30 = 20 = 10 
rail 6 1 Clock Rise Time 30 30 20 «= = 10 = 
TdCr(A) Clock ! to Address Valid Delay _ 145 — 110 — 90 — 80 
TdA(MREOf) Address Valid to MREO 196") = 65° 35° oS 200. wes 

) Delay 
TdCf(MREQf) Clock | to MREO |! Delay —_ 100 _ 85 — 70 — 60 
TdCr(MREOr) Clock t to MREO 1 Delay — 100 — 85 — 70 — 60 

— TwMREQh MREO Pulse Width (High) ———— 170° 110° 65* 45°- —_ = 
TwMREQ] MREOQ Pulse Width (Low) 360* — 220" 2s 195° 100". == 
TdCf(MREQr) Clock | to MREQ t Delay = 100 — 85 = 70 = 60 
TdCf(RDf) Clock ! to RD | Delay — 130 — 95 — 80 — 70 
TdCr(RDr) Clock | to RD t Delay — 100 — 85 — 70 — 60 

— TsD(Cr) Data Setup Time to Clock | 50 39 30 30—- — — 
ThD(RDr) Data Hold Time to RD 1 an 0 aa 0 = 0 a 0 
TsWAIT(Cf) | WAIT Setup Time to Clock | a 70: +3 60 — 50, — 
ThWAIT(Cf) | WAIT Hold Time after Clock | a 0 a 0 = 0 = 0 
TdCr(M1£) Clock t to M1 | Delay x 130 a 100 ~ 80 az 70 

— TdCr(M1r) Clock t to M1 t Delay 130 100 8s0-——- — ——-70— 
TdCr(RFSHf) Clock 1! to RFSH ! Delay = 180 = 130 _ 110 = 95 
TdCr(RFSHr) Clock 1 to RFSH t Delay = 150 — 120 — 100 — 85 
TdCfi(RDr) Clock | to RD t Delay — 110 — 85 — 70 — 60 
TdCr(RDf) Clock t to RD | Delay _ 100 = 85 — 70 — 60 

— TsD(Cf) Data Setup to Clock ! during ——— 60 ————————- 50 —— 40 ————- 30 - — — 

My, M3, Mg or Ms Cycles 
TdadA(IORQOf) Address Stable prior to IORO | 320*° — 180* — 110* 3 — 75* — 
TdCr(IOROf) Clock t to IORO } Delay = 90 Se 75 ae 65 _ 55 
TdCf(IOROr) Clock | to IORO t Delay a 110 = 85 = 70 ad 60 
TdD(WRf) Data Stable prior to WR | 190* — 80* — 2* — 5 — 

— TdCi(WRf) —— Clock ! to WR | Delay 90 80 70—— — —60— 
TwWR WR Pulse Width 360* — 220° es 135*  — 100?" 
TdCf(WRr) Clock | to WR t Delay _ 100 _ 80 = 70 sete 60 
TdD(WRI) Data Stable prior to WR } 20* — -10* — -55* — 55* — 
TdCr(WRf) Clock t to WR | Delay = 80 oa 65 5 60 = 55 

— TdWRr(D) Data Stable from WR | —————— 120° 60* 30* 1I5*- — — 
TdCf(HALT) Clock |! to HALT t or } — 300 me 300 = 260 oe 225 
TwNMI NMI Pulse Width 80 — 80 — 70 — 60* — 
TsBUSREQ(Cr) BUSREQO Setup Time toClock 80 — 50: == 50 — 40 — 


*For clock periods other than the minimums shown in the table, 
calculate parameters using the expressions in the table on the 
following page 

t Units in nanoseconds (ns) All timings are preliminary and 

subject to change 
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AC Characteristics (Continued) 


Z80 CPU Z80A CPU Z80B CPU Z80H CPUT 
Number Symbol Parameter Min Max Min Max Min Max Min Max 
39 ThBUSREQ(Cr) BUSREQO Hold Time after Clock 1 0 — @) — 0 — 0 — 
40 — TdCr(BUSACKf)-Clock t to BUSACK ! Delay 120 100 90-—- — —— 80 
4] TdCh(BUSACKr) Clock | to BUSACK t Delay — 110 — 100 — 90 — 80 
42 TdCr(Dz) Clock ft to Data Float Delay — 90 — 90 — 80 — 70 
43 TdCr(CTz) Clock t to Control Outputs Float _ 110 a 80 == 70 — 60 
Delay (MREO, IORQ, RD, 
and WR) 
44 TdCr(Az) Clock t to Address Float Delay — 110 — 90 — 80 — 70 
45 — TdCTr(A) MREO |, IOROQ |, RD t, and 160* 80* Sor 20*—- — 
WR | to Address Hold Time 
46 TsRESET(Cr) RESET to Clock | Setup Time 90 — 60 — 60 — 45 — 
47 ThRESET(Cr) RESET to Clock t Hold Time — 0 — @) — @) — 0 
48  TsINTf(Cr) INT to Clock t Setup Time 80 = 80 — 10. := 55 es 
49  ThINTr(Cr) INT to Clock t Hold Time = 0 — 0 == 0 -_ 0 
50 —- TdM1f{(IOROf) —M]1 | to IORO | Delay 920* 565° 365* 2/0*= — 
51 TdCi(IOROf) Clock | to IORO ! Delay — 110 — 85 — 70 — 60 
52 TdCti(IORQr) Clock t to IORO t Delay — 100 — 85 — 70 — 60 
53 TdCi(D) Clock | to Data Valid Delay = 230 — 150 — 130 ~— 115 
*For clock periods other than the minimums shown in the table, 
calculate parameters using the following expressions Calculated 
values above assumed TrC = TiC = 20 ns 
t+ Units in nanoseconds (ns) All timings are preliminary and 
subject to change 
Footnotes to AC Characteristics 
Number Symbol Z80 Z80A Z80B 


TwCh + TwCl + TrC + TiC 


Although static by design, 
TwCh of greater than 200 ps 
is not guaranteed 


| TcC 
2 TwCh 


7 —TdA(MREQO!) —TwCh + TiC — 75 
10 TwMREQh TwCh + TiC — 30 
| TwMREOQ1 TcC — 40 
26 TdAUWIOROf) TcC — 80 
29 TdD(WRf) TcC — 210 
31 ——TwWR TcC — 40 
33 TdD(WRf) TwCl + TrC — 180 
35 TdWRr(D) TwCl + TrC — 80 
45 TdCTr(A) TwCl + TrC — 40 
50 TdM1fIORQOf) 2TcC + TwCh + TiC — 80 
AC Test Conditions. 

VIH = 2.0 V VOH = 2.0 V 

Viz = 0.8 V VoL = 0.8 V 

VinC = Vec -0.6V FLOAT = +0.5V 

VILC = 0.45 V 


TwCh + TwCl + TrC +TiC 


Although static by design, 
TwCh of greater than 200 ps 
is not guaranteed 


TwCh + TfC — 65 
TwCh + TiC — 20 
TcC — 30 | 

TcC — 70 

TcC - 170 

TcC — 30 

TwCl + TrC — 140 
TwCl + TrC — 70 
TwCl + TrC —- 50 


2TcC + TwCh + TiC — 65 


TwCh + TwCl + TrC + TiC 


Although static by design, 
TwCh of greater than 200 us 
is not guaranteed 


TwCh + TiC — 50 
TwCh + TiC — 20 


TcC - 30 
TcC — 55 
TcC —- 140 
TcC —- 30 


TwCl + TrC — 140 
TwCl + TrC —- 55 
TwCl + TrC — 50 
2TcC + TwCh + TiC — 50 
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Absolute Storage Temperature........ -~65°C to +150°C Stresses greater than those listed under Absolute Max- 
Maximum Temper ature mum Ratings may cause permanent damage to the device. 
Rati der Bi rat . This 1s a stress rating only; operation of the device at any 
atings under DiaS ........ Specified operating range condition above those indicated in the operational sections 
Voltages on all inputs and of these specifications 1s not implied. Exposure to absolute 
outputs with respect to ground .-0.3 Vto +7 V maximum rating conditions for extended periods may affect 
Power Dissipation ................000. 15W oe ae neunys 
Standard The characteristics below apply for the All ac parameters assume a load capacitance 
Test following standard test conditions, unless of 100 pF. Add 10 ns delay for each 50 pF in- 
Conditions otherwise noted. All voltages are referenced to crease in load up to a maximum of 200 pF for 
GND (0 V). Positive current flows into the the data bus and 100 pF for address and control 
referenced pin. Available operating lines. 
temperature ranges are: 
mS* = 0°C to +70°C, 
+4.75 V < Voco S +5.25 V 21K 
m E* = -40°C to +85°C, UNDER TEST 
+4.75V = Voc S +5.25 V 
m M* = -55°C to +125°C, Ie BF ah 
+45V es Voc S +5.5V | 
*See Ordering Information section for package 7 ° : 
temperature range and product number. 
DC Symbol Parameter Min Max Unit Test Condition 
Character- 
istics Vitc Clock Input Low Voltage -0.3 0.45 V 
Vinc Clock Input High Voltage Voec--6 Vec+.3 V 
Vit Input Low Voltage -0.3 0.8 V 
Vin Input High Voltage 2.0 Vec V 
VoL Output Low Voltage 0.4 V Ion, = 1.8 mA 
Vou Output High Voltage 2.4 V Tou = -250 pA 
lec Power Supply Current 
Z80 150} mA 
Z80A 2002 mA 
Z80B 200 mA 
Ih Input Leakage Current 10 pA Vin = 0 to Veco 
Iho 3-State Output Leakage Current in Float -10 103 pA Vout = 0.4 to Vec 
1 For military grade parts, Icc 1s 200 mA 3. A 5-Ag, D7-Dg, MREQ, IORQ, RD, and WR. 
2 Typical rate for Z80A 1s 90 mA. 
Capacitance Symbol Parameter Min Max Unit Note 
CoLocKx Clock Capacitance 35 pF 
Unmeasured pins 
Cw Input Capacitance 5 pF Puiiedas around 
Cour Output Capacitance 10 pF 


Ta = 25°C, f = 1 MHz. 
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Product Package/ Product Package/ 


Number Temp Speed Description Number Temp Speed Description 

Z8400 CE 2.5 MHz Z80 CPU (40-pin) Z8400A CMB 4.0 MHz Z80A CPU (40-pin) 
28400 CM 2.5 MHz Same as above Z8400A CS 4.0 MHz Same as above 
Z8400 CMB 2.5 MHz Same as above Z8400A DE 4.0 MHz Same as above 
Z8400 CS = 2.5 MHz Same as above Z8400A DS 4.0 MHz Same as above 
28400 DE 2.5 MHz Same as above Z8400A PE 4.0 MHz Same as above 
Z8400 DS 2.5 MHz Same as above Z8400A PS 4.0 MHz Same as above 
Z8400 PE 2.5 MHz Same as above Z8400B CS 6.0 MHz Z80B CPU (40-pin) 
Z8400 PS 2.5 MHz Same as above Z8400B DS 6.0 MHz Same as above 
Z8400A CE 4.0 MHz Z80A CPU (40-pin) Z8400B PS 6.0 MHz Same as above 
Z8400A CM 4.0 MHz Same as above Z8400H PS 8.0 MHz Z80H CPU (40-pin) 


*NOTES: C = Ceramic, D = Cerdip, P = Plastic; E = -40°C to +85°C, M = -55°C to +125°C, MB = -55°C to +125°C with 


MIL-STD-883 Class B processing, S = 0°C to +70°C. 


00-2001-03 


28410 
Z80° DMA Direct 
Memory Access Controller 


Product 


Zilog Specification 


September 1983 


Features m@ Transfers, searches and search/transfers in address registers. An entire previous 
Byte-at-a-Time, Burst or Continuous modes. sequence can be repeated automatically. 
Cycle length and edge timing can be pro- @ Extensive programmability of functions. 
grammed to match the speed of any port. CPU can read complete channel status. 

@ Dual port addresses (source and destination) m Standard Z-80 Family bus-request and 
generated for memory-to-I/O, memory- prioritized interrupt-request daisy chains 
to-memory, or I/O-to-I/O operations. implemented without external logic. 
Addresses may be fixed or automatically Sophisticated, internally modifiable inter- 
incremented/decremented. rupt vectoring. 

™ Next-operation loading without disturbing @ Direct interfacing to system buses without 
current operations via buffered starting- external logic. 

General The Z-80 DMA (Direct Memory Access) is a Transfers can be done between any two ports 

Description powerful and versatile device for controlling (source and destination), including memory-to- 
and processing transfers of data. Its basic I/O, memory-to-memory, and I/O-to-I/O. Dual 
function of managing CPU-independent port addresses are automatically generated for 
transfers between two ports is augmented by each transaction and may be either fixed or 

an array of features that optimize transfer incrementing/decrementing. In addition, bit- 

speed and control with little or no external maskable byte searches can be performed 

logic in systems using an 8- or 16-bit data bus either concurrently with transfers or as an 

and a 16-bit address bus. operation in itself. 
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Figure 1. Pin Functions Figure 2. Pin Assignments 
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Description 
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Functional 
Description 
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The Z-80 DMA contains direct interfacing to 
and independent control of system buses, as 
well as sophisticated bus and interrupt con- 
trols. Many programmable features, including 
variable cycle timing and auto-restart, 
minimize CPU software overhead. They are 
especially useful in adapting this special- 


Classes of Operation. The Z-80 DMA has 
three basic classes of operation: 


@ Transfers of data between two ports (memory 
or I/O peripheral) 


@ Searches for a particular 8-bit maskable 
byte at a single port in memory or an I/O 
peripheral 


@ Combined transfers with simultaneous 
search between two ports 


Figure 4 illustrates the basic functions 
served by these classes of operation. 

During a transfer, the DMA assumes control 
of the system address and data buses. Data is 
read from one addressable port and written to 
the other addressable port, byte by byte. The 
ports may be programmed to be either system 
main memory or peripheral I/O devices. Thus, 
a block of data may be written from one 
peripheral to another, from one area of main 
memory to another, or from a peripheral to 
main memory and vice versa. 


SYSTEM 
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Figure 3. Typical Z-80 Environment 


purpose transfer processor to a broad variety 
of memory, I/O and CPU environments. 

The Z-80 DMA is an n-channel silicon-gate 
depletion-load device packaged in a 40-pin 
plastic or ceramic DIP. It uses a single +5 V 
power supply and the standard Z-80 Family 
single-phase clock. 


During a search-only operation, data is read 
from the source port and compared byte by 
byte with a DMA-internal register containing a 
programmable match byte. This match byte 
may optionally be masked so that only certain 
bits within the match byte are compared. 
Search rates up to 1.25M bytes per second can 
be obtained with the 2.5 MHz Z-80 DMA or 2M 
bytes per second with the 4 MHz Z-80A DMA. 

In combined searches and transfers, data 
is transferred between two ports while 
simultaneously searching for a bit-maskable 
byte match. 

Data transfers or searches can be pro- 
grammed to stop or interrupt under various 
conditions. In addition, CPU-readable status 
bits can be programmed to reflect the 
condition. 


Modes of Operation. The Z-80 DMA can be 
programmed to operate in one of three transfer 
and/or search modes: 


m@ Byte-at-a-Time: data operations are per- 
formed one byte at a time. Between each 
byte operation the system buses are released 
to the CPU. The buses are requested again 
for each succeeding byte operation. 


w Burst: data operations continue until a 
port’s Ready line to the DMA goes inactive. 
The DMA then stops and releases the system 
buses after completing its current byte 
operation. 


@ Continuous: data operations continue until 
the end of the programmed block of data is 
reached before the system buses are 
released. If a port’s Ready line goes inactive 
before this occurs, the DMA simply pauses 
until the Ready line comes active again. 


vo 
PERIPHERAL 


MEMORY 


vo 
PERIPHERAL 
Search memory 


Transfer memory-to-memory (optional search) 
Transfer memory-to-I/O (optional search) 
Search /0 

Transfer |/O-to-I/O (optional search) 
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Figure 4. Basic Functions of the Z-80 DMA 
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Functional 
Description 
(Continued) 


In all modes, once a byte of data is read into 
the DMA, the operation on the byte will be 
completed in an orderly fashion, regardless of 
the state of other signals (including a port's 
Ready line). 

Due to the DMA's high-speed buffered 
method of reading data, operations on one 
byte are not completed until the next byte is 
read in. This means that total transfer or 
search block lengths must be two or more 
bytes, and that block lengths programmed into 
the DMA must be one byte less than the 
desired block length (count is N-1 where N is 
the block length). 


Commands and Status. The Z-80 DMA has 
several writable control registers and readable 
status registers available to the CPU. Control 
bytes can be written to the DMA whenever the 
DMA is not controlling the system buses, but 
the act of writing a control byte to the DMA 
disables the DMA until it 1s again enabled by a 
specific command. Status bytes can also be 
read at any such time, but writing the Read 
Status Byte command or the Initiate Read 
Sequence command disables the DMA. 

Control bytes to the DMA include those 
which effect immediate command actions such 
as enable, disable, reset, load starting-address 
buffers, continue, clear counters, clear status 
bits and the like. In addition, many mode- 
setting control bytes can be written, including 
mode and class of operation, port configura- 
tion, starting addresses, block length, address 
counting rule, match and match-mask byte, 
interrupt conditions, interrupt vector, status- 
affects-vector condition, pulse counting, auto 
restart, Ready-line and Wait-line rules, and 
read mask. 

Readable status registers include a general 
status byte reflecting Ready-line, end-of-block, 
byte-match and interrupt conditions, as well as 
2-byte registers for the current byte count, 


Port A address and Port B address. 


Variable Cycle. The Z-80 DMA has the 
unique feature of programmable operation- 
cycle length. This is valuable in tailoring the 
DMA to the particular requirements of other 
system components (fast or slow) and max- 
imizes the data-transfer rate. It also eliminates 
external logic for signal conditioning. 

There are two aspects to the variable cycle 
feature. First, the entire read and write cycles 
(periods) associated with the source and 
destination ports can be independently pro- 
grammed as 2, 3 or 4 T-cycles long (more if 
Wait cycles are used), thereby increasing or 


decreasing the speed with which all DMA 
signals change (Figure 5). 

Second, the four signals in each port 
specifically associated with transfers of data 
(I/O Request, Memory Request, Read, and 
Write) can each have its active trailing edge 
terminated one-half T-cycle early. This adds a 
further dimension of flexibility and speed, 
allowing such things as shorter-than-normal 
Read or Write signals that go inactive before 
data starts to change. 


Address Generation. Two 16-bit addresses are 
generated by the Z-80 DMA for every transfer 
operation, one address for the source port and 
another for the destination port. Each address 
can be either variable or fixed. Variable 
addresses can increment or decrement from 
the programmed starting address. The fixed- 
address capability eliminates the need for 
separate enabling wires to I/O ports. 

Port addresses are multiplexed onto the 
system address bus, depending on whether the 
DMA is reading the source port or writing to 
the destination port. Two readable address 
counters (2 bytes each) keep the current 
address of each port. 


Auto Restart. The starting addresses of either 
port can be reloaded automatically at the end 
of a block. This option is selected by the Auto 
Restart control bit. The byte counter is cleared 
when the addresses are reloaded. 

The Auto Restart feature relieves the CPU of 
software overhead for repetitive operations 
such as CRT refresh and many others. More- 
over, when the CPU has access to the buses 
during byte-at-a-time or burst transfers, dif- 
ferent starting addresses can be written into 
buffer registers during transfers, causing the 
Auto Restart to begin at a new location. 


Interrupts. The Z-80 DMA can be programmed 
to interrupt the CPU on three conditions: 


m Interrupt on Ready (before requesting bus) 
@ Interrupt on Match 
@ Interrupt on End of Block 
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Figure 5. Variable Cycle Length 
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Functional 


Any of these interrupts cause an interrupt- 


In this process, CPU control is transferred 


Description pending status bit to be set, and each of them directly to the interrupt routine, so that the 
(Continued) can optionally alter the DMA’s interrupt vec- next instruction executed after an interrupt 
tor. Due to the buffered constraint mentioned acknowledge is the first instruction of the inter- 
under “Modes of Operation,” interrupts on rupt routine itself. 
Match at End of Block are caused by matches Pulse Generation. External devices can keep 
ans byte just prior to the last byte in the track of how many bytes have been transferred 
age b j he DMA’ ] tput, which pro- 
Par y using the Ss pulse output, ch p 
The DMA shares the 2-80 F amily 2 elaborate vides a signal at 256-byte intervals. The inter- 
interrupt scheme, which provides fast inter- val sequence may be offset at the beginning by 
rupt service in real-time applications. In a 1 to 255 bytes. 
2-80 CPU environment, the DMA passes its The Interrupt line outputs the pulse signal in 
internally modifiable 8-bit interrupt vector to a manner that prevents misinterpretation by 
the CPU, which adds an additional eight bits the CPU as an interrupt request, since it only 
to form the memory address of the interrupt- appears when the Bus Request and Bus 
routine table. This table contains the address Acknowledge lines are both active. 
of the beginning of the interrupt routine itself. 
Pin Ayp-Ajs. System Address Bus (output, 3-state). system address bus is the DMA’s address, 
Description Addresses generated by the DMA are sent to thereby allowing a transfer of control or com- 


both source and destination ports (main 
memory or I/O peripherals) on these lines. 


BAI. Bus Acknowledge In (input, active Low). 
Signals that the system buses have been 
released for DMA control. In multiple-DMA 
configurations, the BAI pin of the highest 
priority DMA is normally connected to the Bus 
Acknowledge pin of the CPU. Lower-priority 
DMAs have their BAI connected to the BAO of 
a higher-priority DMA. 


BAO. Bus Acknowledge Out (output, active 
Low). In a multiple-DMA configuration, this 
pin signals that no other higher-priority DMA 
has requested the system buses. BAI and BAO 
form a daisy chain for multiple-DMA priority 
resolution over bus control. 


BUSREQ. Bus Request (bidirectional, active 
Low, open drain). As an output, it sends 
requests for control of the system address bus, 
data bus and control bus to the CPU. As an 
input, when multiple DMAs are strung __ 
together in a priority daisy chain via BAI and 
BAO, it senses when another DMA has 
requested the buses and causes this DMA to 
refrain from bus requesting until the other 
DMA is finished. Because it is a bidirectional 
pin, there cannot be any buffers between this 
DMA and any other DMA. It can, however, 
have a buffer between it and the CPU because 
it is unidirectional into the CPU. A pull-up 
resistor is connected to this pin. 


CE/WAIT. Chip Enable and Wait (input, 
active Low). Normally this functions only as a 
CE line, but it can also be programmed to 
serve a WAIT function. As a CE line from the 
CPU, it becomes active when WR and IOROQ 
are active and the I/O port address on the 


mand bytes from the CPU to the DMA. Asa 
WAIT line from memory or I/O devices, after 
the DMA has received a bus-request ack- 
nowledge from the CPU, it causes wait states 
to be inserted in the DMA’s operation cycles 
thereby slowing the DMA to a speed that 
matches the memory or I/O device. 


CLK. System Clock (input). Standard Z-80 
single-phase clock at 2.5 MHz (Z-80 DMA) or 
4.0 MHz (Z-80A DMA). For slower system 
clocks, a TTL gate with a pullup resistor may 
be adequate to meet the timing and voltage 
level specification. For higher-speed systems, 
use a clock driver with an active pullup to 
meet the Vyy specification and risetime 
requirements. In all cases there should be a 
resistive pullup to the power supply of 10K 


ohms (max) to ensure proper power when the 
DMA is reset. 


Do-Dy7. System Data Bus (bidirectional, 
3-state). Commands from the CPU, DMA 
status, and data from memory or I/O 
peripherals are transferred on these lines. 


IEI. Jnterrupt Enable In (input, active High). 
This is used with IEO to form a priority daisy 
chain when there is more than one interrupt- 
driven device. A High on this line indicates 
that no other device of higher priority is being 
serviced by a CPU interrupt service routine. 


IEO. Interrupt Enable Out (output, active 
High). IEO is High only if IEI is High and the 
CPU is not servicing an interrupt from this 
DMA. Thus, this signal blocks lower-priority 
devices from interrupting while a higher- 
priority device is being serviced by its CPU 
interrupt service routine. 
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Pin 


INT/PULSE. Jnterrupt Request (output, active 


opcode byte is fetched. An interrupt ack- 


Description Low, open drain). This requests a CPU inter- nowledge is indicated when both MI and 
(Continued) —rupt. The CPU acknowledges the interrupt by IORO are active. 
pulling its TORQ output Low during an M1 MREQ. Memory Request (output, active Low, 
cycle. It is typically connected to the INT pin 3-state). This indicates that the address bus 
of the CPU w ith 2 pullup resistor and tied to holds a valid address for a memory read or 
all other INT pins in the system. This pin can write operation. After the DMA has taken con- 
also be used to generate periodic pulses to an trol of the system buses, it indicates a DMA 
external device. It can be used this way only transfer request from or to memory. 
when the DMA is bus master (i.e., the CPU's _— oi ; 
ara abekrTanr aoa ea RD. Read (bidirectional, active Low, 3-state). 
BUSREQ and BUSACK lines are both Low eens 
Sa the: CPU canacl cooanternipee) As an input, this indicates that the CPU wants 
Pei ets 7s Be va: to read status bytes from the DMA’s read 
IORQ. Input/Output Request (bidirectional, registers. As an output, after the DMA has 
active Low, 3-state). As an input, this indicates —_ taken control of the system buses, it indicates a 
that the lower half of the address bus holds a DMA-controlled read from a memory or I/O 
valid I/O port address for transfer of control or —_ port address 
bytes from or to the CPU, respectively; 
ene ye re aes RDY. Ready (input, programmable active Low 
this DMA is the addressed port if its CE pin ss 
See ees j or High). This is monitored by the DMA to 
and its WR or RD pins are simultaneously Ea ara h ahaa dau asa 
active. As an output, after the DMA has taken Beane A cone ad i 7 2 jee eabaercs i“ 
control of the system buses, it indicates that pene ae isi - rear, - z ps 
the 8-bit or 16-bit address bus holds a valid eee one re a ing on the ashen RDY 
port address for another I/O device involved in  °Peration (Byte, Burst or Continuous), the 
a DMA transfer of data. When IORO and M1 line indirectly controls DMA activity by caus- 
are both active simultaneously, an interrupt ing the BUSREO line to go Low or High. 
acknowledge is indicated. WR. Write (bidirectional, active Low, 3-state). 
Ml. Machine Cycle One (input, active Low). As an input, this indicates that the CPU wants 
Indicates that the current CPU machine cycle to write control or command bytes to the DMA 
is an instruction fetch. It is used by the DMA write registers. As an output, after the DMA 
to decode the return-from-interrupt instruction has taken control of the system buses, it 
(RETI) (ED-4D) sent by the CPU. During two- indicates a DMA-controlled write to a memory 
byte instruction fetches, M1 is active as each or I/O port address. 
Internal The internal structure of the Z-80 DMA Specialized logic circuits in the DMA are 
Structure includes driver and receiver circuitry for inter- dedicated to the various functions of external 
facing with an 8-bit system data bus, a 16-bit bus interfacing, internal bus control, byte 
system address bus, and system control lines matching, byte counting, periodic pulse 
(Figure 6). In a Z-80 CPU environment, the generation, CPU interrupts, bus requests, and 
DMA can be tied directly to the analogous pins address generation. A set of twenty-one 
on the CPU (Figure 7) with no additional buf- writable control registers and seven readable 
fering, except for the CE/WAIT line. status registers provides the means by which 
The DMA’s internal data bus interfaces with the CPU governs and monitors the activities of 
the system data bus and services all internal these logic circuits. All registers are eight bits 
logic and registers. Addresses generated from wide, with double-byte information stored in 
this logic for Ports A and B (source and des- adjacent registers. The two address counters 
tination) of the DMA’s single transfer channel (two bytes each) for Ports A and B are buffered 
are multiplexed onto the system address bus. by the two starting addresses. 
INTERRUPT 
AND BUS BYTE 
PRIORITY COUNTER PORT A 
SYSTEM SYSTEM 
wee INTERNAL BUS nue —. 
(8 BIT) (16 BIT) 
CONTROL PORT B 
CONTROL varus 
REGISTERS 
Figure 6. Block Diagram 
2032-0130 
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Internal 
Structure 
(Continued) 


The 21 writable control registers are 
organized into seven base-register groups, 
most of which have multiple registers. The 
base registers in each writable group contain 
both control/command bits and pointer bits 
that can be set to address other registers within 
the group. The seven readable status registers 
have no analogous second-level registers. 

The registers are designated as follows, 
according to their base-register groups: 


WRO-WR6 — Write Register groups 0 
through 6 (7 base registers plus 14 associ- 
ated registers) 

RRO-RR6 — Read Registers 0 through 6 


Writing to a register within a write-register 
group involves first writing to the base 
register, with the appropriate pointer bits set, 
then writing to one or more of the other 
registers within the group. All seven of the 
readable status registers are accessed sequen- 
tially according to a programmable mask con- 
tained in one of the writable registers. The sec- 
tion entitled “Programming” explains this in 
more detail. 

A pipelining scheme is used for reading data 
in. The programmed block length is the 
number of bytes compared to the byte counter, 
which increments at the end of each cycle. In 
searches, data byte comparisons with the 
match byte are made during the read cycle of 
the next byte. Matches are, therefore, dis- 
covered only after the next byte is read in. 

In multiple-DMA configurations, interrupt- 
request daisy chains are prioritized by the 
order in which their IEI and IEO lines are con- 
nected (Zilog Application Note 03-0041-01, The 
Z-80 Family Program Interrupt Structure). The 


BUSACK 


CEIWAIT ___ 
BAO 


FROM HIGHER-PRIORITY 
INTERRUPTING DEVICE 


FROM 


vo 
DEVICE 


system bus, however, may not be pre-empted. 
Any DMA that gains access to the system bus 
keeps the bus until it is finished. 


WRO 


WRl 


WR2 


WR3 


WR4 


WR5 
WR6 


RRO 
RR1 
RR2 
RR3 
RR4 
RRS 
RR6 


(—svsreweuses—SSCSC~—~SCSCS 


E11 


CE/WAIT 


BAI 


Write Registers 


Base register byte 
Port A starting address (low byte) 
Port A starting address (high byte) 
Block length (low byte) 
Block length (high byte) 


Base register byte 
Port A vaniable-timing byte 


Base register byte 
Port B variable-timing byte 


Base register byte 
Mask byte 
Match byte 


Base register byte 
Port B starting address (low byte) 
Port B starting address (high byte) 
Interrupt control byte 
Pulse control byte 
Interrupt vector 


Base register byte 


Base register byte 
Read mask 


Read Registers 
Status byte 
Byte counter (low byte) 
Byte counter (high byte) 
Port A address counter (low byte) 
Port A address counter (high byte) 
Port B address counter (low byte) 
Port B address counter (high byte) 


COMMON: iNT 


TO NEXT DMA 


TO LOWER-PRIORITY 
INTERRUPTING DEVICE 


DEVICE 


Figure 7. Multiple-DMA Interconnection to the Z-80 CPU 
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Programming 


The Z-80 DMA has two programmable fun- 
damental states: (1) an enabled state, in which 
it can gain control of the system buses and 
direct the transfer of data between ports, and 
(2) a disabled state, in which 1t can initiate 
neither bus requests nor data transfers. When 
the DMA 1s powered up or reset by any means, 
it is automatically placed into the disabled 
state. Program commands can be written to it 
by the CPU in either state, but this auto- 
matically puts the DMA in the disabled state, 
which is maintained until an enable command 
is issued by the CPU. The CPU must program 
the DMA in advance of any data search or 
transfer by addressing it as an I/O port and 
sending a sequence of control bytes using an 
Output instruction (such as OTIR for the 
Z-80 CPU). 


Writing. Control or command bytes are writ- 
ten into one or more of the Write Register 
groups (WRO-WRe6) by first writing to the base 
register byte in that group. All groups have 
base registers and most groups have additional 
associated registers. The associated registers 
in a group are sequentially accessed by first 
writing a byte to the base register containing 
register-group identification and pointer bits 
(1's) to one or more of that base register’s 
associated registers. 

This is illustrated in Figure 8b. In this 
figure, the sequence in which associated 
registers within a group can be written to is 
shown by the vertical position of the associated 
registers. For example, if a byte written to the 
DMA contains the bits that identify WRO (bits 
DO, Dl and D7), and also contains 1's in the 
bit positions that point to the associated ‘‘Port 
A Starting Address (low byte)” and “Port A 
Starting Address (high byte),"” then the next 
two bytes written to the DMA will be stored in 
these two registers, in that order. 


Reading. The Read Registers (RRO-RR6) are 
read by the CPU by addressing the DMA as an 
I/O port using an Input instruction (such as 
INIR tor the Z-80 CPU). The readable bytes 
contain DMA status, byte-counter values, and 
port addresses since the last DMA reset. The 


Read Register 0 
D, Dg Ds Dy D3 Dp Dy Dy 


Ix{x{| | | [xl | | status syte 


| a 1 = DMA TRANSFER HAS OCCURRED 
0 = READY ACTIVE 
0 = INTERRUPT PENDING 
0 = MATCH FOUND 
0 


= END OF BLOCK 


Read Register 1 


registers are always read 1n a fixed sequence 
beginning with RRO and ending with RR6. 
However, the register read 1n this sequence 1s 
determined by programming the Read Mask in 
WRE6. The sequence of reading 1s initialized by 
writing an Initiate Read Sequence or Set Read 
Status command to WR6. After a Reset DMA, 
the sequence must be initialized with the 
Initiate Read Sequence command or a Read 
Status command. The sequence of reading all 
registers that are not excluded by the Read 
Mask register must be completed before a new 
Initiate Read Sequence or Read Status 
command. 


Fixed-Address Programming. A special cir- 
cumstance arises when programming a desti- 
nation port to have a fixed address. The load 
command in WR6 only loads a fixed address to 
a port selected as the source, not to a port 
selected as the destination. Therefore, a fixed 
destination address must be loaded by tem- 
porarily declaring it a fixed-source address 
and subsequently declaring the true source as 
such, thereby implicitly making the other a 
destination. 

The following example illustrates the steps in 
this procedure, assuming that transfers are to 
occur from a variable-address source (Port A) 
to a fixed-address destination (Port B): 


1. Temporarily declare Port B as source in 


WRO. 
. Load Port B address in WR6. 
. Declare Port A as source in WRO. 
. Load Port A address in WR6. 
. Enable DMA in WR6. 


Figure 9 illustrates a program to transfer 
data from memory (Port A) to a peripheral 
device (Port B). In this example, the Port A 
memory starting address is 1050}; and the Port 
B peripheral fixed address 1s O5y. Note that 
the data flow is 10014 bytes—one more than 
specified by the block length. The table of 
DMA commands may be stored in consecutive 
memory locations and transferred to the DMA 
with an output instruction such as the Z-80 


CPU's OTIR instruction. 


Oo #® W ND 


Read Register 2 


Read Register 3 


eee Me eo Ve al cedli oa) PORT A ADDRESS COUNTER (LOW BYTE) 


Read Register 4 


ae PORT A ADDRESS COUNTER (HIGH BYTE) 


Read Register 5 


BERR PORT B ADDRESS COUNTER (LOW BYTE) 


Read Register 6 


BRaRESEee PORT B ADDRESS COUNTER (HIGH BYTE) 


Figure 8a. Read Registers 
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Programming 
(Continued) 


Write Register 0 Group 
D, Ds D; Dy, Dz Dy D, Do 


fol | | | | [| J ] ease recister BYTE 


DO NOT USE 
= TRANSFER 
= SEARCH 
1. 1 = SEARCH/TRANSFER 
0 = PORT B - PORTA 
1 = PORT A -PORT B 


PORT A STARTING ADDRESS 
(LOW BYTE) 


0 0 
0 1 
1 #0 


PORT A STARTING ADDRESS 
(HIGH BYTE) 


BLOCK LENGTH 
(LOW BYTE) 


BLOCK LENGTH 
(HIGH BYTE) 


Write Register 1 Group 
D,; De Ds 0, Ds D, D, Dy 


fo] [| | [ [1] 0] 0] Base reaisteR BYTE 


PORT A IS MEMORY 

PORT AIS 1/0 

PORT A ADDRESS DECREMENTS 
PORT A ADDRESS INCREMENTS 


| = PORT A ADDRESS FIXED 


BRE CRARE PORT A VARIABLE TIMING BYTE 


a2 OO 
“-0-30——— 
iio 
itl 


WR ENDS % CYCLE EARLY = 0 0 0 = CYCLE LENGTH = 4 
RD ENDS ‘2 CYCLE EARLY =0 0 1-= CYCLE LENGTH = 3 
MREQ ENDS ‘2 CYCLE EARLY = 0 1 0 = CYCLE LENGTH = 2 
1 _1= DO NOT USE 
0 = 10RQ ENDS '2 CYCLE EARLY 
Write Register 2 Group 


R ENDS % CYCLE EARLY = 0 
RB ENDS 42 CYCLE EARLY = 0 


D, Dg Ds Dy Dy Dz Dy Dy 


fo{| [| [| | | 0] 0 | 0 }Base REGISTER BYTE 


PORT B ADDRESS DECREMENTS 
PORT B ADDRESS INCREMENTS 


0 
1 
= PORT B ADDRESS FIXED 


~430c0 


PORT B VARIABLE TIMING BYTE 


= CYCLE LENGTH = 4 

= CYCLE LENGTH = 3 

= CYCLE LENGTH = 2 
DO NOT USE 

0 = IORQ ENDS % CYCLE EARLY 


ENDS % CYCLE EARLY = 0 


Write Register 3 Group 
D, De Ds Dy Dy Dz D, Do 


f+] | | | | [0] 0 | Base REGISTER BYTE 


1 = STOP ON MATCH 


DMA ENABLE = 1 | 
INTERRUPT ENABLE = 1 


MASK BYTE (0 = COMPARE) 


MATCH BYTE 


CONTINUOUS = 0 
DO NOT PROGRAM = 1 


INTERRUPT ON RDY = 1 
STATUS AFFECTS VECTOR = 1 


AFFECTS VECTOR” BITIS SET 


Write Register 4 Group 
D, Ds Ds 0, D3 Dy Dy Do 


f+] [ [| [ |. [o]1 ] ase recister Byte 


BYTE =0 


BURST = 1 


ee — ey 


PORT B STARTING ADDRESS 
(LOW BYTE) 


PORT B STARTING ADDRESS 
(HIGH BYTE) 


1 = INTERRUPT ON MATCH 
1 = INTERRUPT AT END OF BLOCK 
1 = PULSE GENERATED 


| | | | | | | | | putse controt syre 
| | ff yt TT J anterrver vector 


VECTOR IS AUTOMATICALLY 
MODIFIED AS SHOWN 
ONLY IF “STATUS 


= INTERRUPT ON RDY 

= INTERRUPT ON MATCH 
INTERRUPT ON END OF BLOCK 
INTERRUPT ON MATCH 

AND END OF BLOCK 


tn 
-Oo730— 


Write Register 5 Group 


f1{o{ { | [0/1] 0 | sase REGISTER BYTE 


EADY ACTIVE LOW 
EADY ACTIVE HIGH 


it 
ral 
° 
z 


LY 
CE/WAIT MULTIPLEXED 
= P ON END OF BLOCK 
= AUTO RESTART ON END OF BLOCK 


Write Register 6 Group 
D, De 0; D, Dz, D, D, Dy 
BASE REGISTER BYTE 


| | | | | HEX COMMAND NAME 

1 0 0 0 O=C3 = RESET 

1 0 0 O 1 = C7 = RESET PORT A TIMING 

1 0 0 1 O = CB = RESET PORT B TIMING 

1 0 0 1 1=CF = LOAD 

1 0 14 #O 0 = D3 = CONTINUE 

0 1 #0 1 #1 = AF = DISABLE INTERRUPTS 

0 1 #0 1 O = AB = ENABLE INTERRUPTS 

0 1 #O O 0 = A3 = RESET AND DISABLE INTERRUPTS 
0 1 #1 #O 1 = B7 = ENABLE AFTER RETI 

0 1 #11 «+1 = BF = READ STATUS BYTE 

0 0 0° 1 O = 8B = REINITIALIZE STATUS BYTE 
0 1 #0 O 1 = A7 = INITIATE READ SEQUENCE 
0 1 #1 #O 0 = B3 = FORCE READY 

0 0 0 O 1 = 87 = ENABLE OMA 

0 0 0 O 0 = 83 = DISABLE DMA 

0 1 READ MASK FOLLOWS 


1 | 


1 1 0O= BB= 
rol] | | | [ J JT] reap mask «1 = ENABLE) 


| -— STATUS BYTE 
BYTE COUNTER (LOW BYTE) 
BYTE COUNTER (HIGH BYTE) 


PORT A ADDRESS (LOW BYTE) 
PORT A ADDRESS (HIGH BYTE) 
PORT B ADDRESS (LOW BYTE) 
PORT B ADDRESS (HIGH BYTE) 


Figure 8b. Write Registers 
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EETO-ZEOZ 


d 


(penuTjUuoD) 
Sururup.s6H01 


SE 


Comments 


WRO sets DMA to receive 

block length, Port A start- Block Length Block Length 

ing address and temporarily Upper Lower Temporary 
sets Port B as source Follows Follows for 


Loading B 
Port A address (lower) 
Port A address (upper) 
Block length (lower) 


Block length (upper) 


WR1 defines Port A as 
memory with fixed No Timing Address Address Port is 
incrementing address Follows Changes increments Memory 


WR2 defines Port B as 0 1 
peripheral with fixed No Timing Fixed 
address Follows Address 


WR4 sets mode to Burst, 0) 1 


sets DMA to expect Port B No Interrupt No Upper Port B Lower 
address Control Byte Address Address 


Follows Follows 


Port B address (lower) 


WR5 sets Ready active High 0 0 
No Auto No Wait RDY 
Restart States Active High 


WR6 loads Port B address 
and resets block counter * 


WRO sets Port A as source * 0 0 
No Address or Block 
Length Bytes 


WR6 loads Port A address 
and resets block counter 


WR6 enables DMA to start 
operation 


NOTE The actual number of bytes transferred is one more than specified by the block length 
*These entries are necessary only in the case of a fixed destination address 


Figure 9. Sample DMA Program 


Inactive In its disabled or inactive state, the DMA is 
State Timing addressed by the CPU as an I/O peripheral for 
(DMA as CPU write and read (control and status) operations. 
Peripheral) Write timing is illustrated in Figure 10. 
Reading of the DMA’s status byte, byte 
counter or port address counters is illustrated 


Figure 10. CPU-to-DMA Write Cycle 


Active State Default Read and Write Cycles. By default, 


Timing and after reset, the DMA’s timing of read and 
(DMA as Bus. write operations is exactly the same as the Z-80 
Controller) CPU's timing of read and write cycles for 


memory and I/O peripherals, with one excep- 
tion: during a read cycle, data is latched on 
the falling edge of T3 and held on the data bus 
across the boundary between read and write 
cycles, through the end of the following write 
‘cycle. 

Figure 12 illustrates the timing for memory- 
to-I/O port transfers and Figure 13 illustrates 
I/O-to-memory transfers. Memory-to-memory 
and I/O-to-I/O transfer timings are simply per- 
mutations of these diagrams. 

The default tuming uses three T-cycles for 
memory transactions and four T-cycles for I/O 
transactions, which include one automatically 


in Figure 11. These operations require less 
than three T-cycles. The CE, IORQ and 

RD lines are made active over two rising edges 
of CLK, and data appears on the bus approx- 
imately one T-cycle after they become active. 


Figure 11. CPU-to-DMA Read Cycle 


inserted wait cycle between Tz and T3. If the 
CE/WAIT line is programmed to act as a 
WAIT line during the DMA's active state, it is 
sampled on the falling edge of Tz for memory 
transactions and the falling edge of Tw for I/O 
transactions. If CE/WAIT is Low during this 
time another T-cycle 1s added, during which 
the CE/WAIT line will again be sampled. The 
duration of transactions can thus be indef- 
initely extended. 


Variable Cycle and Edge Timing. The Z-80 
DMA's default operation-cycle length for the 
source (read) port and destination (write) port 
can be independently programmed. This 
variable-cycle feature allows read or write 
cycles consisting of two, three or four T-cycles 
(more if Wait cycles are inserted), thereby 
increasing or decreasing the speed of all 
signals generated by the DMA. In addition, 


= MEMORY READ cg a vO WRITE —————_—_> 


| Te | Ts 
CLK 


Ao-A15 


11 | T2 | Tw | Ts 


READ 
10RQ 
WRITE 
Boro DRIVES DATA 
CEIWAIT 


. eC 


MEMORY 
DATA BUS DRIVEN BY DMA Pe ad) 


Figure 12. Memory-to-I/O Transfer 
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Active State | 


Timing 
(DMA as Bus ™ | TT | Ww 
Controller) CLK 
(Continued) 

Ao-A1i5 

iona 

READ 
RD 
Do-D7 


wR 


CEIWAIT 


MREQ odent Tt ot 
WRITE — 


——————_ 10 READ ——_———-—_ > | MEMORY WRITE ———> 


T3 Tt | T2 | Ts 


a oe ie 


DMA DRIVES DATA BUS k 


Figure 13. I/O-to-Memory Transfer 


the trailing edges of the IORO, MREO, RD and 
WR signals can be independently terminated 
one-half cycle early. Figure 14 illustrates this. 

In the variable-cycle mode, unlike default 
timing, IORQ comes active one-half cycle 
before MREQ, RD and WR. CE/WAIT can be 
used to extend only the 3 or 4 T-cycle variable 
memory cycles and only the 4-cycle variable 
I/O cycle. The CE/WAIT line 1s sampled at the 
falling edge of Ty for 3- or 4-cycle memory 
cycles, and at the falling edge of T3 for 4-cycle 
I/O cycles. 

During transfers, data is latched on the 
clock edge causing the rising edge of RD and 
held through the end of the write cycle. 


Seed. 1 i 
1orRQ _ 
MREQ Ne eee 
a a 

LE YCLE 4 


2cyc 3c CYCLE 
EARLY END EARLY END EARLY END 


Figure 14. Variable-Cycle and Edge Timing 
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Bus Requests. Figure 15 illustrates the bus 
request and acceptance timing. The RDY line, 
which may be programmed active High or 
Low, is sampled on every rising edge of CLK. 
If it is found to be active, and if the bus is not 
in use by any other device, the following rising 
edge of CLK drives BUSREO low. After receiv- 
ing BUSREOQ the CPU acknowledges on the 
BAI input either directly or through a 
multiple-DMA daisy chain. When a Low is 
detected on BAI for two consecutive rising 
edges of CLK, the DMA will begin transferring 
data on the next rising edge of CLK. 


= oe oe 


DMA 
ACTIVE 


DMA 
INACTIVE 


Figure 15. Bus Request and Acceptance 
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Active State 
Timing 
(DMA as Bus 
Controller) 
(Continued) 
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Bus Release Byte-at-a-Time. In Byte-at-a- 
Time mode, BUSREQ is brought High on the 
rising edge of CLK prior to the end of each 
read cycle (search-only) or write cycle 
(transfer and transfer/search) as illustrated in 
Figure 16. This is done regardless of the state 
of RDY. There is no possibility of confusion 
when a Z-80 CPU is used since the CPU 
cannot begin an operation until the following 
T-cycle. Most other CPUs are not bothered by 
this either, although note should be taken of it. 
The next bus request for the next byte will 
come after both BUSREQ and BAI have 
returned High. 


Bus Release at End of Block. In Burst and 
Continuous modes, an end of block causes 
BUSREOQ to go High usually on the same rising 
edge of CLK in which the DMA completes the 
transfer of the data block (Figure 17). The last 
byte in the block is transferred even if RDY 
goes inactive before completion of the last byte 
transfer. 


Bus Release on Not Ready. In Burst mode, 
when RDY goes inactive it causes BUSREQ to 
go High on the next rising edge of CLK after 
the completion of its current byte operation 
(Figure 18). The action on BUSREOQ is thus 
somewhat delayed from action on the RDY 
line. The DMA always completes its current 
byte operation in an orderly fashion before 
releasing the bus. 

By contrast, BUSREQ is not released in 
Continuous mode when RDY goes inactive. 


OMA ACTIVE ct Ra OMA INACTIVE 


Figure 16. Bus Release (Byte-at-a-Time Mode) 
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Figure 18. Bus Release When Not Ready 
(Burst Mode) 


BUSREQ 


Instead, the DMA idles after completing the 
current byte operation, awaiting an active RDY 
again. 


Bus Release on Match. If the DMA is pro- 
grammed to stop on match in Burst or Con- 
tinuous modes, a match causes BUSREQ to go 
inactive on the next DMA operation, i.e., at 
the end of the next read in a search or at the 
end of the following write in a transfer (Figure 
19). Due to the pipelining scheme, matches 
are determined while the next DMA read or 
write is being performed. 

The RDY line can go inactive after the 
matching operation begins without affecting 
this bus-release timing. 


Interrupts. Timings for interrupt acknowledge 
and return from interrupt are the same as tim- 
ings for these in other Z-80 peripherals. Refer 
to Zilog Application Note 03-0041-01 (The Z-80 
Family Program Interrupt Structure). 

Interrupt on RDY (interrupt before request- 
ing bus) does not directly affect the BUSREQ 
line. Instead, the interrupt service routine 
must handle this by issuing the following 
commands to WRK6: 


1. Enable after Return From Interrupt (RETI) 
Command — Hex B7 
2. Enable DMA — Hex 87 


3. An RETI instruction that resets the 
Interrupt Under Service latch in the 
Z-80 DMA. 
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Figure 17. Bus Release at End of Block 
(Burst and Continuous Modes) 
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Figure 19. Bus Release on Match 
(Burst and Continuous Modes} 
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Absolute Operating Ambient Stresses greater than those listed under Absolute Max- 
Maximum Temperature Under Bias ...As Specified Under mum Ratings may cause permanent damage to the device. 
Rati Order Tat t This 1s a stress rating only; operation of the device at any 
atings ae ica condition above those indicated 1n the operational sections 
Storage Temperature........ -§5°C to +150°C of these specifications 1s not implied. Exposure to absolute 
maximum rating conditions for extended periods may affect 
Voltage On Any Pin with device reliability. 
Respect to Ground.......... -0.3Vto +7.0V 
Power ‘Dissipation: <<a2sareeeai san oes LW. 
Test The characteristics below apply for the All ac parameters assume a load capacitance 
Conditions following test conditions, unless otherwise of 100 pF max. Timing references between two 
noted. All voltages are referenced to GND output signals assume a load difference of 50 
(0 V). Positive current flows into the refer- pF max. 
enced pin. Available operating temperature 
ranges are: 
mS* = 0°C to +70°C, aa 
+4.75 Vs Voc S +5.25 V si 
mE* = ~40°C to +85°C, PRINDER TEST 
+4.75V a Vec < +5.25 V 
mw M* = —55°C to +125°C, 100pr aA 
+45 VsVoco 8 +5.5 V i 
*See Ordering Information section for package = ~ 7 
temperature range and product number 
DC Symbol Parameter Min Max Unit Test Condition 
Charac- 
teristics Vitc Clock Input Low Voltage -0.3 0.45 V 
Vinc Clock Input High Voltage Vec--6 5.5 V 
Vit Input Low Voltage -0.3 0.8 V 
Vin Input High Voltage 2.0 ou V 
VoL Output Low Voltage 0.4 VIpo,= 3.2mA for BUSREOQ 
Io, = 2.0 mA for all others 
Vou Output High Voltage 2.4 Vlog = 250 pA 
loc Power Supply Current 
Z-80 DMA 150 mA 
Z-80A DMA 200 mA 
Thy Input Leakage Current 10 pA Vin = Oto Veco 
Lo 3-State Output Leakage Current in Float #10 pA Vout = 0.4 V to Veco 
Inp Data Bus Leakage Current in Input Mode +10 pA O0<Vin=Vec 
Voc = 5 V +5% unless otherwise specified, over specified temperature range. 
Capacitance Symbol Parameter Min Max Unit Test Condition 
C Clock Capacitance 30 pF Unmeasured Pins 
Cin Input Capacitance 5 pF Returned to Ground 
Court Output Capacitance 10 pF 
Over specified temperature range, f = 1 MHz 
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Inactive 
State 

AC 
Character- 
istics 


40 


Number Symbol Parameter 
l TcC Clock Cycle Time 
2 TwCh Clock Width (High) 
3 TwCl Clock Width (Low) 
4 TrC Clock Rise Time 
— 5—TIiC Clock Fall Time 
6 Th Hold Time for Any Specified Setup Time 
7 TsC(Cr) IORQ, WR, CE } to Clock t Setup 
8 TdDO(RDf) RD! to Data Output Delay 
9 TsWM(Cr) Data In to Clock t Setup (WR or M1) 


—10—— TdCf(DO) ——-IORQ | to Data Out Delay (INTA Cycle) 


11 TdRD(Dz) RD ft to Data Float Delay (output buffer 
disable) 


IEI! to IOROQ } Setup (INTA Cycle) 
IEI t to IEO t Delay 
IEI |! to IEO ! Delay 


12. ~~ TsIEI(IORQ) 
13. TdIEOr(IEIr) 
14 = TdIEOf(IEI£) 


__15__ TdM1(IEO) ___ M1 } to IEO } Delay (interrupt just prior to 


M1}) 
M1 } to Clock t Setup 
M1 t to Clock | Setup 
RD } to Clock t Setup (M1 Cycle) 


16 TsM1£(Cr) 
17 TsM1r(Cf£) 
18 TsRD(Cr) 


19 TdI(INT) 
only when DMA is inactive) 


20 __ TdBAIr(BAOr)_BAI t to BAO t Delay 
21 TdBAIXBAOf) BAI } to BAO } Delay 
22 TsRDY(Cr) RDY Active to Clock ft Setup 


NOTE 


Interrupt Cause to INT | Delay (INT generated 


Z-80 DMA 
Min Max 
400 4000 
170 2000 
170 2000 
30 
30 
0 
280 
500 
50 
340 
160 
140 
210 
190 
300 
210 
20 
240 
500 
200 
200 
150 


Z-80A DMA 


Min Max 
250 4000 
110 2000 
110 2000 
30 
30 
0 
145 
380 
50 
160 
110 
140 
160 
130 
190 
90 
-10 
115 
500 
150 
150 
100 


1 Negative minimum setup values mean that the first-mentioned event can come after the second-mentioned event. 


Unit 


ns 


ns —— 


Inactive 


State 
AC 
Character- 
istics oly 
(Continued) 
_& 
iene 
WR 


fe 
k 


m1 
at be 
(5) 
zi 
(12) @) 
1zO 


int 


INTERRUPT 
CONDITION 


BAI 


ACTIVE 
RADY 


INACTIVE 


NOTE 


Signals in this diagram bear no relation to one another unless specifically noted as a numbered item 


2032-0144 


2-80 DMA 


Active 
State Number Symbol Parameter Min(ns) 
AC 
Character- 1 TecC Clock Cycle Time 400 
istics 2 TwCh Clock Width (High) 180 

3 TwCl Clock Width (Low) 180 

4 TrC Clock Rise Time 

5—— TiC-————Cllock Fall Time 

TdA Address Output Delay 
7 TdC(Az) Clock t to Address Float Delay 


8 TsA(MREQ) Address to MREQ ! Setup (Memory Cycle) (2) +(5)-75 


9  TsA(IRW) Address Stable to IOROQ, RD, WR | Setup 
(I/O Cycle) (1)-80 
*10——TdRW(A)——RD, WR t to Addr. Stable Delay (3) + (4)-40 
*11  TdRW(Az) RD, WR t to Addr. Float (3) + (4)-60 
12 TdCf(DO) Clock | to Data Out Delay 
a A TdCr(Dz) Clock ft to Data Float Delay (Write Cycle) 
14 TsDI(Cr) Data In to Clock t Setup (Read cycle when 
rising edge ends read) 50 
15 —TsDl(Ct) —— Data In to Clock | Setup (Read cycle when 
falling edge ends read) 60 
*16 TsDO(WIM) Data Out to WR | Setup (Memory Cycle) (1)-210 
LZ TsDO(WfI) Data Out to WR !Setup (I/O cycle) 100 
*18  TdWr(DO) WR tt to Data Out Delay (3) + (4)-80 
19 Th Hold Time for Any Specified Setup Time 0 


20-——TdCr(Mf)——Clock t to MREQ ! Delay 


21 TdCi(Mf) Clock | to MREO | Delay 

22 TdCr(Mr) Clock t to MREO 1 Delay 

23 TdCf(Mr) Clock | to MREO t Delay 

24 TwMl MREO Low Pulse Width (1)-40 
*25——TwMh MREO High Pulse Width (2) + (5)-30 
26 TdCf(If) Clock | to IORQ | Delay 

21 TdCr(If) Clock t to IORO | Delay 

28 TdCr(Ir) Clock t to IORO t Delay 

*29 TdCf(Ir) Clock | to IORO t Delay 

30——TdCr(Rf) — Clock t to RD ! Delay 

31 TdCf(Rf) Clock |} to RD } Delay 

32 TdCr(Rr) Clock t to RD t Delay 

33 TdCf(Rr) Clock | to RD t Delay 

34 TdCr(Wf) Clock t to WR | Delay 

35 —-TdCf(Wf)——Clock | to WR | Delay 

36 TdCr(Wr) Clock t to WR t Delay 

3d, TdCf(Wr) Clock | to WR t Delay 

38 TwWl WR Low Pulse Width (1)-40 
39 TsWA(Cf) WAIT to Clock ! Setup 70 


40——TdCr(B) —— Clock ! to BUSREQ Delay 


41  TdCr(Iz) Clock t to IORO, MREO, RD, WR Float 
Delay 


NOTES. 


. Numbers in parentheses are other parameter-numbers in this table; their values should be substituted in equations. 


] 


2 
3 
4 


All equations imply DMA default (standard) timing 
. Data must be enabled onto data bus when RD 1s active. 


Max(ns) 


2000 
2000 
30 
30 
145 
110 


230 
90 


150 


100 


. Asterisk (*) before parameter number means the parameter 1s not illustrated in the AC Timing Diagrams 


Z-80A DMA 
Min(ns) Max(ns) 
250 
110 2000 
110 2000 
30 
30== 
110 
90 
(2) + (5)-75 
(1)-70 
(3) + (4)-50 
(3) + (4)-45 
150 
90 
35 
50 
(1)-170 
100 
(3) + (4)-70 
0 
85— 
85 
85 
85 
(1)-30 
(2) + (5)-20 
85 
75 
85 
85 
o5o== 
95 
85 
85 
65 
80 — 
80 
80 
(1)-30 
70 
100— 
80 
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Active 


is 


1 KG 


Signals in this diagram bear no relation to one another unless specifically noted as a numbered item 


State 
AC CLK 
Character- 
istics 
(Continued) eecues 
INPUT 
Do-D7 
OUTPUT 
MREQ 
RD 
WR 
1ORQ 
RD 
WR 
WAIT 
BUSREQ 
NOTE: 
2032-0145 
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Ordering 
Information 


Product 
Number 
28410 
Z8410 
Z8410 
Z8410 
Z8410 


Package/ 
Temp 
CE 
CM 
CS 
DE 
DS 


Speed 


2.5 MHz 
2.5 MHz 
2.5 MHz 
2.5 MHz 
2.5 MHz 


Description 


Z80 DMA (40-pin) 
Same as above 
Same as above 
Same as above 


Same as above 


Description 


Product Package/ 

Number Temp Speed 
28410 PE 2.5 MHz 
Z8410 PS 2.5 MHz 
Z8410A CS 4.0 MHz 
Z8410A DS 4.0 MHz 
Z8410A PS 4.0 MHz 


Z80 DMA (40-pin) 
Same as above 
Z80A DMA (40-pin) 
Same as above 


Same as above 


*NOTES C = Ceramic, D = Cerdip, P = Plastic, E = -40°C to +85°C, M = -55°C to +125°C, S = 0°C to +70°C 
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28420 
Z80° PIO Parallel 
Input/Output Controller 


Zilog 


Product 
Specification 


Features 


General 
Description 


@ Provides a direct interface between Z-80 
microcomputer systems and peripheral 
devices. 


@ Both ports have interrupt-driven handshake 
for fast response. 


@ Four programmable operating modes: byte 
input, byte output, byte input/output (Port A 
only), and bit input/output. 


The Z-80 PIO Parallel I/O Circuit is a pro- 
grammable, dual-port device that provides a 
TTL-compatible interface between peripheral 
devices and the Z-80 CPU. The CPU contfig- 
ures the Z-80 PIO to interface with a wide 
range of peripheral devices with no other 
external logic. Typical peripheral devices that 
are compatible with the Z-80 PIO include most 
keyboards, paper tape readers and punches, 
printers, PROM programmers, etc. 

One characteristic of the Z-80 peripheral 
controllers that separates them from other 
interface controllers is that all data transfer 
between the peripheral device and the CPU 1s 


DATA 
BUS 


PORT A 
PIO 
CONTROL z-80 PIO 
PORT B 
INTERRUPT 
CONTROL 


Figure 1. Pin Functions 


September 1983 


@ Programmable interrupts on peripheral 
status conditions. 


@ Standard Z-80 Family bus-request and 
prioritized interrupt-request daisy chains 
implemented without external logic. 


@ The eight Port B outputs can drive Dar- 
lington transistors (1.5 mA at 1.5 V). 


accomplished under interrupt control. Thus, 
the interrupt logic of the PIO permits full use 
of the efficient interrupt capabilities of the 
Z-80 CPU during I/O transfers. All logic 
necessary to implement a fully nested interrupt 
structure 1s included in the PIO. 

Another feature of the PIO 1s the ability to 
interrupt the CPU upon occurrence of speci- 
fied status conditions in the peripheral device. 
For example, the PIO can be programmed to 
interrupt if any specified peripheral alarm con- 
ditions should occur. This interrupt capability 
reduces the time the processor must spend in 
polling peripheral status. 


2-80 PIO 
1 30 


Figure 2. Pin Assignments 
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General 
Description 
(Continued) 


The Z-80 PIO interfaces to peripherals via 
two independent general-purpose I/O ports, 
designated Port A and Port B. Each port has 
eight data bits and two handshake signals, 
Ready and Strobe, which control data transfer. 
The Ready output indicates to the peripheral 
that the port is ready for a data transfer. 
Strobe is an input from the peripheral that 
indicates when a data transfer has occurred. 


Operating Modes. The Z-80 PIO ports can be 
programmed to operate in four modes: byte 
output (Mode 0), byte input (Mode 1), byte 
input/output (Mode 2) and bit input/output 
(Mode 3). 

In Mode 0, either Port A or Port B can be 
programmed to output data. Both ports have 
output registers that are individually addressed 
by the CPU; data can be written to either port 
at any time. When data is written to a port, an 
active Ready output indicates to the external 
device that data is available at the associated 
port and is ready for transfer to the external 
device. After the data transfer, the external 
device responds with an active Strobe input, 
which generates an interrupt, if enabled. 

In Mode 1, either Port A or Port B can be 
configured in the input mode. Each port has 
an input register addressed by the CPU. When 
the CPU reads data from a port, the PIO sets 
the Ready signal, which is detected by the 
external device. The external device then 
places data on the I/O lines and strobes the 
I/O port, which latches the data into the Port 
Input Register, resets Ready, and triggers the 
Interrupt Request, if enabled. The CPU can 
read the input data at any time, which again 
sets Ready. 

Mode 2 is bidirectional and uses Port A, 
plus the interrupts and handshake signals from 
both ports. Port B must be set to Mode 3 and 
masked off. In operation, Port A is used for 
both data input and output. Output operation 
is similar to Mode 0 except that data is allowed 
out onto the Port A bus only when ASTB is 
Low. For input, operation is similar to Mode 1, 
except that the data input uses the Port B 
handshake signals and the Port B interrupt (if 
enabled). 

Both ports can be used in Mode 3. In this 
mode, the individual bits are defined as either 
input or output bits. This provides up to eight 
separate, individually defined bits for each 
port. During operation, Ready and Strobe are 


not used. Instead, an interrupt 1s generated 1f 
the condition of one input changes, or if all 
inputs change. The requirements for gener- 
ating an interrupt are defined during the pro- 
gramming operation; the active level is 
specified as either High or Low, and the logic 
condition is specified as either one input active 
(OR) or all inputs active (AND). For example, 
if the port 1s programmed for active Low 
inputs and the logic function 1s AND, then all 
inputs at the specified port must go Low to 
generate an interrupt. 

Data outputs are controlled by the CPU and 
can be written or changed at any time. 


@ Individual bits can be masked off. 


@ The handshake signals are not used in 
Mode 3; Ready is held Low, and Strobe is 
disabled. 


@ When using the Z-80 PIO interrupts, the 
Z-80 CPU interrupt mode must be set to 
Mode 2. 


SYSTEM 
BUSES 


iEI 
ZC/TO, 
cTc 
ZC/TO2 INT 
IEO 


Figure 3. PIO in a Typical Z80 Family Environment 
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2041-0156 


Internal 
Structure 


The internal structure of the Z-80 PIO con- 
sists of a Z-80 CPU bus interface, internal con- 
trol logic, Port A I/O logic, Port B I/O logic, 
and interrupt control logic (Figure 4). The 
CPU bus interface logic allows the Z-80 PIO to 
interface directly to the Z-80 CPU with no 
other external logic. The internal control logic 
synchronizes the CPU data bus to the per- 
ipheral device interfaces (Port A and Port B). 
The two I/O ports (A and B) are virtually 
identical and are used to interface directly to 
peripheral devices. 


Port Logic. Each port contains separate input 
and output registers, handshake control logic, 
and the control registers shown in Figure 5. 
All data transfers between the peripheral unit 
and the CPU use the data input and output 
registers. The handshake logic associated with 
each port controls the data transfers through 
the input and the output registers. The mode 
control register (two bits) selects one of the 
four programmable operating modes. 

The control mode (Mode 3) uses the remain- 
ing registers. The input/output control register 
specifies which of the eight data bits in the 
port are to be outputs and enables these bits; 
the remaining bits are inputs. The mask reg- 
ister and the mask control register control 
Mode 3 interrupt conditions. The mask register 
specifies which of the bits in the port are 
active and which are masked or inactive. 


INTERNAL 
CONTROL 
LOGIC 


INTERNAL BUS 


INTERRUPT 
CONTROL 


CPU 
INTERFACE 


INTERRUPT CONTROL LINES 


The mask control register specifies two 
conditions: first, whether the active state of 
the input bits is High or Low, and second, 
whether an interrupt is generated when any 
one unmasked input bit is active (OR condi- 
tion) or if the interrupt is generated when 
al] unmasked input bits are active (AND 
condition). 


Interrupt Control Logic. The interrupt control 
logic section handles all CPU interrupt pro- 
tocol for nested-priority interrupt structures. 
Any device's physical location in a daisy-chain 
configuration determines its priority. Two lines 
(IEI and IEO) are provided in each PIO to 
form this daisy chain. The device closest to the 
CPU has the highest priority. Within a PIO, 
Port A interrupts have higher priority than 
those of Port B. In the byte input, byte output, 
or bidirectional modes, an interrupt can be 
generated whenever the peripheral requests a 
new byte transfer. In the bit control mode, an 
interrupt can be generated when the periph- 
eral status matches a programmed value. The 
PIO provides for complete control of nested 
interrupts. That is, lower priority devices may 
not interrupt higher priority devices that have 
not had their interrupt service routines com- 
pleted by the CPU. Higher priority devices 
may interrupt the servicing of lower priority 
devices. 


DATA 
OR CONTROL 
}anosuaxe 


PERIPHERAL 
INTERFACE 


DATA 
OR CONTROL 


wanosnane 


Figure 4. Block Diagram 
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Internal 
Structure 
(Continued) 


48 


If the CPU (in interrupt Mode 2) accepts an 
interrupt, the interrupting device must provide 
an 8-bit interrupt vector for the CPU. This vec- 
tor forms a pointer to a location in memory 
where the address of the interrupt service 
routine is located. The 8-bit vector from the 
interrupting device forms the least significant 
eight bits of the indirect pointer while the 
I Register in the CPU provides the most signifi- 
cant eight bits of the pointer. Each port (A and 
B) has an independent interrupt vector. The 
least significant bit of the vector is automati- 
cally set to O within the PIO because the 
pointer must point to two adjacent memory 
locations for a complete 16-bit address. 

Unlike the other Z-80 peripherals, the PIO 
does not enable interrupts immediately after 
programming. It waits until Ml goes Low (e.g., 
during an opcode fetch). This condition is 
unimportant in the Z-80 environment but might 
not be if another type of CPU is used. 

The PIO decodes the RETI (Return From 


MODE 
CONTROL 
REGISTER 
(2 BITS) 


INTERNAL BUS 


INTERRUPT 
CONTROL 


LOGIC 


*Used in the bit mode only to allow generation of an 


interrupt if the peripheral I/O pins go to the specified state. 


Interrupt) instruction directly from the CPU 
data bus so that each PIO 1n the system knows 
at all times whether it is being serviced by the 
CPU interrupt service routine. No other com- 
munication with the CPU is required. 


CPU Bus I/O Logic. The CPU bus interface 
logic interfaces the Z-80 PIO directly to the 
Z-80 CPU, so no external logic is necessary. 
For large systems, however, address decoders 
and/or buffers may be necessary. 


Internal Control Logic. This logic receives the 
control words for each port during program- 
ming and, in turn, controls the operating func- 
tions of the Z-80 PIO. The control logic syn- 
chronizes the port operations, controls the port 
mode, port addressing, selects the read/write 
function, and issues appropriate commands to 
the ports and the interrupt logic. The Z-80 PIO 
does not receive a write input from the CPU; 
instead, the RD, CE, C/D and IORO signals 


generate the write input internally. 


* 
INPUT/ 
OUTPUT 
SELECT 
REGISTER 
(8 BITS) 


DATA 
OUTPUT 
REGISTER 
(8 BITS) 


8-BIT VO BUS 


DATA 
INPUT 
REGISTER 
(8 BITS) 


HANDSHAKE 


STROBE ( CONTROL 
<j 


Figure 5. Typical Port I/O Block Diagram 
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Programming Mode 0, I, or 2. (Byte Input, Output, or 


Bidirectional). Programming a port for Mode 
0, 1, or 2 requires two words per port. These 
words are: 


A Mode Control Word. Selects the port operating mode 
(Figure 6). This word may be written any time. 


An Interrupt Vector. The Z-80 PIO 1s designed for use with 
the Z-80 CPU in interrupt Mode 2 (Figure 7). When inter- 
rupts are enabled, the PIO must provide an interrupt 
vector. 


Mode 3. (Bit Input/Output). Programming a 
port for Mode 3 operation requires a control 
word, a vector (if interrupts are enabled), and 
three additional words, described as follows: 


I/O Register Control. When Mode 3 1s selected, the mode 
control word must be followed by another control word that 
sets the I/O control register, which in turn defines which 
port lines are inputs and which are outputs (Figure 8). 


[Or] Os/ds]oe| s+ [a] 4) 


ae nee IDENTIFIES MODE 
CONTROL WORD 
DON’T CARE 
MODE SELECT 


0 0 MODEO 
0 1 MODE1 
1 0 MODE2 
1 1 MODE3 


Figure 6. Mode Control Word 


L IDENTIFIES INTERRUPT 
VECTOR 


USER SUPPLIED INTERRUPT 
VECTOR 


Figure 7. Interrupt Vector Word 


[Pr] Ds] Ds] D4] Ds | D2] Ds | Do) 
| 0 SETS BIT TO OUTPUT 


1 SETS BIT TO INPUT 


Figure 8. I/O Register Control Word 
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Interrupt Control Word. In Mode 3, handshake 1s not 
used. Interrupts are generated as a logic function of the 
input signal levels. The interrupt control word sets the 
logic conditions and the logic levels required for gener- 
ating an interrupt. Two logic conditions or functions are 
available’ AND (if all input bits change to the active level, 
an interrupt 1s triggered), and OR (if any one of the input 
bits changes to the active level, an interrupt 1s triggered). 
Bit Dg sets the logic function, as shown in Figure 9. The 
active level of the input bits can be set either High or Low. 
The active level is controlled by Bit Ds. 


Mask Control Word. This word sets the mask control 
register, allowing any unused bits to be masked off. If any 
bits are to be masked, then D4 must be set. When Dj 1s set, 
the next word written to the port must be a mask control 
word (Figure 10). 


Interrupt Disable. There is one other control 
word which can be used to enable or disable a 
port interrupt. It can be used without changing 
the rest of the interrupt control word 

(Figure 11). 


[Pr] 06 [Osos] o | +] 


| IDENTIFIES INTERRUPT 
CONTROL WORD 
D4, = 0 NO MASK WORK FOLLOWS 
D4 = 1 MASK WORD FOLLOWS 
Ds = 0 ACTIVE LEVEL IS LOW 
Ds = 1 ACTIVE LEVEL IS HIGH 
De = 0 INTERRUPT ON OR FUNCTION 
Dg = 1 INTERRUPT ON AND FUNCTION 


0 INTERRUPT DISABLED 
1 INTERRUPT ENABLED* 


oo 
won 
ott 


“NOTE THE PORT IS NOT ENABLED UNTIL 
THE INTERRUPT ENABLE IS FOLLOWED 
BY AN ACTIVE M1 


Figure 9. Interrupt Control Word 


[Pr] Bs] Ds | Ds [D3] Da] Ds [Do] 


MBo-MB7 MASK BITS. A 
BIT IS MONITORED FOR AN 
INTERRUPT IF IT IS 


DEFINED AS AN INPUT AND 
THE MASK BIT IS SET TO 0. 


Figure 10. Mask Control Word 


| IDENTIFIES INTERRUPT 
DISABLE WORD 
DON’T CARE 


D7 = 0 INTERRUPT DISABLE 
D7 = 1 INTERRUPT ENABLE 


Figure 11. Interrupt Disable Word 
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Pin 
Description 
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Ag- Az. Port A Bus (bidirectional, 3-state). 
This 8-bit bus transfers data, status, or control 
information between Port A of the PIO anda 


peripheral device. Ag is the least significant 
bit of the Port A data bus. 


ARDY. Register A Ready (output, active 
High). The meaning of this signal depends on 
the mode of operation selected for Port A as 
follows: 


Output Mode. This signal goes active to indicate that the 
Port A output register has been loaded and the peripheral 
data bus 1s stable and ready for transfer to the peripheral 
device. 


Input Mode. This signal is active when the Port A input 
register 1s empty and ready to accept data from the 
peripheral device. 

Bidirectional Mode. This signal 1s active when data 1s 
available in the Port A output register for transfer to the 
peripheral device. In this mode, data 1s not placed on the 
Port A data bus, unless ASTB 1s active. 

Control Mode. This signal 1s disabled and forced to a Low 
state. 

ASTB. Port A Strobe Pulse From Peripheral 
Device (input, active Low). The meaning of 
this signal depends on the mode of operation 
selected for Port A as follows: 


Output Mode. The positive edge of this strobe 1s issued by 
the peripheral to acknowledge the receipt of data made 
available by the PIO. 

Input Mode. The strobe 1s issued by the peripheral to load 
data from the peripheral into the Port A input register. 
Data 1s loaded into the PIO when this signal 1s active. 
Bidirectional Mode. When this signal is active, data from 
the Port A output register 1s gated onto the Port A bidirec- 
tional data bus. The positive edge of the strobe acknowl- 
edges the receipt of the data. 


Control Mode. The strobe is inhibited internally. 

Bo-By. Port B Bus (bidirectional, 3-state). This 
8-bit bus transfers data, status, or control 
information between Port B and a peripheral 
device. The Port B data bus can supply 


1.5 mA at 1.5 V to drive Darlington transistors. 


Bo is the least significant bit of the bus. 
B/A. Port B Or A Select (input, High = B). 


This pin defines which port 1s accessed during 
a data transfer between the CPU and the PIO. 


A Low on this pin selects Port A; a High 


selects Port B. Often address bit Ag from the 
CPU is used for this selection function. 


BRDY. Register B Ready (output, active High). 


This signal 1s similar to ARDY, except that in 
the Port A bidirectional mode this signal 1s 
High when the Port A input register is empty 
and ready to accept data from the peripheral 
device. 


BSTB. Port B Strobe Pulse From Peripheral 
Device (input, active Low). This signal is 
similar to ASTB, except that in the Port A 
bidirectional mode this signal strobes data 
from the peripheral device into the Port A 
input register. 


C/D. Control Or Data Select (input, 

High = C). This pin defines the type of data 
transfer to be performed between the CPU and 
the PIO. A High on this pin during a CPU 
write to the PIO causes the Z-80 data bus to be 
interpreted as a command for the port selected 
by the B/A Select line. A Low on this pin 
means that the Z-80 data bus is being used to 
transfer data between the CPU and the PIO. 
Often address bit A; from the CPU is used for 


this function. 


CE. Chip Enable (input, active Low). A Low 
on this pin enables the PIO to accept com- 
mand or data inputs from the CPU during a 
write cycle or to transmit data to the CPU dur- 
ing a read cycle. This signal is generally 
decoded from four I/O port numbers for Ports 
A and B, data, and control. 

CLK. System Clock (input). The Z-80 PIO uses 
the standard single-phase Z-80 system clock. 


Do-Dy. Z-80 CPU Data Bus (bidirectional, 
3-state). This bus 1s used to transfer all data 
and commands between the Z-80 CPU and the 
Z-80 PIO. Dg is the least significant bit. 


IEI. Interrupt Enable In (input, active High). 
This signal is used to form a priority-interrupt 
daisy chain when more than one interrupt- 
driven device is being used. A High level on 
this pin indicates that no other devices of 
higher priority are being serviced by a CPU 
interrupt service routine. 


IEO. Interrupt Enable Out (output, active 
High). The IEO signal is the other signal 
required to form a daisy chain priority scheme. 
It is High only if IE] is High and the CPU is 
not servicing an interrupt from this PIO. Thus 
this signal blocks lower priority devices from 
interrupting while a higher priority device 1s 
being serviced by its CPU interrupt service 
routine. 


INT. Interrupt Request (output, open drain, 
active Low). When INT is active the Z-80 PIO 
is requesting an interrupt from the Z-80 CPU. 


IORQ. Input/Output Request (input from Z-80 
CPU, active Low). IORQ is used in conjunc- 
tion with B/A, C/D, CE, and RD to transfer 
commands and data between the Z-80 CPU and 
the Z-80 PIO. When CE, RD, and IORO are 
active, the port addressed by B/A transfers 
data to the CPU (a read operation). Con- 
versely, when CE and IORO are active but RD 
is not, the port addressed by B/A is written 
into from the CPU with either data or control 
information, as specified by C/D. Also, if 
IORO and M1 are active simultaneously, the 
CPU is acknowledging an interrupt; the inter- 
rupting port automatically places its interrupt 
vector on the CPU data bus if 1t 1s the highest 
priority device requesting an interrupt. 


Pin Ml. Machine Cycle (input from CPU, active 
Low). This signal 1s used as a sync pulse to 
control several internal PIO operations. When 
both the M1 and RD signals are active, the 


Description 
(Continued) 


Timing 


Z-80 CPU 1s fetching an instruction from 
memory. Conversely, when both M1 and 


IORQ are active, the CPU is acknowledging 
an interrupt. In addition, M1 has two other 
functions within the Z-80 PIO: 1t synchronizes 


The following timing diagrams show typical 
timing in a Z-80 CPU environment. For more 
precise specifications refer to the composite 


ac timing diagram. 


Write Cycle. Figure 12 illustrates the 
timing for programming the Z-80 PIO 

or for writing data to one of its ports. No 
Wait states are allowed for writing to the 
PIO other than the automatically inserted 
Twa- The PIO does not receive a speci- 
fic write signal; it internally generates 

its own from the lack of an active 
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RD signal. 


Read Cycle. Figure 13 illustrates the timing 
for reading the data input from an external 

device to one of the Z-80 PIO ports. No Wait 
states are allowed for reading the PIO other 


than the automatically inserted Twa. 
Output Mode (Mode 0). An output cycle 


(Figure 14) is always started by the execution 
of an output instruction by the CPU. The WR* 
pulse from the CPU latches the data from the 
CPU data bus into the selected port's output 
register. The WR* pulse sets the Ready flag 
after a Low-going edge of CLK, indicating 
data is available. Ready stays active until the 
positive edge of the strobe line is received, 
indicating that data was taken by the periph- 
eral. The positive edge of the strobe pulse 
generates an INT if the interrupt enable flip- 
flop has been set and if this device has the 


highest priority. 


a an A ys 


(®) 


the PIO interrupt logic; when M1 occurs 
without an active RD or IORO signal, the PIO 
1s reset. 


RD. Read Cycle Status (input from Z-80 CPU, 
active Low). If RD 1s active, or an I/O opera- 
tion 1s 1n progress, RD 1s used with B/A, C/D, 
CE, and IORO to transfer data from the Z-80 
PIO to the Z-80 CPU. 


“WR = RD ° CEe C/De IORO 


Figure 12. Write Cycle Timing 


“RD = RD e CEe C/De IORO 


Figure 13. Read Cycle Timing 


TPUT a Seas ae 
OUTPUT 


*WR = RDe CEe C/De IORO 


Figure 14. Mode 0 Output Timing 


Timing 
(Continued) 


Input Mode (Mode 1). When STROBE goes 
Low, data is loaded into the selected port input 
register (Figure 15). The next rising edge of 
strobe activates INT, if Interrupt Enable is set 
and this 1s the highest-priority requesting 
device. The following falling edge of CLK 
resets Ready to an inactive state, indicating 


CLK 


STROBE ft 
SAMPLE 
port eaen ee 


eur XX) 


READY 
inT \ 


*RD = RD CEe C/De [ORO 


that the input register is full and cannot accept 
any more data until the CPU completes a read. 
When a read is complete, the positive edge of 
RD sets Ready at the next Low-going transition 
of CLK. At this time new data can be loaded 
into the PIO. 


Figure 15. Mode } Input Timing 


Bidirectional Mode (Mode 2). This is a com- 
bination of Modes 0 and 1 using all four hand- 
shake lines and the eight Port A I/O lines 
(Figure 16). Port B must be set to the bit mode 
and its inputs must be masked. The Port A 
handshake lines are used for output control 
and the Port B lines are used for input control. 


ARDY 
ASTB 


PORT A 
DATA BUS 


BRDY 


*WR = RD e CEe C/De IORO 


If interrupts occur, Port A’s vector will be used 
during port output and Port B’s will be used 
during port input. Data is allowed out onto the 
Port A bus only when ASTB is Low. The rising 
edge of this strobe can be used to latch the 
data into the peripheral. 


esl 


SAMPLE 


Figure 16. Mode 2 Bidirectional Timing 
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Timing 
(Continued) 


Bit Mode (Mode 3). The bit mode does not 
utilize the handshake signals, and a normal 
port write or port read can be executed at any 
time. When writing, the data is latched into 
the output registers with the same timing as the 
output mode (Figure 17). 

When reading the PIO, the data returned to 
the CPU is composed of output register data 
from those port data lines assigned as outputs 
and input register data from those port data 


PORT 
DATA BUS 


Int 


DATA MATCH 
OCCURS HERE 


lines assigned as inputs. The input register 
contains data that was present immediately 
prior to the falling edge of RD. An interrupt 1s 
generated if interrupts from the port are 
enabled and the data on the port data lines 
satisfy the logical equation defined by the 8-bit 
mask and 2-bit mask control registers. How- 
ever, 1f Port A is programmed in bidirectional 
mode, Port B does not issue an interrupt 1n bit 
mode and must therefore be polled. 


DATA WORD 1 DATA WORD 2 


Do-D7 DATA IN 


*Timing Diagram Refers to Bit Mode Read 


DATA WORD 1 PLACED ON BUS 


Figure 17. Mode 3 Bit Mode Timing 


Interrupt Acknowledge Timing. During M1 
time, peripheral controllers are inhibited from 
changing their interrupt enable status, permit- 
ting the Interrupt Enable signal to ripple 
through the daisy chain. The peripheral with 
IEI High and IEO Low during INTACK places 
a preprogrammed 8-bit interrupt vector on the 
data bus at this time (Figure 18). IEO 1s held 
Low until a Return From Interrupt (RETI) 
instruction is executed by the CPU while IEI 1s 
High. The 2-byte RETI instruction 1s decoded 
internally by the PIO for this purpose. 


Return From Interrupt Cycle. If a Z-80 per- 
ipheral has no interrupt pending and 1s not 
under service, then its IEO = IEI. If it has an 
interrupt under service (1.e., 1t has already 
interrupted and received an interrupt acknowl- 
edge) then its IEO 1s always Low, inhibiting 
lower priority devices from interrupting. If 1t 
has an interrupt pending which has not yet 
been acknowledged, IEO is Low unless an 
“ED” 1s decoded as the first byte of a 2-byte 
opcode (Figure 19). In this case, IEO goes 
High until the next opcode byte 1s decoded, 
whereupon it goes Low again. If the second 
byte of the opcode was a “4D,” then the 
opcode was an RETI instruction. 

After an “ED” opcode is decoded, only the 
peripheral device which has interrupted and 1s 
currently under service has its IEI High and its 


LASTT | 7 
rane : | T2 | Twa T3 | 


CLK 
SAMPLE 
—_ INT 


INT 


Twa 


Iona INDICATE 
INTERRUPT 
ACKNOWLEDGE 


| [ORQ AND M1 
INTACK 


1EO \ 


Figure 18. Interrupt Acknowledge Timing 


IEO Low. This device is the highest-priority 
device in the daisy chain that has received an 
interrupt acknowledge. All other peripherals 
have IEI = IEO. If the next opcode byte 
decoded is “4D,” this peripheral device resets 
its “interrupt under service” condition. 


1EO / 


Figure 19. Return From Interrupt 
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Z-80 PIO Z-80A PIO Z-80B PIO!9! 
Min Max Min Max Min Max 


Number Symbol Parameter (ns) (ns) (ms) (ns) (ns) (ns) Comment 
] TcC Clock Cycle Time 400 [1] 250 [1] 165 [1] 
2 TwCh Clock Width (High) 170 2000 105 2000 65 2000 
3 TwCl Clock Width (Low) 170 2000 105 2000 65 2000 
4 TiC Clock Fall Time 30 30 20 
5 —TrC ———— Clock Rise Time ————- 30 -——- 30 ——- 20 
6  TsCS(RI) CE, B/A, C/D to RD, 
IOROQ ! Setup Time 50 50 50 [6] 
Z Th Any Hold Times for Specified 
Setup Time 0 0 0 0 
8  TsRI(C) RD, IORO to Clock t Setup 
Time 115 115 70 
9 —-TdRI(DO) ——RD, IORO to Data Out Delay 8 SSS SS) 
10 TdRI(DOs) RD, IORO t to Data Out Float 
Delay 160 110 70 
]] TsDI(C) Data In to Clock t Setup Time 50 50 40 CL = 50 pF 
12 TdIO(DOI) IORQ 3} to Data Out Delay 
(INTACK Cycle) 340 160 120 [3] 
13 —-TsM1(Cr) MI } to Clock t Setup Time 210 ———_———— 90 ——————_- 70 
14 TsM1(Cf) ML t to Clock | Setup Time 
(M1 Cycle) 0 0 0 [8] 
15 TdM1(IEO) M1 } to IEO } Delay (Interrupt 
Immediately Preceding M1 }) 300 190 100 [5, 7] 
16 TsIEI(IO) IEI to IORQ | Setup Time 
(INTACK Cycle) 140 140 100 [7] 
17 —TdlEI(IEOf) —— IEI } to IEO | Delay -———--—_———_-190 —————_ 130 ————— 120 ——-___—__ [5] ———- 
CL = 50 pF 
18 TdIEI(IEOr) IEI t to IEO t Delay (after ED 
Decode) 210 160 160 [5] 
19 TcIO(C) IORQ ft to Clock |! Setup Time 
(To Activate READY on Next 
Clock Cycle) 220 200 170 
20 ——TdC(RDYr)—— Clock |} to READY t Delay ————————— 200 —_ 190 ——_ 170 —--__-_____ [5] ———- 
CL = 50 pF 
21 TdC(RDYf) Clock | to READY |! Delay 150 140 120 [5] 
22 TwSTB STROBE Pulse Width 150 150 120 [4] 
23 TsoTB(C) STROBE t to Clock |} Setup 
Time (To Activate READY on 
Next Clock Cycle) 220 220 150 [5] 
24 ——TdIO(PD) ——— IORQ ft to PORT DATA Stable 
Delay (Mode 0) 200 180 160 [5] 
25 TsPD(STB) PORT DATA to STROBE t 
Setup Time (Mode 1) 260 230 190 
26 TdSTB(PD) STROBE !} to PORT DATA 
Stable (Mode 2) 230 210 180 [5] 
21°22 TdS TBP Dr) = STROBE (to POR! DATA 68 ee SS SS 
Delay (Mode 2) 200 180 160 CL = 50 pF 
28 TdPD(INT) PORT DATA Match to INT |} 
Delay (Mode 3) 540 490 430 
29 TdSTB(INT) STROBE 1t to INT | Delay 490 440 350 
NOTES: [6] TsCS(RI) may be reduced. However, the time subtracted 
[1] TcC = TwCh + TwCl + TrC + TiC from TsCS(RI) will be added to TdRI(DO). 
[2] Increase TdRI(DO) by 10 ns for each 50 pF increase in load [7] 2.5 ToC > (N-2)TdIEI(IEOf) + TdMI(IEO) + TsIEI(IO) 
up to 200 pF max. + TTL Buffer Delay, if any. 
[3] Increase TdJO(DOI) by 10 ns for each 50 pF, increase in [8] M1 must be active for a minimum of two clock cycles to 
loading up to 200 pF max. reset the PIO. 
[4] For Mode 2: TwSTB > TsPD(STB) [9] Z80B PIO numbers are preliminary and subject to change. 


{5] Increase these values by 2 ns for each 10 pF increase in 
loading up to 100 pF max. 


oho) 


Absolute 


Voltages on all inputs and outputs 


Stresses greater than those listed under Absolute Maxi- 


Maximum with respect to GND.......... -0.3Vto +7.0V ‘mum Ratings may cause permanent damage to the device. 
Rati This 1s a stress rating only; operation of the device at any 
atings Operating Ambient condition above those indicated in the operational sections 
Temperature ...........000005 As Specified in of these specifications 1s not implied. Exposure to absolute 
Ordering Information maximum rating conditions for extended periods may affect 
device reliability. 
Storage Temperature........ -65°C to +150°C 
Test The characteristics below apply for the All ac parameters assume a load capacitance 
Conditions following test conditions, unless otherwise of 100 pF max. 
noted. All voltages are referenced to GND 
(0 V). Positive current flows into the refer- 
enced pin. Available operating temperature o 
ranges are: 21K 
BS =0°Cto 770°C, FUNDER TEST 
+4.75 Vs Voc S +5.25 V 
mE* = —40°C to +85°C, 100 pF ae 
+4.75 Vs Vecs +5.25 V | 
m M* = —55°C to + 125°C, = = * 
+4.5 Vs Voces +5.5V 
*See Ordering Information section for package 
temperature range and product number. 
DC Symbol Parameter Min Max Unit Test Condition 
Charac- 
teristics Vitec Clock Input Low Voltage -0.3 +0.45 V 
Vinc Clock Input High Voltage Voc-0-6 Voc + 0.3 V 
Vin Input Low Voltage -0.3 +0.8 V 
Vin Input High Voltage + 2.0 Voc V 
Vo. Output Low Voltage +0.4 V In, = 2.0 mA 
Vou Output High Voltage +2.4 V lon = -250 nA 
ly Input Leakage Current + 10:0 pA Vin = 0 to Vec 
Lo 3-State Output Leakage Current in Float + 10.0 pA Vout =0.4 V to Vec 
loc Power Supply Current 100.0 mA Voy =1.5 V 
loupD Darlington Drive Current -1.5 mA Rext = 390 Q 
Over specified temperature and voltage range 
Capacitance Symbol Parameter Min Max Unit Test Condition 
C Clock Capacitance 10 pF Unmeasured 
pins returned 
Cw Input Capacitance 5 pF is areand 
Cour Output Capacitance 10 pF 


Over specified temperature range, f = 1MH, 
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Ordering Product Package/ Product Package/ 

Information Number Temp Speed Description Number Temp Speed Description 
Z8420 CE 2.5 MHz Z80 PIO (40-pin) Z8420A CMB 4.0 MHz Z80A PIO (40-pin) 
Z8420 CM 2.5 MHz Same as above Z8420A CS 4.0 MHz Same as above 
Z8420 CMB 2.5 MHz Same as above Z8420A DE 4.0 MHz Same as above 
Z8420 CS 2.5 MHz Same as above Z8420A DS 4.0 MHz Same as above 
Z8420 DE 2.5 MHz Same as above Z8420A PE 4.0 MHz Same as above 
Z8420 DS 2.5 MHz Same as above Z8420A PS 4.0 MHz Same as above 
Z8420 PE 4.0 MHz Same as above Z8420B CS 6.0 MHz Same as above 
28420 PS 4.0 MHz Same as above Z8420B DS 6.0 MHz Same as above 
Z8420A CE 4.0 MHz Z80A PIO (40-pin) Z8420B PS 6.0 MHz Same as above 
Z28420A CM 4.0 MHz Same as above 
*NOTES: C = Ceramic, D = Cerdip, P = Plastic; E = -40°C to +85°C, M = -55°C to + 125°C, MB = 55°C to +125°C with 

MIL-STD-883 Class B processing, S = 0°C to + 70°C. 
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@ Four independently programmable 
counter/timer channels, each with a 
readable downcounter and a selectable 
16 or 256 prescaler. Downcounters are 
reloaded automatically at zero count. 


Features 


m Three channels have Zero Count/Timeout 
outputs capable of driving Darlington 
transistors. 


M@ Selectable positive or negative trigger 
initiates timer operation. 


@ Standard Z-80 Family daisy-chain interrupt 
structure provides fully vectored, prioritized 
interrupts without external logic. The CTC 
may also be used as an interrupt controller. 


m Interfaces directly to the Z-80 CPU or—for 
baud rate generation—to the Z-80 SIO. 


The Z-80 CTC four-channel counter/timer 
can be programmed by system software for a 
broad range of counting and timing applica- 
tions. The four independently programmable 
channels of the Z-80 CTC satisfy common 
microcomputer system requirements for event 
counting, interrupt and interval timing, and 
general clock rate generation. 

System design is simplified because the CTC 
connects directly to both the Z-80 CPU and the 
Z-80 SIO with no additional logic. In larger 
systems, address decoders and buffers may be 
required. 

Programming the CTC 1s straightforward: 


General 
Description 


CLK/TRGo 
ZCITOo 


ete CLK/TRG, 
BUS ZCITOy CHANNEL 
SIGNALS 
CLK/TRG2 
ZCITO2 
cTc CLK/TRG3 
CONTROL 
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CPU 
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DAISY ie: ee 
CHAIN IEO 
INTERRUPT ak 
CONTROL iNT 


CLK +5V GND 


Figure 1. Pin Functions 


each channel is programmed with two bytes; a 
third is necessary when interrupts are enabled. 
Once started, the CTC counts down, reloads 
its time constant automatically, and resumes 
counting. Software timing loops are completely 
eliminated. Interrupt processing is simplified 
because only one vector need be specified; the 
CTC internally generates a unique vector for 
each channel. 

The Z-80 CTC requires a single +5 V power 
supply and the standard Z-80 single-phase 
system clock. It is fabricated with n-channel 
silicon-gate depletion-load technology, and 
packaged in a 28-pin plastic or ceramic DIP. 
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Figure 2. Pin Assignments 
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Functional 
Description 


The Z-80 CTC has four independent counter/ 
timer channels. Each channel is individually 
programmed with two words: a control word 
and a time-constant word. The control word 
selects the operating mode (counter or timer), 
enables or disables the channel interrupt, and 
selects certain other operating parameters. If 
the timing mode 1s selected, the control word 
also sets a prescaler, which divides the system 
clock by either 16 or 256. The time-constant 
word is a value from | to 256. 

During operation, the individual counter 
channel counts down from the preset time con- 
stant value. In counter mode operation the 
counter decrements on each of the CLK/TRG 
input pulses until zero count is reached. Each 
decrement is synchronized by the system 
clock. For counts greater than 256, more than 
one counter can be cascaded. At zero count, 
the down-counter is automatically reset with 
the time constant value. 

The timer mode determines time intervals as 
small as 4 ws (Z-80A) or 6.4 ps (Z-80) without 
additional logic or software timing loops. Time 
intervals are generated by dividing the system 
clock with a prescaler that decrements 


a preset down-counter. 

Thus, the time interval is an integral mul- 
tiple of the clock period, the prescaler value 
(16 or 256) and the time constant that is preset 
in the down-counter. A timer is triggered auto- 
matically when its time constant value is pro- 
grammed, or by an external CLK/TRG input. 

Three channels have two outputs that occur 
at zero count. The first output is a zero- 
count/timeout pulse at the ZC/TO output. The 
fourth channel (Channel 3) does not have a 
ZC/TO output; interrupt request is the only 
output available from Channel 3. 

The second output 1s Interrupt Request 
(INT), which occurs if the channel has its 
interrupt enabled during programming. When 
the Z-80 CPU acknowledges Interrupt Request, 
the Z-80 CTC places an interrupt vector on the 
data bus. 

The four channels of the Z-80 CTC are fully 
prioritized and fit into four contiguous slots in 
a standard Z-80 daisy-chain interrupt struc- 
ture. Channel 0 is the highest priority and 
Channel 3 the lowest. Interrupts can be 
individually enabled (or disabled) for each of 
the four channels. 


Architecture 
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The CTC has four major elements, as shown 
in Figure 3. 


m CPU bus I/O 

@ Channel control logic 
@ Interrupt logic 

@ Counter/timer circuits 


CPU Bus I/O. The CPU bus I/O circuit 
decodes the address inputs, and interfaces the 
CPU data and control signals to the CTC for 
distribution on the internal bus. 


INTERNAL BUS 


Internal Control Logic. The CTC internal 
control logic controls overall chip operating 
functions such as the chip enable, reset, and 
read/write logic. 


Interrupt Logic. The interrupt control logic 
ensures that the CTC interrupts interface prop- 
erly with the Z-80 CPU interrupt system. The 
logic controls the interrupt priority of the CTC 
as a function of the IEI signal. If IEI is High, 
the CTC has priority. During interrupt 
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COUNTER! 
TIMER 
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Figure 3. Functional Block Diagram 
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processing, the interrupt logic holds IEO Low, 
which inhibits the interrupt operation on lower 
priority devices. If the IE] input goes Low, 
priority is relinquished and the interrupt logic 
drives IEO Low. 

If a channel is programmed to request an 
interrupt, the interrupt logic drives IEO Low at 
the zero count, and generates an INT signal to 
the Z-80 CPU. When the Z-80 CPU responds 
with interrupt acknowledge (M1 and IORQ), 
then the interrupt logic arbitrates the CTC 
internal priorities, and the interrupt control 
logic places a unique interrupt vector on the 
data bus. 

If an interrupt 1s pending, the interrupt logic 
holds IEO Low. When the Z-80 CPU issues a 
Return From Interrupt (RETI) instruction, each 
peripheral device decodes the first byte 
(ED 6). If the device has a pending interrupt, 
it raises IEO (High) for one M1 cycle. This 
ensures that all lower priority devices can 
decode the entire RETI instruction and reset 


properly. 
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CONTROL 
LOGIC 
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REGISTER 


INTERNAL 8US 


ZciTtoO 
CLKITRG -—————— 
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Figure 4. Counter/Timer Block Diagram 


Counter/Timer Circuits. The CTC has four 
independent counter/timer circuits, each con- 
taining the logic shown in Figure 4. 


Channel Control Logic. The channel control 
logic receives the 8-bit channel control word 
when the counter/timer channel 1s pro- 

grammed. The channel control logic decodes 


the control word and sets the following 
operating conditions: 


@ Interrupt enable (or disable) 

@ Operating mode (timer or counter) 

@ Timer mode prescaler factor (16 or 256) 

m Active slope for CLK/TRG input 

@ Timer mode trigger (automatic or CLK/TRG 
input) 

m Time constant data word to follow 

@ Software reset 


Time Constant Register. When the counter/ 
timer channel is programmed, the time con- 
stant register receives and stores an 8-bit time 
constant value, which can be anywhere from 1 
to 256 (0 = 256). This constant is automatic- 
ally loaded into the down-counter when the 
counter/timer channel 1s initialized, and subse- 
quently after each zero count. 


Prescaler. The prescaler, which is used only 
in timer mode, divides the system clock tre- 
quency by a factor of either 16 or 256. The 
prescaler output clocks the down-counter dur- 
ing timer operation. The effect of the prescaler 
on the down-counter is a multiplication of the 
system clock period by 16 or 256. The pre- 
scaler factor is programmed by bit 5 of the 
channel control word. 


Down-Counter. Prior to each count cycle, the 
down-counter is loaded with the time constant 
register contents. The counter 1s then 
decremented one of two ways, depending on 
operating mode: 


m By the prescaler output (timer mode) 
m@ By the trigger pulses into the CLK/TRG 
input (counter mode) 


Without disturbing the down-count, the Z-80 
CPU can read the count remaining at any time 
by performing an I/O read operation at the 
port address assigned to the CTC channel. 
When the down-counter reaches the zero 
count, the ZC/TO output generates a positive- 
going pulse. When the interrupt is enabled, 
zero count also triggers an interrupt request 
signal (INT) from the interrupt logic. 
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Programming 


Each Z-80 CTC channel must be pro- 
grammed prior to operation. Programming 
consists of writing two words to the I/O port 
that corresponds to the desired channel. The 
first word is a control word that selects the 
operating mode and other parameters; the 
second word is a time constant, which is a 
binary data word with a value from 1 to 256. A 
time constant word must be preceded by a 
channel control word. 

After initialization, channels may be 
reprogrammed at any time. If updated control 
and time constant words are written to a chan- 
nel during the count operation, the count con- 
tinues to zero before the new time constant is 
loaded into the counter. 

If the interrupt on any Z-80 CTC channel is 
enabled, the programming procedure should 
also include an interrupt vector. Only one vec- 
tor is required for all four channels, because 
the interrupt logic automatically modifies the 
vector for the channel requesting service. 

A control word is identified by a 1 in bit 0. 
A 1 in bit 2 indicates a time constant word is to 
follow. Interrupt vectors are always addressed 
to Channel 0, and identified by a O in bit 0. 


Addressing. During programming, channels 
are addressed with the channel select pins CS) 
and CS. A 2-bit binary code selects the 
appropriate channel as shown in the following 
table. 


Channel CS, CSo 
0 ) 0 
l 0 ] 
2 ] 0 
3 ] l 


Reset. The CTC has both hardware and soft- 
ware resets. The hardware reset terminates all 
down-counts and disables all CTC interrupts 
by resetting the interrupt bits in the control 
registers. In addition, the ZC/TO and Interrupt 
outputs go inactive, IEO reflects IEI, and 


Do-D7 go to the high-impedance state. All 
channels must be completely reprogrammed 
after a hardware reset. 

The software reset is controlled by bit 1] in 
the channel control word. When a channel 
receives a software reset, it stops counting. 
When a software reset is used, the other bits in 
the control word also change the contents of 
the channel control register. After a software 
reset a new time constant word must be written 
to the same channel. 

If the channel control word has both bits D) 
and D2 set to 1, the addressed channel stops 
operating, pending a new time constant word. 
The channel is ready to resume after the new 
constant is programmed. In timer mode, if 
D3 = 0, operation is triggered automatically 
when the time constant word is loaded. 


Channel Control Word Programming. The 
channel control word is shown in Figure 5. It 
sets the modes and parameters described 
below. 


Interrupt Enable. Dz enables the interrupt, so 
that an interrupt output (INT) is generated at 
zero count. Interrupts may be programmed in 
either mode and may be enabled or disabled 
at any time. 


Operating Mode. Dg selects either timer or 
counter mode. 


Prescaler Factor. (Timer Mode Only). Ds 
selects factor—either 16 or 256. 


Trigger Slope. D4 selects the active edge or 
slope of the CLK/TRG input pulses. Note that 
reprogramming the CLK/TRG slope during 
operation is equivalent to issuing an active 
edge. If the trigger slope is changed by a con- 
trol word update while a channel is pending 
operation in timer mode, the result is the same 
as a CLK/TRG pulse and the timer starts. 
Similarly, if the channel is in counter mode, 
the counter decrements. 


INTERRUPT J 
1 ENABLES INTERRUPT 
0 DISABLES INTERRUPT 


MODE 
0 SELECTS TIMER MODE 
1 SELECTS COUNTER MODE 


PRESCALER VALUE* 
1 = VALUE OF 256 
0 = VALUE OF 16 


CLK/TRG EDGE SELECTION 
0 SELECTS FALLING EDGE 
1 SELECTS RISING EDGE 


L CONTROL OR VECTOR 
0 = VECTOR 
1 = CONTROL WORD 
RESET 


0 = CONTINUED OPERATION 
1 = SOFTWARE RESET 


TIME CONSTANT 
0 = NO TIME CONSTANT FOLLOWS 
1 = TIME CONSTANT FOLLOWS 


TIMER TRIGGER* 

0 = AUTOMATIC TRIGGER WHEN 
TIME CONSTANT IS LOADED 

1 = CLK/TRG PULSE STARTS TIMER 


*TIMER MODE ONLY 


Figure 5. Channel Control Word 
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Programming Trigger Mode (Timer Mode Only). D3 selects 


(Continued) 


the trigger mode for timer operation. When D3 
is reset to O, the timer is triggered automatic- 
ally. The time constant word is programmed 
during an I/O write operation, which takes one 
machine cycle. At the end of the write opera- 
tion there is a setup delay of one clock period. 
The timer starts automatically (decrements) on 
the rising edge of the second clock pulse (T9) 
of the machine cycle following the write opera- 
tion. Once started, the timer runs contin- 
uously. At zero count the timer reloads 
automatically and continues counting without 
interruption or delay, until stopped by a reset. 

When D3 is set to 1, the timer is triggered 
externally through the CLK/TRG input. The 
time constant word is programmed during an 
I/O write operation, which takes one machine 
cycle. The timer is ready for operation on the 
rising edge of the second clock pulse (T2) of 
the following machine cycle. Note that the first 
timer decrement follows the active edge of the 
CLK/TRG pulse by a delay time of one clock 
cycle if a minimum setup time to the rising 
edge of clock is met. If this minimum is not 
met, the delay is extended by another clock 
period. Consequently, for immediate trigger- 
ing, the CLK/TRG input must precede Ty by 
one clock cycle plus its minimum setup time. If 
the minimum time is not met, the timer will 
start on the third clock cycle (T3). 

Once started the timer operates contin- 
uously, without interruption or delay, until 
stopped by a reset. 


Time Constant to Follow. A 1 in D2 indicates 
that the next word addressed to the selected 
channel is a time constant data word for the 
time constant register. The time constant word 
may be written at any time. 

A 0 in D2 indicates no time constant word is 
to follow. This is ordinarily used when the 
channel is already in operation and the new 
channel control word is an update. A channel 
will not operate without a time constant value. 
The only way to write a time constant value is 
to write a control word with Do set. 


Figure 6. Time Constant Word 


Software Reset. Setting D) to 1 causes a soft- 
ware reset, which is described in the Reset 
section. 


Control Word. Setting Do to 1 identifies the 
word as a control word. 


Time Constant Programming. Before a chan- 
nel can start counting it must receive a time 
constant word from the CPU. During program- 
ming or reprogramming, a channel control 
word in which bit 2 is set must precede the 
time constant word to indicate that the next 
word is a time constant. The time constant 
word can be any value from 1 to 256 (Figure 
6). Note that 00)g is interpreted as 256. 

In timer mode, the time interval is controlled 
by three factors: 


m@ The system clock period (¢) 


@ The prescaler factor (P), which multiplies 
the interval by either 16 or 256 


m The time constant (T), which is programmed 
into the time constant register 


Consequently, the time interval is the pro- 
duct of ¢xPxT. The minimum timer resolu- 
tion is 16x @ (4 us with a 4 MHz clock). The 
maximum timer interval is 256 x @ x 256 (16.4 ms 
with a 4 MHz clock). For longer intervals 
timers may be cascaded. 


Interrupt Vector Programming. If the Z-80 
CTC has one or more interrupts enabled, it 
can supply interrupt vectors to the Z-80 CPU. 
To do so, the Z-80 CTC must be pre-pro- 
grammed with the most-significant five bits of 
the interrupt vector. Programming consists of 
writing a vector word to the I/O port cor- 
responding to the Z-80 CTC Channel 0. Note 
that Do of the vector word is always zero, to 
distinguish the vector from a channel control 
word. D) and D2 are not used in programming 
the vector word. These bits are supplied by 
the interrupt logic to identify the channel 
requesting interrupt service with a unique 
interrupt vector (Figure 7). Channel 0 has the 
highest priority. 


[Dr | Be [Ds | Ds | Ds [D2] Ds | Oo 
V7-V3 i | Le 0 = INTERRUPT VECTOR WORD 


SUPPLIED 1 = CONTROL WORD 
BY USER 


CHANNEL IDENTIFIER 
(AUTOMATICALLY INSERTED 
BY CTC 

0 O = CHANNEL 0 


Figure 7. Interrupt Vector Word 
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CE. Chip Enable (input, active Low). When 
enabled the CTC accepts control words, inter- 
rupt vectors, or time constant data words from 
the data bus during an I/O write cycle; or 
transmits the contents of the down-counter to 
the CPU during an I/O read cycle. In most 
applications this signal is decoded from the 
eight least significant bits of the address bus 
for any of the four I/O port addresses that are 
mapped to the four counter-timer channels. 


CLK. System Clock (input). Standard single- 
phase Z-80 system clock. 


CLK/TRGo-CLK/TRG3. External Clock/Timer 
Trigger (input, user-selectable active High or 
Low). Four pins corresponding to the four Z-80 
CTC channels. In counter mode, every active 


edge on this pin decrements the down-counter. 


In timer mode, an active edge starts the timer. 


CSp9-CS). Channel! Select (inputs active High). 
Two-bit binary address code selects one of the 
four CTC channels for an I/O write or read 
(usually connected to Ag and A)). 


Do-D7. System Data Bus (bidirectional, 
3-state). Transfers all data and commands 


between the Z-80 CPU and the Z-80 CTC. 


SYSTEM 
BUSES 


IEI 
ZCITO, 
cTtc 


ZCITO2 INT 
IEO 


Figure 8. A Typical Z-80 Environment 


IEI. Jnterrupt Enable In (input, active High). 
A High indicates that no other interrupting 
devices of higher priority in the daisy chain 
are being serviced by the Z-80 CPU. 


IEO. /nterrupt Enable Out (output, active 
High). High only if IEI is High and the Z-80 
CPU is not servicing an interrupt from any 
Z-80 CTC channel. IEO blocks lower priority 
devices from interrupting while a higher 
priority interrupting device 1s being serviced. 


INT. Interrupt Request (output, open drain, 
active Low). Low when any Z-80 CTC channel 
that has been programmed to enable interrupts 
has a zero-count condition in its down-counter. 


IORQ. /nput/Output Request (input from CPU, 
active Low). Used with CE and RD to transfer 
data and channel control words between the 
Z-80 CPU and the Z-80 CTC. During a write 
cycle, IORO and CE are active and RD 
inactive. The Z-80 CTC does not receive a 
specific write signal; rather, 1t internally 
generates its own from the inverse of an active 
RD signal. In a read cycle, IORQ, CE and RD 
are active; the contents of the down-counter 
are read by the Z-80 CPU. If IORQ and M1 are 
both true, the CPU is acknowledging an inter- 
rupt request, and the highest priority inter- 
rupting channel places its interrupt vector on 


the Z-80 data bus. 


Ml. Machine Cycle > One (input from CPU, 
active Low). When M1 and IORQ are active, 
the Z-80 CPU 1s acknowledging an interrupt. 
The Z-80 CTC then places an interrupt vector 
on the data bus if it has highest priority, and if 
a channel has requested an interrupt (INT). 


RD. Read Cycle Status (input, active Low). 
Used in conjunction with IORO and CE to 
transfer data and channel control words 


between the Z-80 CPU and the Z-80 CTC. 


RESET. Reset (input active Low). Terminates 
all down-counts and disables all interrupts by 
resetting the interrupt bits in all control 
registers; the ZC/TO and the Interrupt outputs 
go inactive; IEO reflects IEI; Do-D7 go to the 
high-impedance state. 


ZC/TO9-ZC/TOg. Zero Count/Timeout (output, 
active High). Three ZC/TO pins corresponding 
to Z-80 CTC channels 2 through 0 (Channel 3 
has no ZC/TO pin). In both counter and timer 
modes the output is an active High pulse when 
the down-counter decrements to zero. 
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Timing Read Cycle Timing. Figure 9 shows read latched into the appropriate register with the 
cycle timing. This cycle reads the contents of a rising edge of clock cycle T3. 
down-counter without disturbing the count. 
During clock cycle Tz, the Z-80 CPU initiates a 
read cycle by driving the following inputs 


Low: RD, IORO, and CE. A 2-bit binary code 


at inputs CS) and CSg selects the channel to CLK/TRG 
be read. M1 must be High to distinguish this 
cycle from an interrupt acknowledge. No addi- INTERNAL START TIMING 


tional wait states are allowed. 


Ty Te Twa Ts 11 Figure 11. Timer Mode Timing 


Timer Operation. In the timer mode, a 


B80 C81..C8 CLK/TRG pulse input starts the timer (Figure 


11) on the second succeeding rising edge of 


fora \ / CLK. The trigger pulse is asynchronous, and it 


must have a minimum width. A minimum lead 


RD \ / time (210 ns) 1s required between the active 


edge of the CLK/TRG and the next rising edge 


M4 as of CLK to enable the prescaler on the follow- 
ing clock edge. If the CLK/TRG edge occurs 
DATA OUT closer than this, the initiation of the timer 


function is delayed one clock cycle. This cor- 
responds to the startup timing discussed in the 
programming section. The timer can also be 
started automatically if so programmed by the 
channel control word. 


Figure 9. Read Cycle Timing 


Write Cycle Timing. Figure 10 shows write 
cycle timing for loading control, time constant 
or vector words. 

The CTC does not have a write signal input, 
so it generates one internally when the read 
(RD) input is High during T}. During T2 ers 
IORO and CE inputs are Low. M1 must be 
High to distinguish a write cycle from an inter- INTERNAL 
rupt acknowledge. A 2-bit binary code at a haa 
inputs CS); and CS selects the channel to be 
addressed, and the word being written 1s 
placed on the Z-80 data bus. The data word 1s 


zciTo 


Figure 12. Counter Mode Timing 


CLK _! | | | | | Counter Operation. In the counter mode, the 


CLK/TRG pulse input decrements the down- 


count 1s synchronized with CLK. For the 


jora \ / decrement to occur on the next rising edge of 
CLK, the trigger edge must precede CLK by a 


a eae ae aa aaa minimum lead time as shown in Figure 12. If 
led the lead time is less than specified, the count 

a a as is delayed by one clock cycle. The trigger 
-~ pulse must have a minimum width, and the 


trigger period must be at least twice the clock 
para XX period: 


The ZC/TO output occurs immediately after 
Figure 10. Write Cycle Timing zero count, and follows the rising CLK edge. 
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HIGHEST PRIORITY 
DEVICE 


The Z-80 CTC follows the Z-80 system inter- 
rupt protocol for nested priority interrupts and 
return from interrupt, wherein the interrupt 
priority of a peripheral is determined by its 
location in a daisy chain. Two lines—IEI and 
IEO—in the CTC connect it to the system daisy 
chain. The device closest to the +5 V supply 
has the highest priority (Figure 13). For addi- 
tional information on the Z-80 interrupt struc- 
ture, refer to the Z-80 CPU Product Specitica- 
tion and the Z-80 CPU Technical Manual. 


LOWEST PRIORITY 
DEVICE 


DEVICE 0 DEVICE 1 DEVICE 2 DEVICE 3 


HI HI HI HI 


Figure 13. Daisy-Chain Interrupt Priorities 


Within the Z-80 CTC, interrupt priority is 
predetermined by channel number: Channel 0 
has the highest priority, and Channel 3 the 
lowest. If a device or channel is being serviced 
with an interrupt routine, it cannot be inter- 
rupted by a device or channel with lower 
priority until service is complete. Higher 
priority devices or channels may interrupt the 
servicing of lower priority devices or channels. 

A Z-80 CTC channel may be programmed to 
request an interrupt every time its down- 
counter reaches zero. Note that the CPU must 
be programmed for interrupt mode 2. Some 
time after the interrupt request, the CPU sends 
an interrupt acknowledge. The CTC interrupt 
control logic determines the highest priority 
channel that is requesting an interrupt. Then, 
if the CTC IEI input is High (indicating that it 
has priority within the system daisy chain) it 
places an 8-bit interrupt vector on the system 
data bus. The high-order five bits of this vector 


Figure 14. Interrupt Acknowledge Timing 


were written to the CTC during the program- 
ming process; the next two bits are provided 
by the CTC interrupt control logic as a binary 
code that identifies the highest priority chan- 
nel requesting an interrupt; the low-order bit 
is always zero. 


Interrupt Acknowledge Timing. Figure 14 
shows interrupt acknowledge timing. After an 
interrupt request, the Z-80 CPU sends an inter- 
rupt acknowledge (M1 and IORQ). All chan- 
nels are inhibited from changing their inter- 
rupt request status when M1 is active—about 
two clock cycles earlier than IORQ. RD is 
High to distinguish this cycle from an instruc- 
tion fetch. 

The CTC interrupt logic determines the 
highest priority channel requesting an inter- 
rupt. If the CTC interrupt enable input (IEI) is 
High, the highest priority interrupting channel 
within the CTC places its interrupt vector on 
the data bus when IORQ goes Low. Two wait 
states (Twa) are automatically inserted at this 
time to allow the daisy chain to stabilize. Addi- 
tional wait states may be added. 


Return from Interrupt Timing. At the end of 
an interrupt service routine the RETI (Return 
From Interrupt) instruction initializes the daisy 
chain enable lines for proper control of nested 
priority interrupt handling. The CTC decodes 
the 2-byte RETI code internally and determines 
whether it is intended for a channel being ser- 
viced. Figure 15 shows RETI timing. 

If several Z-80 peripherals are in the daisy 
chain, IEI settles active (High) on the chip 
currently being serviced when the opcode 
EDig¢ is decoded. If the following opcode is 
4Dj6, the peripheral being serviced is released 
and its IEO becomes active. Additional wait 
states are allowed. 


Figure 15. Return From Interrupt Timing 
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Absolute 


Voltages on all inputs and outputs 


Stresses greater than those listed under Absolute Max- 


Maximum with respect toGND.......... -0.3Vto +7.0V mum Ratings may cause permanent damage to the device. 
Rati ee ae This 1s a stress rating only; operation of the device at any 
atungs Operating Ambient As Specified in condition above those indicated in the operational sections 
Temperature ........... Ordering Information of these specifications 1s not implied. Exposure to absolute 
: maximum rating conditions for extended periods may affect 
Storage Temperature........ -65°C to +150°C device reliability. 
Test The characteristics below apply for the *See Ordering Information section for package 
Conditions following test conditions, unless otherwise temperature range and product number. 
noted. All voltages are referenced to GND 
(0 V). Positive current flows into the refer- +5V 
enced pin. Available operating temperature sa 
ranges are: FROM OUTPUT 
UNDER TEST 
m@S* = 0°C to +70°C, 
+4.75 Vs Voc 8 +5.25 V ‘cane 259 
m E* = —40°C to +85°C, i 
+4.75 Vs Voc S +5.25 V => > = 
@ M* = -—55°C to +125°C, 
+445 Vs Voco8 +5.5V 
DC Symbol Parameter Min Max § Unit Test Condition 
Character- 
istics Vitc Clock Input Low Voltage -0.3 +045 V 
Vinc Clock Input High Voltage Vec--6 Vec+.3 V 
Vin Input Low Voltage -0.3 +0.8 V 
Vin Input High Voltage + 2.0 Vec V 
VoL Output Low Voltage +0.4 V Iol = 2mA 
Vou Output High Voltage +2.4 V Ion = —250 pA 
loc Power Supply Current +20 mA 
Thy Input Leakage Current +10 pA Vin = 0 to Voc 
lo 3-State Output Leakage Current in Float +10 pA Vout = 0.4 to Vec 
loup Darlington Drive Current -1.5 mA Vou = 1.5 V 
Rext = 3900 
Symbol Parameter Max Unit Condition 
CLK Clock Capacitance 20 pF Unmeasured pins 
Cw Input Capacitance 5 returned to ground 
Cour Output Capacitance 10 


Tx = 25°C, f = 1 MHz 
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Z-80 CTC Z-80A CTC Z-80B CTC 
Min Max Min Max Min Max 


Number Symbol Parameter (ns) (ns) (ns) (ns) (ns) (ns) Notes* 
] TcC Clock Cycle Time 400 fl] 250 [1] 165 [1] 
2 TwCH Clock Width (High) 170 2000 105 2000 65 2000 
3 TwCl Clock Width (Low) 170 2000 105 2000 65 2000 
4 TiC Clock Fall Time 30 30 20 
5 — TrC —— Clock Rise Time ——— 0 ——--— 30 ———_ 20 
6 Th All Hold Times 0 0 0 
7 TsCS(C) CS to Clock t Setup Time 250 160 100 
8  TsCE(C) CE to Clock t Setup Time 200 150 100 
9  TsIO(C) TORO | to Clock t Setup Time 250 116 70 
10 — TsRD(C) ——— RD } to Clock t Setup Time 240 ————— 115 —--— 70 
1] TdC(DO) Clock |! to Data Out Delay 240 200 130 [2] 
12 TdC(DOz) Clock | to Data Out Float Delay 230 110 90 
13 TsDI(C) Data In to Clock t Setup Time 60 50 40 
14. = TsM1(C) MI to Clock 1 Setup Time 210 90 70 
15 — TdM1(IEO) — M1 } to IEO } Delay (Interrupt 
immediately preceding M1) 300 190 130 [3] 
16 TdIO(DOI)  IORO } to Data Out Delay 340 160 110 [2] 
(INTA Cycle) 
17 TdIEI(IEOf) IEI | to IEO |} Delay 190 130 100 [3] 
18 TdIEI(IEOr) IEI t to IEO t Delay 
(After ED Decode) 220 160 110 [3] 
19 TdC(INT) Clock t to INT | Delay (TcC + 200) (ToC + 140) TcC + 120 [4] 
20 — TdCLK(INT) — CLK/TRG t to INT } 
tsCTR(C) satisfied (19) + (26) (19) + (26) (19) + (26) [5] 
tsCTR(C) not satisfied (1) + (19) + (26) (1) + (19) + (26) (1) + (19) + (26) [5] 
21 TcCTR CLK/TRG Cycle Time (2TcC) (2TcC) 2TcC [5] 
22 TrCTR CLK/TRG Rise Time 50 50 40 
23 TiCTR CLK/TRG Fall Time 50 50 40 
24 TwCTRI CLK/TRG Width (Low) 200 200 120 
29 — TwCTRh CLK/TRG Width (High) ————— 200 —-——-——- 200 ——————_ 120 
26 TsCTR(Cs) CLK/TRG t to Clock t Setup 
Time for Immediate Count 300 210 150 [5] 


21 TsCTR(Ct) CLK/TRG f to Clock 1 Setup 


Time for enabling of Prescaler 


on following clockt 210 210 150 [4] 

28 TdC(ZC/TOr) Clock t to ZC/TO t Delay 260 190 140 

29 TdC(ZC/TOf) Clock | to ZC/TO | Delay 190 190 140 

[A] 2.5 TcC > (n-2) TdIEK(IEOf) + TdMI(IEO) + TsIEI(IO) [3] Increase delay by 2 ns for each 10 pF increase in loading, 

+ TTL buffer delay, if any. 100 pF maximum, 
{B] RESET must be active for a minimum of 3 clock cycles [4] Timer mode 
[5] Counter mode 
peas [6] RESET must be active for a minimum of 3 clock cycles 


{1] TcC = TwCh + TwCl + TrC + TfC 
{2] Increase delay by 10 ns for each 50 pF increase in loading, 
200 pF maximum for data lines, and 100 pF for control lines 


* All timings are preliminary and subject to change. 
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Product Package/ 
Temp 


Number 


28430 
Z8430 
Z8430 
28430 
Z8430 
Z8430 
28430 
28430 
Z8430A 
Z8430A 


CE 
CM 
CMB 
CS 
DE 
DS 
PE 
PS 
CE 
CM 


Speed 


2.5 MHz 
2.5 MHz 
2.5 MHz 
2.5 MHz 
2.5 MHz 
2.5 MHz 
2.5 MHz 
2.5 MHz 
4.0 MHz 
4.0 MHz 


Description 


Z80 CTC (28-pin) 


Same as above 
Same as above 
Same as above 
Same as above 
Same as above 
Same as above 


Same as above 


Z80A CTC (28-pin) 


Same as above 


Product 
Number 


Z8430A 
Z8530A 
Z8430A 
Z8430A 
Z8430A 
Z8430A 
28430B 
Z8430B 
Z8430B 


Package/ 

Temp 

CMB 
CS 
DE 
DS 
PE 
PS 
CS 
DS 
PS 


Speed 


4.0 MHz 
4.0 MHz 
4.0 MHz 
4.0 MHz 
4.0 MHz 
4.0 MHz 
6.0 MHz 
6.0 MHz 
6.0 MHz 


Description 


Z80A CTC (28-pin) 


Same as above 
Same as above 
Same as above 
Same as above 
Same as above 
Same as above 
Same as above 


Same as above 


“NOTES: C = Ceramic, D = Cerdip, P = Plastic; E = -40°C to +85°C, M = -55°C to +125°C, MB = -55°C to + 125°C with 


MIL-STD-883 Class B processing, S = 0°C to + 70°C. 
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28440 
Z80° SIO Serial 
Input/Output Controller 


Product 
Specification 


Zilog 


September 1983 


@ Two independent full-duplex channels, with 
separate control and status lines for modems 
or other devices. 


m Data rates of 0 to 500K bits/second in 
the xl clock mode with a 2.5 MHz clock 
(Z-80 SIO), or O to 800K bits/second with a 
4.0 MHz clock (Z-80A SIO). 


m Asynchronous protocols: everything 
necessary for complete messages in 5, 6, 7 
or 8 bits/character. Includes variable stop 
bits and several clock-rate multipliers; 
break generation and detection; parity; 
overrun and framing error detection. 


Features 


@ Synchronous protocols: everything 
necessary for complete bit- or byte-oriented 
messages in 5, 6, 7 or 8 bits/character, 
including IBM Bisync, SDLC, HDLC, 
CCITT-X.25 and others. Automatic CRC 
generation/checking, syne character and 
zero insertion/deletion, abort genera- 
tion/detection and flag insertion. 


m Receiver data registers quadruply buffered, 
transmitter registers doubly buffered. 


@ Highly sophisticated and flexible daisy- 
chain interrupt vectoring for interrupts 
without external logic. 


The Z-80 SIO Serial Input/Output Control- 
ler is a dual-channel data communication 
interface with extraordinary versatility and 
capability. Its basic functions as a serial-to- 
parallel, parallel-to-serial converter/controller 
can be programmed by a CPU for a broad 
range of serial communication applications. 

The device supports all common asyn- 
chronous and synchronous protocols, byte- or 
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Figure 1. Z-80 SIO/2 Pin Functions 


CHANNEL A 
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bit-oriented, and performs all of the functions 
traditionally done by UARTs, USARTs and 
synchronous communication controllers com- 
bined, plus additional functions traditionally 
performed by the CPU. Moreover, 1t does this 
on two fully-independent channels, with an 
exceptionally sophisticated interrupt structure 
that allows very fast transfers. 


Full interfacing is provided for CPU or DMA 
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Figure 2. Z-80 SIO/2 Pin Assignments 
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General 
Description 
(Continued) 


control. In addition to data communication, the 
circuit can handle virtually all types of serial 
1/O with tast (or slow) peripheral devices. 
While designed primarily as a member of the 
Z-80 family, its versatility makes it well suited 
to many other CPUs. 


The Z-80 SIO 1s an n-channel silicon-gate 
depletion-load device packaged 1n a 40-pin 
plastic or ceramic DIP. It uses a single +5 V 
power supply and the standard Z-80 family 
single-phase clock. 
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Figures | through 6 illustrate the three pin 
configurations (bonding options) available in 
the SIO. The constraints of a 40-pin package 
make it impossible to bring out the Receive 


Clock (RxC), Transmit Clock (TxC), Data Ter- 
minal Ready (DTR) and Sync (SYNC) signals 
for both channels. Therefore, either Channel B 
lacks a signal or two signals are bonded 
together in the three bonding options offered: 


m Z-80 SIO/2 lacks SYNCB 
m Z-80 SIO/1 lacks DTRB 


m Z-80 SIO/O has all four signals, but TxCB 
and RxCB are bonded together 


The first bonding option above (SIO/2) is the 
preferred version for most applications. The 
pin descriptions are as follows: 


B/A. Channel A Or B Select (input, High 
selects Channel B). This input defines which 
channel is accessed during a data transfer 
between the CPU and the SIO. Address bit Ag 
from the CPU 1s often used for the selection 
function. 


C/D. Contro/] Or Data Select (input, High 
selects Control). This input defines the type of 
information transfer performed between the 
CPU and the SIO. A High at this input during 
a CPU write to the SIO causes the information 
on the data bus to be interpreted as a com- 
mand for the channel selected by B/A. A Low 
at C/D means that the information on the data 
bus is data. Address bit Aj 1s often used for 
this function. 
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Figure 3. Z-80 SIO/1 Pin Functions 
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CHANNEL B 


CE. Chip Enable (input, active Low). A Low 
level at this input enables the SIO to accept 
command or data input from the CPU during a 
write cycle or to transmit data to the CPU 
during a read cycle. 


CLK. System Clock (input). The SIO uses the 
standard Z-80 System Clock to synchronize 
internal signals. This is a single-phase clock. 


CTSA, CTSB. Clear To Send (inputs, active 
Low). When programmed as Auto Enables, a 
Low on these inputs enables the respective 
transmitter. If not programmed as Auto 
Enables, these inputs may be programmed as 
general-purpose inputs. Both inputs are 
Schmitt-trigger buffered to accommodate slow- 
risetime signals. The SIO detects pulses on 
these inputs and interrupts the CPU on both 
logic level transitions. The Schmutt-trigger buf- 
fering does not guarantee a specified noise- 
level margin. 


Do-Dy7. System Data Bus (bidirectional, 
3-state). The system data bus transfers data 
and commands between the CPU and the Z-80 
SIO. Do 1s the least significant bit. 


DCDA, DCDB. Data Carrier Detect (inputs, 
active Low). These pins function as receiver 
enables if the SIO 1s programmed for Auto 
Enables; otherwise they may be used as 
general-purpose input pins. Both pins are 
Schmitt-trigger buffered to accommodate slow- 
risetime signals. The SIO detects pulses on 
these pins and interrupts the CPU on both 
logic level transitions. Schmitt-trigger butter- 
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Figure 4. Z-80 SIO/1 Pin Assignments 
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Description 
(Continued) 


ing does not guarantee a specific noise-level 
margin. 


DTRA, DTRB. Data Terminal Ready (outputs, 
active Low). These outputs follow the state pro- 
grammed into Z-80 SIO. They can also be pro- 
grammed as general-purpose outputs. 

In the Z-80 SIO/1 bonding option, DTRB is 
omitted. 


IEI. /nterrupt Enable In (input, active High). 
This signal 1s used with IEO to form a priority 
daisy chain when there is more than one 
interrupt-driven device. A High on this line 
indicates that no other device of higher pri- 
ority 1s being serviced by a CPU interrupt ser- 
vice routine. 


IEO. /nterrupt Enable Out (output, active 
High). IEO 1s High only if IE] 1s High and the 
CPU is not servicing an interrupt from this 
SIO. Thus, this signal blocks lower priority 
devices from interrupting while a higher 
priority device is being serviced by its CPU 
interrupt service routine. 


INT. Interrupt Request (output, open drain, 
active Low). When the SIO is requesting an 
interrupt, it pulls INT Low. 


IORQ. J[nput/Output Request (input from CPU, 
active Low). IORQ is used in conjunction with 
B/A, C/D, CE and RD to transfer commands 
and data between the CPU and the SIO. When 
CE, RD and IORQ are all active, the channel 
selected by B/A transfers data to the CPU (a 
read operation). When CE and IORQ are 
active but RD is inactive, the channel selected 
by B/A is written to by the CPU with either 
data or control information as specified by 


C/D. If IORO and M1 are active simultane- 
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Figure 5. Z-80 SIO/0 Pin Functions 


CHANNEL A 


CHANNEL B 


ously, the CPU is acknowledging an interrupt 
and the SIO automatically places its interrupt 
vector on the CPU data bus if it is the highest 
priority device requesting an interrupt. 


Ml. Machine Cycle (input from Z-80 CPU, 
active Low). When M1 1s active and RD 1s also 
active, the Z-80 CPU 1s fetching an instruction 
from memory; when M1 1s active while IOROQ 1s 
active, the SIO accepts M1] and IORO as an 
interrupt acknowledge if the SIO 1s the highest 


priority device that has interrupted the Z-80 
CPU. 


RxCA, RxCB. Receiver Clocks (inputs). 
Receive data 1s sampled on the rising edge of 
RxC. The Receive Clocks may be 1, 16, 32 or 
64 times the data rate in asynchronous modes. 
These clocks may be driven by the Z-80 CTC 
Counter Timer Circuit for programmable baud 
rate generation. Both inputs are Schmitt- 
trigger buffered (no noise level margin is 
specified). 

In the Z-80 SIO/O bonding option, RxCB 1s 
bonded together with TxCB. 


RD. Read Cycle Status (input from CPU, 
active Low). If RD is active, a memory or I/O 
read operation is 1n progress. RD 1s used with 
B/A, CE and IOROQ to transfer data from the 
SIO to the CPU. 


RxDA, RxDB. Receive Data (inputs, active 
High). Serial data at TTL levels. 


RESET. Rese? (input, active Low). A Low 
RESET disables both receivers and transmit- 
ters, forces TxDA and TxDB marking, forces 
the modem controls High and disables all 
interrupts. The control registers must be 
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Figure 6. Z-80 SIO/0 Pin Assignments 
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Description 
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CONTROL 6 


rewritten after the SIO is reset and before data 
is transmitted or received. 


RTSA,RTSB. Request To Send (outputs, 
active Low). When the RTS bit in Write 
Register 5 (Figure 14) is set, the RTS output 
goes Low. When the RTS bit is reset in the 
Asynchronous mode, the output goes High 
after the transmitter is empty. In Synchronous 
modes, the RTS pin strictly follows the state of 
the RTS bit. Both pins can be used as general- 
purpose outputs. 


SYNCA, SYNCB. Synchronization (inputs/out- 
puts, active Low). These pins can act either as 
inputs or outputs. In the asynchronous receive 
mode, they are inputs similar to CTS and 
DCD. In this mode, the transitions on these 
lines affect the state of the Sync/Hunt status 
bits in Read Register 0 (Figure 13), but have 
no other function. In the External Sync mode, 
these lines also act as inputs. When external 
synchronization is achieved, SYNC must be 
driven Low on the second rising edge of RxC 
after that rising edge of RxC on which the last 
bit of the sync character was received. In 
other words, after the sync pattern is detected, 
the external logic must wait for two full 
Receive Clock cycles to activate the SYNC 
input. Once SYNC is forced Low, it should be 
kept Low until the CPU informs the external 
synchronization detect logic that synchroniza- 
tion has been lost or a new message is about to 
start. Character assembly begins on the rising 
edge of RxC that immediately precedes the 
falling edge of SYNC in the External Sync 
mode. 
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In the internal synchronization mode 
(Monosync and Bisync), these pins act as out- 
puts that are active during the part of the 
receive clock (RxC) cycle in which sync 
characters are recognized. The sync condition 
is not latched, so these outputs are active each 
time a sync pattern is recognized, regardless 
of character boundaries. 

In the Z-80 SIO/2 bonding option, SYNCB 
is omitted. 


TxCA, TxCB. Transmitter Clocks (inputs). In 
asynchronous modes, the Transmitter Clocks 
may be 1, 16, 32 or 64 times the data rate; 
however, the clock multiplier for the transmit- 
ter and the receiver must be the same. The 
Transmit Clock inputs are Schmitt-trigger buf- 
fered for relaxed rise- and fall-time require- 
ments (no noise level margin is specified). 
Transmitter Clocks may be driven by the Z-80 
CTC Counter Timer Circuit for programmable 
baud rate generation. 

In the Z-80 SIO/O bonding option, TxCB is 
bonded together with RxCB. 


TxDA, TxDB. 7ransmit Data (outputs, active 
High). Serial data at TTL levels. TxD changes 
from the falling edge of TxC. 


W/RDYA, W/RDYB. Wait/Ready A, Wait/ 
Ready B (outputs, open drain when pro- 
grammed for Wait function, driven High and 
Low when programmed for Ready function). 
These dual-purpose outputs may be pro- 
grammed as Ready lines for a DMA controller 
or as Wait lines that synchronize the CPU to 
the SIO data rate. The reset state is open 
drain. 
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Figure 7. Block Diagram 
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Functional 
Description 


The functional capabilities of the Z-80 SIO 
can be described from two different points of 
view: as a data communications device, 1 
transmits and receives serial data in a wide 
variety of data-communication protocols; as a 
Z-80 family peripheral, it interacts with the 
Z-80 CPU and other peripheral circuits, shar- 
ing the data, address and control buses, as 
well as being a part of the Z-80 interrupt struc- 
ture. As a peripheral to other microprocessors, 
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the SIO offers valuable features such as non- 
vectored interrupts, polling and simple hand- 
shake capability. 

Figure 8 illustrates the conventional devices 
that the SIO replaces. 

The first part of the following discussion 
covers SIO data-communication capabilities; 
the second part describes interactions between 


the CPU and the SIO. 
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Figure 8. Conventional Devices Replaced by the Z-80 SIO 
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The SIO provides two independent full- 
duplex channels that can be programmed for 
use 1n any common asynchronous or synchro- 
nous data-communication protocol. Figure 9 
illustrates some of these protocols. The follow- 
ing is a short description of them. A more 
detailed explanation of these modes can be 
found in the Z-80 SIO Technical Manual. 


Asynchronous Modes. Transmission and 
reception can be done independently on each 
channel with five to eight bits per character, 
plus optional even or odd parity. The transmit- 
ters can supply one, one-and-a-half or two stop 
bits per character and can provide a break 
output at any time. The receiver break- 
detection logic interrupts the CPU both at the 
start and end of a received break. Reception 1s 
protected trom spikes by a transient spike- 
rejection mechanism that checks the signal 
one-half a bit time after a Low level is detected 
on the receive data input (RxDA or RxDB in 
Figure 5). If the Low does not persist—as in 
the case of a transient—the character assembly 
process is not started. 

Framing errors and overrun errors are 
detected and buffered together with the partial 
character on which they occurred. Vectored 


interrupts allow fast servicing of error condi- 
tions using dedicated routines. Furthermore, a 
built-in checking process avoids interpreting a 
framing error as a new start bit: a framing 
error results in the addition of one-half a bit 
time to the point at which the search for the 
next start bit is begun. 

The SIO does not require symmetric transmit 
and receive clock signals—a feature that 
allows it to be used with a Z-80 CTC or many 
other clock sources. The transmitter and 
receiver can handle data at a rate of 1, 1/16, 
1/32 or 1/64 of the clock rate supplied to the 
receive and transmit clock inputs. 

In asynchronous modes, the SYNC pin may 
be programmed as an input that can be used 
for functions such as monitoring a ring 
indicator. 


Synchronous Modes. The SIO supports both 
byte-oriented and bit-oriented synchronous 
communication. 

Synchronous byte-oriented protocols can be 
handled in several modes that allow character 
synchronization with an 8-bit sync character 
(Monosync), any 16-bit syne pattern (Bisync), 
or with an external sync signal. Leading sync 


2042-0107 


75 


Data 
Communi- 
cation 
Capabilities 
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characters can be removed without interrupt- 
ing the CPU. 

Five-, six- or seven-bit sync characters are 
detected with 8- or 16-bit patterns in the SIO 
by overlapping the larger pattern across multi- 
ple in-coming sync characters, as shown in 
Figure 10. 

CRC checking for synchronous byte- 
oriented modes is delayed by one character 
time so the CPU may disable CRC checking on 
specific characters. This permits implementa- 
tion of protocols such as IBM Bisync. 

Both CRC-16 (X16 + X15 + X2 + 1) and 
CCITT (X16 + Xl2 + X5 + 1) error checking 
polynomials are supported. In all non-SDLC 
modes, the CRC generator is initialized to 0's; 
in SDLC modes, it is initialized to 1’s. The SIO 
can be used for interfacing to peripherals such 
as hard-sectored floppy disk, but it cannot 
generate or check CRC for IBM-compatible 
soft-sectored disks. The SIO also provides a 
feature that automatically transmits CRC data 
when no other data is available for transmis- 
sion. This allows very high-speed transmissions 
under DMA control with no need for CPU 
intervention at the end of a message. When 
there is no data or CRC to send in syn- 
chronous modes, the transmitter inserts 8- or 
16-bit sync characters regardless of the pro- 
grammed character length. 

The SIO supports synchronous bit-oriented 
protocols such as SDLC and HDLC by per- 
forming automatic flag sending, zero insertion 
and CRC generation. A special command can 
be used to abort a frame in transmission. At 
the end of a message the SIO automatically 
transmits the CRC and trailing flag when the 
transmit buffer becomes empty. If a transmit 
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underrun occurs 1n the middle of a message, 
an external/status interrupt warns the CPU of 
this status change so that an abort may be 
issued. One to eight bits per character can be 
sent, which allows reception of a message with 
no prior information about the character struc- 
ture in the information field of a frame. 

The receiver automatically synchronizes on 
the leading flag of a frame in SDLC or HDLC, 
and provides a synchronization signal on the 
SYNC pin; an interrupt can also be pro- 
grammed. The receiver can be programmed to 
search for frames addressed by a single byte to 
only a specified user-selected address or to a 
global broadcast address. In this mode, frames 
that do not match either the user-selected or 
broadcast address are ignored. The number of 
address bytes can be extended under software 
control. For transmitting data, an interrupt on 
the first received character or on every 
character can be selected. The receiver 
automatically deletes all zeroes inserted by the 
transmitter during character assembly. It also 
calculates and automatically checks the CRC 
to validate frame transmission. At the end of 
transmission, the status of a received frame 1s 
available in the status registers. 

The SIO can be conveniently used under 
DMA control to provide high-speed reception 
or transmission. In reception, for example, the 
SIO can interrupt the CPU when the first 
character of a message is received. The CPU 
then enables the DMA to transfer the message 
to memory. The SIO then issues an end-of- 
frame interrupt and the CPU can check the 
status of the received message. Thus, the CPU 
is freed for other service while the message is 
being received. 
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Figure 9. Some Z-80 SIO Protocols 
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I/O Interface 
Capabilities 


The SIO offers the choice of polling, inter- 
rupt (vectored or non-vectored) and block- 
transfer modes to transfer data, status and con- 
trol information to and from the CPU. The 
block-transter mode can also be implemented 


under DMA control. 


Polling. Two status registers are updated at 
appropriate times for each function being per- 
formed (for example, CRC error-status valid at 
the end of a message). When the CPU 1s 
operated in a polling fashion, one of the SIO’s 
two status registers 1s used to indicate whether 
the SIO has some data or needs some data. 
Depending on the contents of this register, the 
CPU will either write data, read data, or just 
go on. Two bits in the register indicate that a 
data transfer is needed. In addition, error and 
other conditions are indicated. The second 
status register (special receive conditions) does 
not have to be read 1n a polling sequence, 
until a character has been received. All inter- 
rupt modes are disabled when operating the 
device in a polled environment. 


Interrupts. The SIO has an elaborate interrupt 
scheme to provide fast interrupt service in 
real-time applications. A control register and a 
status register in Channel B contain the inter- 
rupt vector. When programmed to do so, the 
SIO can modify three bits of the interrupt vec- 
tor in the status register so that 1t points direct- 
ly to one of eight interrupt service routines in 
memory, thereby servicing conditions 1n both 
channels and eliminating most of the needs for 
a status-analysis routine. 

Transmit interrupts, receive interrupts and 
external/status interrupts are the main sources 
of interrupts. Each interrupt source is enabled 
under program control, with Channel A hav- 
ing a higher priority than Channel B, and with 
receive, transmit and external/status interrupts 
prioritized in that order within each channel. 
When the transmit interrupt is enabled, the 


CPU is interrupted by the transmit buffer 
becoming empty. (This implies that the 
transmitter must have had a data character 
written into it so 1t can become empty.) The 
receiver can interrupt the CPU in one of two 
ways: 


@ Interrupt on first received character 
m Interrupt on all received characters 


Interrupt-on-first-received-character 1s 
typically used with the block-transfer mode. 
Interrupt-on-all-received-characters has the 
option of modifying the interrupt vector in the 
event of a parity error. Both of these interrupt 
modes will also interrupt under special receive 
conditions on a character or message basis 
(end-of-frame interrupt in SDLC, for example). 
This means that the special-receive condition 
can cause an interrupt only if the interrupt-on- 
first-received-character or interrupt-on-all- 
received-characters mode 1s selected. In 
interrupt-on-first-received-character, an inter- 
rupt can occur from special-receive conditions 
(except parity error) after the first-received- 
character interrupt (example: receive-overrun 
interrupt). 

The main function of the external/status 
interrupt 1s to monitor the signal transitions of 
the Clear To Send (CTS), Data Carrier Detect 
(DCD) and Synchronization (SYNC) pins 
(Figures 1 through 6). In addition, an exter- 
nal/status interrupt 1s also caused by a CRC- 
sending condition or by the detection of a 
break sequence (asynchronous mode) or abort 
sequence (SDLC mode) 1n the data stream. 
The interrupt caused by the break/abort 
sequence allows the SIO to interrupt when the 
break/abort sequence 1s detected or ter- 
minated. This feature facilitates the proper ter- 
mination of the current message, correct 
initialization of the next message, and the 
accurate timing of the break/abort condition in 
external logic. 
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In a Z-80 CPU environment (Figure 11), SIO 
interrupt vectoring is “automatic’’: the SIO 
passes its internally-modifiable 8-bit interrupt 
vector to the CPU, which adds an additional 8 
bits from its interrupt-vector (I) register to form 
the memory address of the interrupt-routine 
table. This table contains the address of the 
beginning of the interrupt routine itself. The 
process entails an indirect transfer of CPU 
control to the interrupt routine, so that the 
next instruction executed after an interrupt 
acknowledge by the CPU is the first instruction 
of the interrupt routine itself. 


CPU/DMA Block Transfer. The SIO’s block- 
transfer mode accommodates both CPU block 
transfers and DMA controllers (Z-80 DMA or 
other designs). The block-transfer mode uses 
the Wait/Ready output signal, which is 
selected with three bits in an internal control 
register. The Wait/Ready output signal can be 
programmed as a WAIT line in the CPU block- 
transfer mode or as a READY line in the DMA 
block-transfer mode. 

To a DMA controller, the SIO READY output 
indicates that the SIO is ready to transfer data 
to or from memory. To the CPU, the WAIT out- 
put indicates that the SIO is not ready to 
transfer data, thereby requesting the CPU to 
extend the I/O cycle. 
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Figure 11. Typical Z-80 Environment 


Internal 
Structure 


The internal structure of the device includes 
a Z-80 CPU interface, internal control and 
interrupt logic, and two full-duplex channels. 
Each channel contains its own set of control 
and status (write and read) registers, and con- 
trol and status logic that provides the interface 
to modems or other external devices. 

The registers for each channel are desig- 
nated as follows: 


WRO-WR7 — Write Registers 0 through 7 
RRO-RR2 — Read Registers 0 through 2 


The register group includes five 8-bit control 
registers, two sync-character registers and two 
status registers. The interrupt vector is written 
into an additional 8-bit register (Write Register 
2) in Channel B that may be read through 
another 8-bit register (Read Register 2) in 
Channel B. The bit assignment and functional 
grouping of each register is configured to 
simplify and organize the programming pro- 
cess. Table 1 lists the functions assigned to 
each read or write register. 


RRO 


RRl 
RR2 


WRO 


WR1 


WR2 
WR3 
WR4 


WRS 
WR6 
WR7 


Read Register Functions 
Transmit/Receive buffer status, interrupt 
status and external status 
Special Receive Condition status 
Modified interrupt vector (Channel B only) 


Write Register Functions 
Register pointers, CRC initialize, initializa- 
tion commands for the various modes, etc. 


Transmit/Receive interrupt and data transfer 
mode definition. 


Interrupt vector (Channel B only) 
Receive parameters and control 


Transmit/Receive miscellaneous parameters 
and modes 


Transmit parameters and controls 
Sync character or SDLC address field 
Sync character or SDLC flag 
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The logic for both channels provides for- 
mats, synchronization and validation for data 
transferred to and from the channel interface. 
The modem control inputs, Clear To Send 
(CTS) and Data Carrier Detect (DCD), are 
monitored by the external control and status 
logic under program control. All external 
control-and-status-logic signals are general- 
purpose in nature and can be used for func- 
tions other than modem control. 


Data Path. The transmit and receive data path 
illustrated for Channel A in Figure 12 is iden- 
tical for both channels. The receiver has three 
8-bit buffer registers in a FIFO arrangement, 
in addition to the 8-bit receive shift register. 
This scheme creates additional time for the 


CPU to service an interrupt at the beginning of 
a block of high-speed data. Incoming data is 
routed through one of several paths (data or 
CRC) depending on the selected mode 
and—in asynchronous modes—the character 
length. 

The transmitter has an 8-bit transmit data 
buffer register that is loaded from the internal 
data bus, and a 20-bit transmit shift register 
that can be loaded from the sync-character 
buffers or from the transmit data register. 
Depending on the operational mode, outgoing 
data is routed through one of four main paths 
before it is transmitted from the Transmit Data 
output (TxD). 


CPU I/O 


VO DATA BUFFER 


TO CHANNEL B, 
CONTROL LOGIC, ETC. 


RECEIVE 


DATA 


FIFO 


RECEIVE 


ERROR 


FIFO 


RECEIVE 
ERROR 
HUNT MODE (BISYNC) LOGIC 
oe “7 
RECEIVE 
SYNC REGISTER 
SHIFT REGISTER 
& ZERO DELETE (8 BITS) 
SYNC- 
CRC 


ASYNC DATA 


CRC DELAY 
REGISTER 
(8 BITS) 


SDLC-CRC 


TRANSMIT 
MULTIPLEXER 
& 2-BIT DELAY 


TxDA 


TRANSMIT 


cLock Loaic | *°A 


CRC 
GENERATOR 


Figure 12. Transmit and Receive Data Path (Channel A) 
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Programming 


80 


The system program first issues a series of 
commands that initialize the basic mode of 
operation and then other commands that 
qualify conditions within the selected mode. 
For example, the asynchronous mode, 
character length, clock rate, number of stop 
bits, even or odd parity might be set first; then 
the interrupt mode; and finally, receiver or 
transmitter enable. 

Both channels contain registers that must be 
programmed via the system program prior to 
operation. The channel-select input (B/A) and 
the control/data input (C/D) are the command- 
structure addressing controls, and are normal- 
ly controlled by the CPU address bus. Figures 
15 and 16 illustrate the timing relationships for 
programming the write registers and transfer- 
ring data and status. 


Read Registers. The SIO contains three read 
registers for Channel B and two read registers 
for Channel A (RRO-RR2 in Figure 13) that can 
be read to obtain the status information; RR2 
contains the internally-modifiable interrupt 
vector and 1s only in the Channel B register 
set. The status information includes error con- 
ditions, interrupt vector and standard 
communications-intertface signals. 

To read the contents of a selected read 
register other than RRO, the system program 
must first write the pointer byte to WRO in 
exactly the same way as a write register opera- 
tion. Then, by executing a read instruction, 
the contents of the addressed read register can 
be read by the CPU. 

The status bits of RRO and RR1 are carefully 
grouped to simplify status monitoring. For 
example, when the interrupt vector indicates 
that a Special Receive Condition interrupt has 
occurred, all the appropriate error bits can be 
read from a single register (RR1). 


Write Registers. The SIO contains eight write 
registers for Channel B and seven write 
registers for Channel A (WRO-WR7 in Figure 
14) that are programmed separately to con- 
figure the functional personality of the chan- 
nels; WR2 contains the interrupt vector for 
both channels and is only in the Channel B 
register set. With the exception of WRO, pro- 
gramming the write registers requires two 
bytes. The first byte is to WRO and contains 
three bits (D9g-Dz2) that point to the selected 
register; the second byte is the actual control 
word that 1s written into the register to con- 


figure the SIO. 


WRO is a special case in that all of the basic 
commands can be written to it with a single 
byte. Reset (internal or external) initializes the 
pointer bits Do-D2 to point to WRO. This 
implies that a channel reset must not be com- 
bined with the pointing to any register. 


READ REGISTER 0 


[D7] Be {Ds | 4 [Ds [D2 Dy | Do 


Rx CHARACTER AVAILABLE 
INT PENDING (CH. A ONLY) 
Tx BUFFER EMPTY 


DCD 

SYNC/HUNT 

CTS * 
Tx UNDERRUN/EOM 


BREAK/ABORT 


i 


“Used With External/Status 
Interrupt Mode 


READ REGISTER If 


[7 | Be [Ds |B. | Da | Bs | Dy | Da 


eee ALL SENT 
| FIELD BITS | FIELD BITS IN 
IN PREVIOUS SECOND PREVIOUS 
BYTE BYTE 
1 #0 O 0 3 
0 1 #0 0 4 
1 1 £40 0 5 
0 oo 1 0 6 
1 0 1 0 7 
o 1 1 0 8 
1 #1 «1 1 8 
0 Oo 0 2 8 
PARITY ERROR *Residue Data For Eight 
Rx OVERRUN ERROR Rx Bits/Character Programmed 
CRC/FRAMING ERROR 


END OF FRAME (SDLC) 


tUsed With Special Receive Condition Mode 


READ REGISTER 2* 


| L-—vo 
Vit 
V2t 
V3t INTERRUPT 
v4 VECTOR 


tVaniable if ‘Status Affects 
Vector” is Programmed 


(*CHANNEL B ONLY) 


Figure 13. Read Register Bit Functions 
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Programming  whiTE REGISTER 0 


(Continued) 


[Dr] Be [Ds [04] Ds [D, ] Ds [De | 


REGISTER 0 
REGISTER 1 
REGISTER 2 
REGISTER 3 
REGISTER 4 
REGISTER 5 
REGISTER 6 
REGISTER 7 


aausncco00 
m=3nacCO4300 
43Oos+030-40 — 


NULL CODE 

SEND ABORT (SDLC) 

RESET EXT/STATUS INTERRUPTS 
CHANNEL RESET 


RESET Tx INT PENDING 
ERROR RESET 
RETURN FROM INT (CH A ONLY) 


—_= ee SB OOC So 
=3aO2Cc-8400 
-=o-0o0+#0+-0 


NULL CODE 

RESET Rx CRC CHECKER 

RESET Tx CRC GENERATOR 
RESET Tx UNDERRUN/EOM LATCH 


“ast OO 
aos oO 


WRITE REGISTER 1 


[Pr [Bs [Ds | Ds | Ba [Ds | Os | De | 


| Lexy INT ENABLE 
Tx INT ENABLE 
STATUS AFFECTS VECTOR 
(CH B ONLY) 
0 0 Rx INT DISABLE 
0 1 Rx INT ON FIRST CHARACTER 
1 0 INT ON ALL Rx CHARACTERS (PARITY AFFECTS VECTOR) 
1 1 INT ON ALL Rx CHARACTERS (PARITY DOES NOT AFFECT 
VECTOR) 
WAIT/READY ON RIT 
WAIT/READY FUNCTION 


WAITIREADY ENABLE 


WRITE REGISTER 2 (CHANNEL B ONLY) 


[Dr | De | Ds [Da] Da [Dz | Ds | Do 


v3 INTERRUPT 
v4 VECTOR 


WRITE REGISTER 3 


[7] De [Ds [04] Da | Da [Ds | Do) 


| Leesa ENABLE 
SYNC CHARACTER LOAD INHIBIT 
ADDRESS SEARCH MODE (SDLC) 
Rx CRC ENABLE 
ENTER HUNT PHASE 


AUTO ENABLES 


Rx 5 BITSICHARACTER 
Rx 7 BITSICHARACTER 
Rx 6 BITS/CHARACTER 
Rx 8 BITSICHARACTER 


== OC 
=O--0O0 


ENABLE INT ON NEXT Rx CHARACTER 


WRITE REGISTER 4 


[Pr | Ds [Ds | Ds [De | De | Ds | Do 


PARITY ENABLE 
PARITY EVEN/ODD 


i 


0 SYNC MODES ENABLE 

1 1 STOP BIT/CHARACTER 

0 1% STOP BITSICHARACTER 
1 2 STOP BITSICHARACTER 


“a -s& OO 


8 BIT SYNC CHARACTER 

16 BIT SYNC CHARACTER 
SDLC MODE (01111110 FLAG) 
EXTERNAL SYNC MODE 


—~ = OC 
—-O-c0 


X1 CLOCK MODE 

X16 CLOCK MODE 
X32 CLOCK MODE 
X64 CLOCK MODE 


-=--=3o°o 
“~O-0 


WRITE REGISTER 5 


[Dr | Bs] Ds [| Ds] Da] Dy | De 


| Ly CRC ENABLE 
RTS 
SDLCICRC 16 
Tx ENABLE 
SEND BREAK 


Tx 5 BITS (OR LESS)ICHARACTER 
Tx 7 BITSICHARACTER 
Tx 6 BITSICHARACTER 
Tx 8 BITS/CHARACTER 


—=380 
"O48 


DTR 


WRITE REGISTER 6 


[Pr] Ds [Ds | Da [Ds [D2 Ds | Do 


SYNC BIT 0 
SYNC BIT 1 
SYNC BIT 2 
SYNC BIT3 \, 
SYNC BIT 4 
SYNC BIT 5 
SYNC BIT 6 
SYNC BIT 7 


F 


*Also SDLC Address Field 


WRITE REGISTER 7 


[1] Be | Ds [D4] 2] 02 | Ds | Do, 


SYNC BIT 8 

SYNC BIT 9 

SYNC BIT 10 
SYNC BIT 11 
SYNC BIT 12 
SYNC BIT 13 
SYNC BIT 14 
SYNC BIT 15 


[ 


“For SDLC It Must Be Programmed 
to 01111110 For Flag Recognition 


Figure 14. Write Register Bit Functions 
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The SIO must have the same clock as the 
CPU (same phase and frequency relationship, 
not necessarily the same driver). 


Read Cycle. The timing signals generated by 
a Z-80 CPU input instruction to read a data or 
status byte from the SIO are illustrated in 
Figure 15. 


Write Cycle. Figure 16 illustrates the timing 
and data signals generated by a Z-80 CPU out- 
put instruction to write a data or control byte 
into the SIO. 


Interrupt-Acknowledge Cycle. After receiv- 
ing an interrupt-request signal from an SIO 
(INT pulled Low), the Z-80 CPU sends an 
interrupt-acknowledge sequence (M1 Low, and 
IORQO Low a few cycles later) as in Figure 17. 

The SIO contains an internal daisy-chained 
interrupt structure for prioritizing nested inter- 
rupts for the various functions of its two chan- 
nels, and this structure can be used within 
an external user-defined daisy chain that 
prioritizes several peripheral circuits. 

The IEI of the highest-priority device is 
terminated High. A device that has an inter- 
rupt pending or under service forces its IEO 
Low. For devices with no interrupt pending or 
under service, IEO=IEI. 

To insure stable conditions in the daisy 
chain, all interrupt status signals are pre- 
vented from changing while M1 is Low. When 
IORO is Low, the highest priority interrupt 
requestor (the one wit IEI High) places its 
interrupt vector on the data bus and sets its 


Ty To Tw T3 Ty 


CLOCK 


CE, C/D, BIA 


iORQ 


Figure 15. Read Cycle 


Ty Ta Tw T3 Ty 


CLOCK 


Figure 16. Write Cycle 


internal interrupt-under-service latch. 


Return From Interrupt Cycle. Figure 18 
illustrates the return from interrupt cycle. 
Normally, the Z-80 CPU issues a RETI (Return 
From Interrupt) instruction at the end of an 
interrupt service routine. RETI is a 2-byte 
opcode (ED-4D) that resets the interrupt- 
under-service latch in the SIO to terminate the 
interrupt that has just been processed. This is 
accomplished by manipulating the daisy chain 
in the following way. 

The normal daisy-chain operation can be 
used to detect a pending interrupt; however, it 
cannot distinguish between an interrupt under 
service and a pending unacknowledged inter- 
rupt of a higher priority. Whenever “ED” is 
decoded, the daisy chain is modified by forc- 
ing High the IEO of any interrupt that has not 
yet been acknowledged. Thus the daisy chain 
identifies the device presently under service as 
the only one with an IEI High and an IEO Low. 
If the next opcode byte is “4D,” the interrupt- 
under-service latch is reset. 

The ripple time of the interrupt daisy chain 
(both the High-to-Low and the Low-to-High 
transitions) limits the number of devices that 
can be placed in the daisy chain. Ripple time 
can be improved with carry-look-ahead, or by 
extending the interrupt-acknowledge cycle. 
For further information about techniques for 
increasing the number of daisy-chained 
devices, refer to the Z-80 CPU Product 
Specitication. 


Figure 17. Interrupt Acknowledge Cycle 


Figure 18. Return from Interrupt Cycle 
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Absolute 


Voltages on all inputs and outputs 


Stresses greater than those listed under Absolute Maxi- 


Maximum with respect toGND.......... -0.3Vto+7.0V —_—‘ mum Ratings may cause permanent damage to the device. 
Rati This is a stress rating only; operation of the device at any 
atings Operating Ambient As Spécified in condition above those indicated in the operational sections 
Temperature ........... Ordering Information of these specifications is not implied. Exposure to absolute 
y - maximum rating conditions for extended periods may affect 
Storage Temperature........ -65°C to +150°C device reliability. 
Test The characteristics below apply for the +5V 
Conditions following test conditions, unless otherwise “a 
noted. All voltages are referenced to GND eer 
(0 V). Positive current flows into the refer- UNDER TEST 
enced pin. Available operating temperature a 
ranges are: 1o0er uh 
w S* = 0°C to +70°C, | 
+4.75 Vs Voo Ss +5.25 V ris 
m E* = —40°C to +85°C, 
+4.75 Vs Vec Ss +5.25 V 
: 2 ay i The product number for each operating 
@ M* = —55°C to +125°C, temperature range can be found in the 
+4.5VeVoo 8 +5.5V ordering information included in the pro- 
*See Ordering Information section for package duct specification (see 1982/83 Zilog Data 
temperature range and product number. Book, document number 00-2034-02). 
DC Symbol Parameter Min Max Unit Test Condition 
Charac- 
teristics Vite Clock Input Low Voltage -0.3 +0.45 V 
Vinc Clock Input High Voltage Veco -0.6 Vec+0.3 V 
Vin Input Low Voltage —0.3 +0.8 V 
Vin Input High Voltage +2.0 Vec V 
VoL Output Low Voltage +0.4 V lo, = 2.0 mA 
Vou Output High Voltage +2.4 V loop = —250 pA 
Thy Input Leakage Current + 10 pA Vin = 0 to Vec 
lo. 3-State Output Leakage Current in Float +10 pA Vout = 0.4 V to Vec 
liisy) SYNC Pin Leakage Current + 10/-40 pA 0<Vin<Vec 
loc Power Supply Current 30 mA 
Over specified temperature and voltage range 
Capacitance Symbol Parameter Min Max Unit Test Condition 
G Clock Capacitance 40 pF Unmeasured 
Cin Input Capacitance 5 pF pins returned 
Cour Output Capacitance 10 pF to ground 
Over specified temperature range; f = 1MH, 
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* Z-80 SIO timings are preliminary and subject to change 
t Units in nanoseconds (ns) 


AC @) 
Electrical moa 
Character- CLK 
istics ® eee Pe 
=a 
ora. > a a 
. KT 
Demiaaci na 
. <© © 
ce ee) ss 
(it) 
‘ inane a 
® -@—| 
“Te 
CE | 
1El 
ar : 
A 
(16) 
(1) 
(8) (13) 
(29) 
WIRDY 
Z-80 SIO Z-80A SIO Z-80B SIO*t 
Number Symbol Parameter Min Max Min Max Min Max 
] TcC Clock Cycle Time 400 4000 250 4000 165 4000 
2 TwCh Clock Width (High) 170 2000 105 2000 70 2000 
3 a Clock Fall Time 30 30 15 
4 TiC Clock Rise Time 30 30 15 
5-1 wl Clock Width (Low) 170—2000-———105 —2000- 70 — 2000 —— 
6 TsAD(C) CE, C/D, B/A to Clock t Setup Time 160 145 60 
Z TsCS(C) IORO, RD to Clock t Setup Time 240 115 60 
8 TdC(DO) Clock t to Data Out Delay 240 220 150 
9 TsDI(C) Data In to Clock 1 Setup (Write or M1 Cycle) 50 50 30 
10 ——TdRD(DOz)——RD ft to Data Out Float Delay 230 110 90 —— 
1] TdIO(DOI) IORO | to Data Out Delay (INTACK Cycle) 340 160 100 
12 TsM1(C) M1 to Clock t Setup Time 210 90 75 
13 TsIEI(IO) IEI to IORO }| Setup Time (INTACK Cycle) 200 140 120 
14. TdMI(IEO) M1} to IEO | Delay (interrupt before M1) 300 190 160 
15——TdIEI(IEOr)——IEI t to IEO t Delay (after ED decode) 150 100 70—— 
16 Td EI(IEOf) IEI | to IEO | Delay 150 100 70 
17 TdC (INT) Clock t to INT | Delay 200 200 150 
18  TdIO(W/RW!) IORO | or CE | to W/RDY ! Delay Wait 
Mode) 300 210 175 
19 TdC(W/RR) Clock t to W/RDY ! Delay (Ready Mode) 120 120 100 
20—TdC(W/RWz)—Clock | to W/RDY Float Delay (Wait Mode) 150 130 110-—— 
21 Th Any unspecified Hold when Setup 1s specified 0 0 0 


2044-012 


AC 


Electrical a 
Character- ees 
istics 
——_______—_G)-—__________> 
(Continued) 
Txc 
(4) (5) 
©) 
TxD |) 4 
@) 
WIRDY ( 
() 
INT 
() 
RxC 
ee aa 
(14) 
WIRDY 
(15) 
INT 
SYNC (17) 
Z-80 SIO Z-80A SIO Z-80B SIO? 
Number Symbol Parameter Min Max Min Max Min Max Notesf 
] TwPh Pulse Width (High) 200 200 200 2 
2 TwP1 Pulse Width (Low) 200 200 200 2 
3. TcTxC TxC Cycle Time 400 = & 400 © 330 © 2 
4 TwIxCl TxC Width (Low) 180 oo 180 00 100 oo 2 
5 TwIxCh TxC Width (High) 180 00 180 00 100 ore 2 
6  TdTxC(TxD) TxC | to TxD Delay (xl Mode) 400 300 220 2 
7 TdTxC(W/RRf) TxC | to W/RDY | Delay (Ready Mode) 5 e) 5 9 5 9 3 
8 TdTxC(INT) TxC | to INT | Delay 5 9 5 e) 5 9 5 
g TcRxC RxC Cycle Time 400 00 400 oo 330 ) 
10 TwRxCl RxC Width (Low) 180 or) 180 00 100 oo 2 
ll TwRxCh RxC Width (High) 180 ore) 180 00 100 oo 2 
12 TsRxD(RxC) RxD to RxC ft Setup Time (x1 Mode) 0 0 @) 2 
13 ThRxD(RxC) RxC ft to RxD Hold Time (x1 Mode) 140 140 100 2 
14 TdRxC(W/RRf) RxC t to W/RDY ! Delay (Ready Mode) 10 13 10 13 10 13 3 
15 TdRxC(INT) RxC t to INT | Delay 10 13 10 13 10 13 3 
16 TdRxC(SYNC) RxC tt toSYNC |! Delay (Output Modes) 4 7 4 7 4 Z 3 
17 TsSYNC(RxC) SYNC | to RxC ft Setup (External Sync 
Modes) -100 -100 -100 2 
NOTES 


Tt In all modes, the System Clock rate must be at least five times 
the maximum data rate 
1 Z-80B SIO timings are preliminary and subject to change 


2044-013 


2 Units in nanoseconds (ns) 
3 Umits equal to System Clock Periods 
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Ordering 
Information 
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Product 
Number 


Z8440 


Z8440 
Z8440 
Z8440 
Z8440A 


Z8440A 
Z8440A 
Z8440A 
Z8440B 


Z8440B 
Z8440B 


2844] 


28441 
28441 
28441 
Z28441A 


Z8441A 


Package/ 


Temp 
CE,CM 


CMB,CS 
DE,DS 
PE,PS 

CE,CM 


CMB,CS 
DE,DS 
PE,PS 

CS 


DS 
PS 
CE,CM 


CMB,CS 
DE,DS 
PE,PS 

CE,CM 


CMB,CS 


Speed 
2.5 MHz 


2.5 MHz 
2.5 MHz 
2.5 MHz 
4.0 MHz 


4.0 MHz 
4.0 MHz 
4.0 MHz 
6.0 MHz 


6.0 MHz 
6.0 MHz 


2.5 MHz 


2.5 MHz 
2.5 MHz 
2.5 MHz 
4.0 MHz 


4.0 MHz 


Description 


Z80 SIO/0 
(40-pin) 


Same as above 
Same as above 


Same as above 


Z80A SIO/0 
(40-pin) 


Same as above 
Same as above 


Same as above 


Z80B SIO/0 
(40-pin) 


Same as above 


Same as above 


Z80 SIO/1 
(40-pin) 


Same as above 
Same as above 


Same as above 


Z80A SIO/1 
(40-pin) 


Same as above 


Product 
Number 


Z8441A 


Z8441A 
Z8441B 


Z8441B 
Z8441B 


Z8442 


28442 
28442 
28442 
284424 


28442A 
Z8442A 
Z8442A 
Z8442B 


28442B 
Z8442B 


Package/ 


Temp 


DE,DS 


PE,PS 
CS 


DS 
PS 


CE,CM 


CMB,CS 
DE,DS 
PE,PS 

CE,CM 


CMB,CS 
DE,DS 
PE,PS 

CS 


DS 
PS 


Speed 


4.0 MHz 


4.0 MHz 
6.0 MHz 


6.0 MHz 
6.0 MHz 


2.5 MHz 


2.5 MHz 
2.5 MHz 
2.5 MHz 
4.0 MHz 


4.0 MHz 
4.0 MHz 
4.0 MHz 
6.0 MHz 


6.0 MHz 
6.0 MHz 


Description 


Z80B SIO/1 
(40-pin) 


Same as above 


Z80B SIO/1 
(40-pin) 


Same as above 


Same as above 


Z80 SIO/2 
(40-pin) 


Same as above 
Same as above 


Same as above 


Z80A SIO/2 
(40-pin) 


Same as above 
Same as above 


Same as above 


Z80B SIO/2 
(40-pin) 


Same as above 


Same as above 


“NOTES: C = Ceramic, D = Cerdip, P = Plastic; E = -40°C to +85°C, M = -55°C to +125°C, MB = -55°C to + 125°C with 


MIL-STD-883 with Class B processing, S = 0°C to +70°C. 
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28470 Z80° DART 
Dual Asynchronous 
Receiver/Transmitter 


Zilog “ie 1 


September 1983 


Features m Two independent full-duplex channels with m Break generation and detection as well as 
separate modem controls. Modem status can parity-, overrun- and framing-error detec- 
be monitored. tion are available. 

@ In x] clock mode, data rates are 0 to 500K @ Interrupt features include a programmable 
bits/second with a 2.5 MHz clock, or 0 to . interrupt vector, a “status affects vector’’ 
800K bits/second with a 4.0 MHz clock. mode for fast interrupt processing, and the 


standard Z-80 peripheral daisy-chain inter- 
rupt structure that provides automatic inter- 
rupt vectoring with no external logic. 


m Receiver data registers are quadruply buf- 
fered; the transmitter is doubly buffered. 


@ Programmable options include 1, 1% or 2 


stop bits: even, odd or no parity; and xl, @ On-chip logic for ring indication and 


x16, x32 and x64 clock modes. carrier-detect status. 

Description The Z-80 DART (Dual-Channel Asynchro- modem controls are not needed, these lines 
nous Receiver/Transmitter) is a dual-channel can be used for general-purpose I/O. 
multi-function peripheral component that Zilog also offers the Z-80 SIO, a more ver- 
satisfies a wide variety of asynchronous serial satile device that provides synchronous 
data communications requirements in micro- (Bisync, HDLC and SDLC) as well as asyn- 
computer systems. The Z-80 DART is used as a chronous operation. 
serial-to-parallel, parallel-to-serial converter/ The Z-80 DART is fabricated with n-channel 
controller in asynchronous applications. In silicon-gate depletion-load technology, and is 
addition, the device also provides modem con- packaged in a 40-pin plastic or ceramic DIP. 


trols for both channels. In applications where 


Do RxDA 
D, RxCA 
D2 TxDA 
CPU Ds TxCA 
DATA 
Bus Ds WIRDYA 
Ds CH-A 
De RIA 
zi AISA | MODEM 
CTSA => CONTROL 
OTRA 
CE DCDA 
RESET 2-80 DART 
1 ae Z-80 DART 
CONTROL 1ORQ RxDB 11 30 
CRU RD <——— PxTxcB 
TxDB 
cid WIRDYB 
BIA CH-B 
DAISY iNT ctsp 4): MODEM 
CONTROL 
CHAIN iE} — 
INTERRUPT pias, 
CONTROL iEO DCDB 
+5V GND CLK 
Figure 1. Z80 DART Pin Functions Figure 2. Pin Assignments 
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Pin 
Description 
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B/A. Channel A Or B Select (input, High 
selects Channel B). This input defines which 
channel 1s accessed during a data transfer be- 


tween the CPU and the Z-80 DART. 


C/D. Contro!] Or Data Select (input, High 
selects Control). This input specifies the type 
of information (control or data) transferred on 
the data bus between the CPU and the Z-80 
DART. 


CE. Chip Enable (input, active Low). A Low at 
this input enables the Z-80 DART to accept 
command or data input from the CPU during a 
write cycle, or to transmit data to the CPU 
during a read cycle. 


CLK. System Clock (input). The Z-80 DART 
uses the standard Z-80 single-phase system 
clock to synchronize internal signals. 


CTSA, CTSB. Clear To Send (inputs, active 
Low). When programmed as Auto Enables, a 
Low on these inputs enables the respective 
transmitter. If not programmed as Auto 
Enables, these inputs may be programmed as 
general-purpose inputs. Both inputs are 
Schmitt-trigger buffered to accommodate slow- 
risetime signals. 


Do-Dy. System Data Bus (bidirectional, 
3-state) transfers data and commands between 


the CPU and the Z-80 DART. 
DCDA, DCDB. Data Carrier Detect (inputs, 


active Low). These pins function as receiver 
enables if the Z-80 DART is programmed for 
Auto Enables; otherwise they may be used as 
general-purpose input pins. Both pins are 
Schmitt-trigger buffered. 


DTRA, DTRB. Data Terminal Ready (outputs, 
active Low). These outputs follow the state pro- 
grammed into the DTR bit. They can also be 
programmed as general-purpose outputs. 


IEI. Jnterrupt Enable In (input, active High) is 
used with IEO to form a priority daisy chain 
when there is more than one interrupt-driven 
device. A High on this line indicates that no 
other device of higher priority 1s being ser- 
viced by a CPU interrupt service routine. 


IEO. /nterrupt Enable Out (output, active 
High). IEO is High only if IEI is High and the 
CPU is not servicing an interrupt from this 
Z-80 DART. Thus, this signal blocks lower 
priority devices from interrupting while a 
higher priority device 1s being serviced by its 
CPU interrupt service routine. 


INT. Interrupt Request (output, open drain, 
active Low). When the Z-80 DART is re- 
questing an interrupt, it pulls INT Low. 


Ml. Machine Cycle One (input from Z-80 
CPU, active Low). When M1 and RD are both 
active, the Z-80 CPU 1s fetching an instruction 
from memory; when M1 1s active while IORQ 1s 
active, the Z-80 DART accepts M1 and IORO 


as an interrupt acknowledge if the Z-80 DART 
is the highest priority device that has inter- 
rupted the Z-80 CPU. 


IORQ. J/nput/Output Request (input from CPU, 
active Low). IORO 1s used in conjunction with 
B/A, C/D, CE and RD to transfer commands 
and data between the CPU and the Z-80 
DART. When CE, RD and IORO are all 
active, the channel selected by B/A transfers 
data to the CPU (a read operation). When CE 
and IORO are active, but RD is inactive, the 
channel selected by B/A is written to by the 
CPU with either data or control information as 
specified by C/D. 


RxCA, RxCB. Receiver Clocks (inputs). 
Receive data is sampled on the rising edge of 
RxC. The Receive Clocks may be 1, 16, 32 or 
64 times the data rate. 


RD. Read Cycle Status. (input from CPU, ac- 
tive Low). If RD 1s active, a memory or I/O 
read operation 1s in progress. 


RxDA, RxDB. Receive Data (inputs, active 
High). 


RESET. Reset (input, active Low). Disables 
both receivers and transmitters, forces TxDA 
and TxDB marking, forces the modem controls 
High and disables all interrupts. 


RIA, RIB. Ring Indicator (inputs , Active 
Low). These inputs are similar to CTS and 
DCD. The Z-80 DART detects both logic level 
transitions and interrupts the CPU. When not 
used in switched-line applications, these inputs 
can be used as general-purpose inputs. 


RISA, RTSB. Aequest to Send (outputs, —__ 
active Low). When the RTS bit is set, the RTS 
output goes Low. When the RTS bit is reset, 
the output goes High after the transmitter 
empties. 


TxCA, TxCB. Transmitter Clocks (inputs). TxD 
changes on the falling edge of TxC. The 
Transmitter Clocks may be 1, 16, 32 or 64 
times the data rate; however, the clock 
multiplier for the transmitter and the receiver 
must be the same. The Transmit Clock inputs 
are Schmitt-trigger buffered. Both the Receiver 
and Transmitter Clocks may be driven by the 
Z-80 CTC Counter Time Circuit for program- 
mable baud rate generation. 


TxDA, TxDB. Transmit Data (outputs, active 
High). 


W/RDYA, W/RDYB. Wait/Ready (outputs, 
open drain when programmed for Wait func- 
tion, driven High and Low when programmed 
for Ready function). These dual-purpose out- 
puts may be programmed as Ready lines for a 
DMA controller or as Wait lines that syn- 
chronize the CPU to the Z-80 DART data rate. 


The reset state is open drain. 


Functional 
Description 


The functional capabilities of the Z-80 DART 
can be described from two different points of 
view: as a data communications device, it 
transmits and receives serial data, and meets 
the requirements of asynchronous data com- 
munications protocols; as a Z-80 family 
peripheral, it interacts with the Z-80 CPU and 
other Z-80 peripheral circuits, and shares the 
data, address and control buses, as well as 
being a part of the Z-80 interrupt structure. As 
a peripheral to other microprocessors, the Z-80 
DART offers valuable features such as non- 
vectored interrupts, polling and simple hand- 
shake capability. 


Communications Capabilities. The Z-80 
DART provides two independent full-duplex 
channels for use as an asynchronous 
receiver/transmitter. The following 1s a short 
description of receiver/transmitter capabilities. 
For more details, refer to the Asynchronous 
Mode section of the Z-80 SIO Technical 
Manual. The Z-80 DART offers transmission 
and reception of five to eight bits per 
character, plus optional even or odd parity. 
The transmitter can supply one, one and a half 
or two stop bits per character and can provide 
a break output at any time. The receiver break 
detection logic interrupts the CPU both at the 
start and end of a received break. Reception is 
protected from spikes by a transient spike re- 
jection mechanism that checks the signal one- 
half a bit time after a Low level is detected on 
the Receive Data input. If the Low does not 
persist—as 1n the case of a transient—the 
character assembly process is not started. 


I/O Interface Capabilities. The Z-80 DART 
offers the choice of Polling, Interrupt (vectored 
or non-vectored) and Block Transfer modes to 
transter data, status and control information to 


The first part of the following functional 
description introduces Z-80 DART data com- 
munications capabilities; the second part 
describes the interaction between the CPU and 
the Z-80 DART. 

The Z-80 DART offers RS-232 serial com- 
munications support by providing device 
signals for external modem control. In addition 
to dual-channel Request To Send, Clear To 
Send, and Data Carrier Detect ports, the Z-80 
DART also features a dual channel Ring In- 
dicator (RIA, RIB) input to facilitate 
local/remote or station-to-station communica- 
tion capability. 


Framing errors and overrun errors are 
detected and buffered together with the 
character on which they occurred. Vectored 
interrupts allow fast servicing of interrupting 
conditions using dedicated routines. Further- 
more, a built-in checking process avoids inter- 
preting a framing error as a new start bit: a 
framing error results in the addition of one-half 
a bit time to the point at which the search for 
the next start bit 1s begun. 

The Z-80 DART does not require symmetric 
Transmit and Receive Clock signals—a feature 
that allows it to be used with a Z-80 CTC or 
any other clock source. The transmitter and 
receiver can handle data at a rate of 1, 1/16, 
1/32 or 1/64 of the clock rate supplied to the 
Receive and Transmit Clock inputs. When 
using Channel B, the bit rates for transmit and 
receive operations must be the same because 


RxC and TxC are bonded together (RxTxCB). 


and from the CPU. The Block Transfer mode 
can be implemented under CPU or DMA 
control. 


‘ SERIAL DATA 
CHANNEL A 
CHANNEL CLOCKS 


INTERNAL WAIT/READY 


CONTROL 
LOGIC 
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REGISTERS 
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DISCRETE OTHER CONTROLS 
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CONTROL AND 
STATUS RIA 


CONTROL 7 


INTERNAL BUS 
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<_—— 
CHANNEL B 
DISCRETE 
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CHANNEL B 
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Figure 3. Block Diagram 
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Functional 
Description 
(Continued) 


POLLING. There are no interrupts in the 
Polled mode. Status registers RRO and RR]1 are 
updated at appropriate times for each function 
being performed. All the interrupt modes of 
the Z-80 DART must be disabled to operate the 
device in a polled environment. 

While in its Polling sequence, the CPU 
examines the status contained in RRO for each 
channel; the RRO status bits serve as an 
acknowledge to the Poll inquiry. The two RRO 


INTERRUPTS. The Z-80 DART offers an 
elaborate interrupt scheme that provides fast 
interrupt response in real-time applications. As 
a member of the Z-80 family, the Z-80 DART 
can be daisy-chained along with other Z-80 
peripherals for peripheral interrupt-priority 
resolution. In addition, the internal interrupts 
of the Z-80 DART are nested to prioritize the 
various interrupts generated by Channels A 
and B. Channel B registers WR2 and RR2 con- 
tain the interrupt vector that points to an inter- 
rupt service routine in the memory. To 
eliminate the necessity of writing a status 
analysis routine, the Z-80 DART can modify the 
interrupt vector in RR2 so it points directly to 
one of eight interrupt service routines. This is 
done under program control by setting a pro- 
gram bit (WR1, D>) in Channel B called 
“Status Affects Vector.” When this bit is set, 
the interrupt vector in RR2 is modified accord- 
ing to the assigned priority of the various 
interrupting conditions. 

Transmit interrupts, Receive interrupts and 
External/Status interrupts are the main sources 
of interrupts. Each interrupt source is enabled 
under program control with Channel A having 
a higher priority than Channel B, and with 
Receiver, Transmit and External/Status inter- 
rupts prioritized in that order within each 
channel. When the Transmit interrupt is 
enabled, the CPU is interrupted by the 
transmit buffer becoming empty. (This implies 
that the transmitter must have had a data 
character written into it so it can become 


CPU/DMA BLOCK TRANSFER. The Z-80 


' DART provides a Block Transfer mode to 


accommodate CPU block transfer functions 
and DMA block transfers (Z-80 DMA or other 
designs). The Block Transfer mode uses the 
W/RDY output in conjunction with the 
Wait/Ready bits of Write Register 1. The 
W/RDY output can be defined under software 
control as a Wait line in the CPU Block 


status bits Dp and Dp indicate that a data 
transfer is needed. The status also indicates 
Error or other special status conditions (see 
“Z-80 DART Programming”). The Special 
Receive Condition status contained in RR1 
does not have to be read in a Polling sequence 
because the status bits in RR1 are accom- 
panied by a Receive Character Available 
status in RRO. 


empty.) When enabled, the receiver can inter- 
rupt the CPU in one of three ways: 


@ Interrupt on the first received character 
@ Interrupt on all received characters 
m Interrupt on a Special Receive condition 


Interrupt On First Character is typically 
used with the Block Transfer mode. Interrupt 
On All Receive Characters can optionally 
modify the interrupt vector in the event of 
a parity error. The Special Receive Condition 
interrupt can occur on a character basis. The 
Special Receive condition can cause an inter- 
rupt only if the Interrupt On First Receive 
Character or Interrupt On All Receive Char- 
acters mode is selected. In Interrupt On First 
Receive Character, an interrupt can occur 
from Special Receive conditions (except Parity 
Error) after the first receive character interrupt 
(example: Receive Overrun interrupt). 

The main function of the External/Status 
interrupt is to monitor the signal transitions of 
the CTS, DCD and RI pins; however, an 
External/Status interrupt is also caused by the 
detection of a Break sequence in the data 
stream. The interrupt caused by the Break 
sequence has a special feature that allows the 
Z-80 DART to interrupt when the Break 
sequence is detected or terminated. This 
feature facilitates the proper termination of the 
current message, correct initialization of the 
next message, and the accurate timing of the 
Break condition. 


Transfer mode or as a Ready line in the DMA 
Block Transfer mode. 

To a DMA controller, the Z-80 DART Ready 
output indicates that the Z-80 DART is ready to 
transfer data to or from memory. To the CPU, 
the Wait output indicates that the Z-80 DART is 
not ready to transfer data, thereby requesting 
the CPU to extend the I/O cycle. 
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Internal 
Architecture 


The device internal structure includes a Z-80 
CPU interface, internal control and interrupt 
logic, and two full-duplex channels. Each 
channel contains read and write registers, and 
discrete control and status logic that provides 
the interface to modems or other external 
devices. 

The read and write register group includes 
five 8-bit control registers and two status 
registers. The interrupt vector is written into 
an additional 8-bit register (Write Register 2) 
in Channel B that may be read through Read 
Register 2 in Channel B. The registers for both 
channels are designated as follows: 


WRO-WRS5 — Write Registers 0 through 5 
RRO-RR2 — Read Registers 0 through 2 


The bit assignment and functional grouping 
of each register is configured to simplify and 


Data Path. The transmit and receive data path 
illustrated for Channel A in Figure 4 is iden- 
tical for both channels. The receiver has three 
8-bit buffer registers in a FIFO arrangement in 
addition to the 8-bit receive shift register. This 
scheme creates additional time for the CPU to 


organize the programming process. 

The logic for both channels provides for- 
mats, bit synchronization and validation for 
data transferred to and from the channel inter- 
face. The modem control inputs Clear to Send 
(CTS), Data Carrier Detect (DCD) and Ring 
Indicator (RI) are monitored by the control 
logic under program control. All the modem 
control signals are general purpose in nature 
and can be used for functions other than 
modem control. 

For automatic interrupt vectoring, the inter- 
rupt control logic determines which channel 
and which device within the channel has the 
highest priority. Priority is fixed with Channel 
A assigned a higher priority than Channel B; 
Receive, Transmit and External/Status inter- 
rupts are prioritized in that order within each 
channel. 


service a Receive Character Available inter- 
rupt in a high-speed data transfer. 

The transmitter has an 8-bit transmit data 
register that is loaded from the internal data 
bus, and a 9-bit transmit shift register that is 
loaded from the transmit data register. 


(0 DATA BUFFER 


INTERNAL DATA BUS 


1-BIT RECEIVE 
DELAY 3 BITS SHIFT REGISTER 
i 7 (8 BITS) 


fl 


RECEIVE 


ERROR 


FIFO 


RECEIVE 


RECEIVE 


TRANSMIT DATA 


U 


SHIFT REGISTER ! a 


TRANSMIT 
2-BIT DELAY TxDA 


TRANSMIT 
CLOCK LOGIC 


Figure 4. Data Path 
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Read, 
Write and 
Interrupt 
Timing 


Read Cycle. The timing signals generated by 
a Z-80 CPU input instruction to read a Data or 


Write Cycle. Figure 5b illustrates the timing 
and data signals generated by a Z-80 CPU out- 


Interrupt Acknowledge Cycle. After receiv- 
ing an Interrupt Request signal (INT pulled 
Low), the Z-80 CPU sends an Interrupt 
Acknowledge signal (M1 and IORQO both Low). 
The daisy-chained interrupt circuits determine 
the highest priority interrupt requestor. The IEI 
of the highest priority peripheral is terminated 
High. For any peripheral that has no interrupt 
pending or under service, IEO=IEI. Any 
peripheral that does have an interrupt pending 
or under service forces its IEO Low. 


Return From Interrupt Cycle. Normally, the 
Z-80 CPU issues an RETI (Return From Inter- 
rupt) instruction at the end of an interrupt ser- 
vice routine. RETI is a 2-byte opcode (ED-4D) 
that resets the interrupt-under-service latch to 
terminate the interrupt that has just been 
processed. 


Ty T2 Tw T3 Ty 
CLOCK 
CE & CHANNEL ADDRESS 
1IORQ 
RD 
M1 
DATA OUT 


Figure 5a. Read Cycle 


Figure 5c. Interrupt Acknowledge Cycle 


Status byte from the Z-80 DART are illustrated 
in Figure 5a. 


put instruction to write a Data or Control byte 


into the Z-80 DART. 


To insure stable conditions in the daisy 
chain, all interrupt status signals are prevented 
from changing while M1 is Low. When IORO is 
Low, the highest priority interrupt requestor 
(the one with IE] High) places its interrupt vec- 
tor on the data bus and sets its internal 
interrupt-under-service latch. 

Refer to the Z-80 SIO Technical Manual! tor 
additional details on the interrupt daisy chain 
and interrupt nesting. 


When used with other CPUs, the Z-80 DART 
allows the user to return from the interrupt 
cycle with a special command called “Return 
From Interrupt” in Write Register 0 of Channel 
A. This command is interpreted by the Z-80 
DART in exactly the same way it would inter- 
pret an RETI command on the data bus. 


CLOCK 


Figure 5d. Return from Interrupt Cycle 
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2044-008, 009, 010, 011 


Z-80 DART 


To program the Z-80 DART, the system pro- 


Programming gram first issues a series of commands that 


initialize the basic mode and then other com- 
mands that qualify conditions within the select- 
ed mode. For example, the character length, 
clock rate, number of stop bits, even or odd 
parity are first set, then the Interrupt mode 
and, finally, receiver or transmitter enable. 


Write Registers. The Z-80 DART contains six 
registers (WRO-WRS5) in each channel that are 
programmed separately by the system program 
to configure the functional personality of the 
channels (Figure 4). With the exception of 
WRO, programming the write registers requires 
two bytes. The first byte contains three bits 
(Dp-D2) that point to the selected register; the 
second byte 1s the actual control word that is 
written into the register to configure the Z-80 
DART. 

WRO is a special case in that all the basic 
commands (CMD ,-CMD,) can be accessed 
with a single byte. Reset (internal or external) 
initializes the pointer bits Dp-D> to point to 
WRO. This means that a register cannot be 


Read Registers. The Z-80 DART contains 
three registers (RRO-RR2) that can be read to 
obtain the status information for each channel 
(except for RR2, which applies to Channel B 
only). The status information includes error 
conditions, interrupt vector and standard 
communications-interface signals. 

To read the contents of a selected read 
register other than RRO, the system program 
must first write the pointer byte to WRO in 
exactly the same way as a write register opera- 
tion. Then, by executing an input instruction, 
the contents of the addressed read register can 


be read by the CPU. 


Both channels contain command registers 
that must be programmed via the system pro- 
gram prior to operation. The Channel Select 
input (B/A) and the Control/Data input (C/D) 
are the command structure addressing con- 
trols, and are normally controlled by the CPU 
address bus. 


pointed to in the same operation as a channel 
reset. 


Write Register Functions 


WRO Register pointers, initialization commands for 
the various modes, etc. 


WRI  Transmit/Receive interrupt and data transfer 
mode definition. 


WR2_ Interrupt vector (Channel B only) 
WR3_ Receive parameters and control 


WR4_ Transmit/Receive miscellaneous parameters 
and modes 


WRS5 Transmit parameters and controls 


The status bits of RRO and RR1 are carefully 
grouped to simplify status monitoring. For 
example, when the interrupt vector indicates 
that a Special Receive Condition interrupt has 
occurred, all the appropriate error bits can be 
read from a single register (RR1). 


Read Register Functions 


RRO  Transmit/Receive buffer status, interrupt 
status and external status 


RR1 Special Receive Condition status 
RR2 Modified interrupt vector (Channel B only) 
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Z-80 DART READ REGISTER 0 
Read and Write 'D; [Ds [0s ]0.|D,]0.| 0, | De] 
Registers 


READ REGISTER 1* 


ALL SENT 

NOT USED 

PARITY ERROR 

Rx OVERRUN ERROR 
FRAMING ERROR 


NOT USED 
*Used With Special Recetve Condition Mode 


[( 


WRITE REGISTER 0 


[Br] De | Ds [4] Ds [Dz] Dy | Dy 


ae ae 0 0 0 REGISTER 0 

0 0 1 REGISTER 1 
0 1 0 REGISTER 2 
0 1 1 REGISTER 3 
1 0 0 REGISTER 4 
1 0 1 REGISTER 5 

NULL CODE 

NOT USED 

RESET EXTISTATUS INTERRUPTS 

CHANNEL RESET 


ENABLE INT ON NEXT Rx CHARACTER 
RESET TxINT PENDING 

ERROR RESET 

RETURN FROM INT (CH-A ONLY) 


NOT USED 


2-4 t= COCO 
—|=—90=48800 
"-O=30~40+0 


WRITE REGISTER 2 (CHANNEL B ONLY) 


[Pr [Ds] Ds [D4] Ds [Da [Ds | Do 


te 
v1 
v2 
v3 INTERRUPT 
v4 VECTOR 
V5 
V6 
v7 


WRITE REGISTER 4 


[Pr | De | Ds | Ba | Da | Da [Ds | Do 


| L PARITY ENABLE 
PARITY EVEN/ODD 


0 0 NOT USED 

0 1 1 STOP BITICHARACTER 

1 0 1% STOP BITSICHARACTER 

1 1 2 STOP BITSICHARACTER 
NOT USED 

0 0 X1 CLOCK MODE 

0 1 X16 CLOCK MODE 

1 0 X32 CLOCK MODE 

1 1 X64 CLOCK MODE 


Rx CHARACTER AVAILABLE 
INT PENDING (CH. A ONLY) 
Tx BUFFER EMPTY 


pcp 
RI 

USED WITH “EXTERNAL/ 
CTS STATUS INTERRUPT” 
NOT USED | MODE 
BREAK 


READ REGISTER 2 


[27 [De] Bs | Bs | Bs | 02 | D1 [Do 


vier 
v2** 
v3** 
v4 
V5 
v6 
v7 


Ite 


**Variable If ‘Status Affects 
Vector" Is Programmed 


WRITE REGISTER 1 


17 [90 | 0s ] Ba [5 [2 | D: [Do | 


INTERRUPT 
VECTOR 


| E EXT INT ENABLE 
Tx INT ENABLE 


STATUS AFFECTS VECTOR 
(CH. B ONLY) 
0 0  RxINT DISABLE 
0 1 Rx INT ON FIRST CHARACTER OR ON 
1 0  INTON ALL Rx CHARACTERS (PARITY | spECIAL 
AFFECTS VECTOR) ECEIVE 


R 
1 1 INT ON ALL Rx CHARACTERS (PARITY | CONDITION 
DOES NOT AFFECT VECTOR) 


WAIT/READY ON R/T 
WAIT/READY FUNCTION 
WAIT/READY ENABLE 


WRITE REGISTER 3 


[Dr | Be [5 |B, | Ds | D2] Ds | Do 


| L Rx ENABLE 
NOT USED (MUST BE PROGRAMMED 0) 
AUTO ENABLES 
Rx 5 BITSICHARACTER 


iat — a — 2 


WRITE REGISTER 5 


— 


0 
1 
0 
1 


Rx 7 BITSICHARACTER 
Rx 6 BITSICHARACTER 
Rx 8 BITSICHARACTER 


Le NOT USED 
RTS 


NOT USED 
Tx ENABLE 
SEND BREAK 


0 0 Tx § BITS (OR LESS)ICHARACTER 
0 1 Tx 7 BITSICHARACTER 
1 0 Tx 6 BITSICHARACTER 
1 1 Tx 8 BITSICHARACTER 
DTR 
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2044-004, 005 


Absolute 


Voltages on all inputs and outputs 


Stresses greater than those listed under Absolute Maxi- 


. : mum Ratings may cause permanent damage to the device. 
Maximum with TeSPecl tO GND.......... -0.3Vto +7.0V This 1s a stress rating only; operation of the device at any 
Ratings Operating Ambient As Specified in condition above those indicated in the operational sections 

Temperature Ordering Information of these specifications 1s not implied. Exposure to absolute 
2 maximum rating conditions for extended periods may affect 
Storage Temperature........ -65°C to +150°C device reliability. 
Test The characteristics below apply for the *See Ordering Information section for package 
Conditions following test conditions, unless otherwise temperature range and product number. 
noted. All voltages are referenced to GND 
(O V). Positive current flows into the refer- — 
enced pin. Available operating temperature ve 
ranges are. FROM OUTPUT 
mS* = 0°Cto +70°C as 
+4.75V< Vec < +5.25V oe 250 
mE = —40°C to +85°C, i 
+4.75VsVecs +5.25V tot 2 
m M* = —55°C to +125°C, 
+45 Ve Voo8 +5.5V 
DC Symbol Parameter Min Max Unit Test Condition 
Charac- 
teristics Vitc Clock Input Low Voltage -03 +045 V 
Vinc Clock Input High Voltage Voc-0.6 +5.5 V 
Vi Input Low Voltage -0.3 +0.8 V 
Vig Input High Voltage +2.0 +5.5 V 
VoL Output Low Voltage +0.4 V Io, = 2.0 mA 
Vou Output High Voltage +2.4 V loy = -250 pA 
I. Input/3-State Output Leakage Current -10 +10 pA 0.4<V<2.4V 
Teri) RI Pin Leakage Current -40 +10 pA 0.4<V<2.4V 
loc Power Supply Current 100 mA 
Ta = 0°C to 70°C, Veg = + 5V, +5% 
8085-0006 
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Z-80 DART Z-80A DART Z-80B DART**+ 


Number Symbol Parameter Min Max Min Max Min Max 
] Te? Clock Cycle Time 400 4000 250 4000 165 4000 
2 TwCh Clock Width (High) 170 2000 105 2000 70 2000 
3 TiC Clock Fall Time 30 30 15 
4 TrC Clock Rise Time 30 30 15 
5—— TwC1—————- Clock Width (Low) 170 — 2000 ———_105 —2000-———- 70 —-2000 — 
6  TsAD(C) CE, C/D, B/A to Clock 1 Setup Time 160 145 60 
7 TsCS(C) IORO, RD to Clock t Setup Time 240 115 60 
8 TdC(DO) Clock t to Data Out Delay 240 220 150 
fs) TsDI(C) Data In to Clock | Setup Time (Write or M1 Cycle) 50 50 30 
10——TdRD(DOz)——RD t¢ to Data Out Float Delay ———-——_-_____________ 230 —____—_- 1 10-90 — 
]1 TdIO(DOIT) TORO | to Data Out Delay (INTACK Cycle) 340 160 100 
12 TsM1(C) M1 to Clock t Setup Time 210 90 75 
13 TsIEI(IO) IEI to IORO | Setup Time (INTACK Cycle) 200 140 120 
14 TdM1(IEO) M1 | to IEO | Delay (interrupt before M1) 300 190 160 
15——TdlEI(IEOr)——IEI t to IEO t Delay (after ED decode) 150 ———_ 100 ----—-70 — 
16 TdIEI(IEOf) IEI | to IEO | Delay 150 100 70 
i TdC(INT) Clock f to INT | Delay 200 200 150 
18 TdIO(W/RW1) IORO | or CE | to W/RDY | Delay (Wait Mode) 300 210 175 
19 TdC(W/RR) = Clock ft to W/RDY ! Delay (Ready Mode) 120 120 100 
20 TdC(W/RWz) Clock |! to W/RDY Float Delay (Wait Mode) 150 130 110 


“All timings are preliminary and subject to change 
TUnits in ns 
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AC 


Electrical ee 
Charac- —- 
teristics 
(Continued) o 
Tx 
hs oat ete 
(4) 5) 
man 
- Sx 
@) 
WIRDY 
(8) 
INT! 
(3) 
RxC} 
manny nerd 
(10) (tt) 
pene 
WIRDY 
(15) 
INT 
Z-80 DART Z-80A DART Z-80B DART! 
Number Symbol Parameter Min Max Min Max Min Max Notest 
l TwPh Pulse Width (High) 200 200 200 2 
2 TwPl Pulse Width (Low) 200 200 200 2 
3 icix@ TxC Cycle Time 400 400 © 330 2 
4 TwTxCl TxC Width (Low) 180 © 180 0 100 2 
5——TwTxCh TxC Width (High) 180 ——co 180 ——oo 100 ——oo 2— 
6 TdTxC(TxD) TxC | to TxD Delay 400 300 220 2 
7 TdTxC(W/RRf) TxC | to W/RDY | Delay (Ready Mode) 5 re) 5 9 5 fe) 3 
8 TdTxC(INT) TxC | to INT | Delay 5 9 5 9 5 9 3 
9g TchsC RxC Cycle Time 400 400 330 @ 2 
10-——TwRxCl RxC Width (Low) 180——oo 180 ——oo ———_109——— 00 2— 
11 TwRxCh RxC Width (High) 180 © 180 00 100 oo 2 
t2 TsRxD(RxC) RxD to RxC ft Setup Time (xl Mode) @) 0 @) 2 
13 ThRxD(RxC) RxD Hold Time (x1 Mode) 140 140 100 2 
14 TdRxC(W/RRf) RxC ft to W/RDY ! Delay (Ready 10 13 10 13 10 13 3 
Mode) 
Is TdRxC(INT) RxC t to INT ! Delay 10 13 10 13 10 13 3 


NOTES 


+ In all modes, the System Clock rate must be at least five times 
the maximum data rate RESET must be active a minimum of one 


complete clock cycle 


1 Timings are preliminary and subject to change 
2 Units in nanoseconds (ns) 
3 Units equal to System Clock Periods 
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Ordering 
Information 


Product 
Number 


Z8470 
Z8470 
28470 
28470 
Z8470 
Z8470 
Z8470 
Z8470 
Z8470A 


Z8470A 
Z8470A 


*NOTES: C = Ceramic, D = Cerdip, P = Plastic; E = -40°C to +85°C, M = -55°C to +125°C, MB = -55°C to +125°C with 
MIL-STD-883 Class B processing, S = 0°C to +70°C. 


Package/ 
Temp 


CE 
CM 
CMB 
CS 
DE: 
DS 
PE 
PS 
CE 


CM 
CMB 


Speed 


2.5 MHz 
2.5 MHz 
2.5 MHz 
2.5 MHz 
2.5 MHz 
2.5 MHz 
2.5 MHz 
2.5 MHz 
4.0 MHz 


4.0 MHz 
4.0 MHz 


Description 


Z80 DART (40-pin) 
Same as above 
Same as above 
Same as above 
Same as above 
Same as above 
Same as above 


Same as above 


Z80A DART 


(40-pin) 


Same as above 


Same as above 


Product 
Number 


Z8470A 


Z8470A 
Z8470A 
Z8470A 
Z8470A 
Z8470B 


Z8470B 
Z8470B 
Z8470B 


Package/ 
Temp 


CS 


DE 
DS 
PE 
PS 
CE 


CS 
DS 
PS 


Speed 
4.0 MHz 


4.0 MHz 
4.0 MHz 
4.0 MHz 
4.0 MHz 
6.0 MHz 


6.0 MHz 
6.0 MHz 
6.0 MHz 


Description 


Z80A DART 


Same as above 
Same as above 
Same as above 
Same as above 


Z80B DART 


Same as above 
Same as above 


Same as above 


98 


00-2044-02 


Z80L 


Family 


Zilog 


Pioneering the 
Microworld 


Z8300 Low Power 
Z8SOL’ CPU 
Central Processing Unit 


Product 
Specification 


Zilog 


September 1983 


Features m@ The Z80L combines the high performance of m The Z80L microprocessors and associated 


the Z80 CPU with extremely low power con- 
sumption. It has the identical pinout and 
instruction set of the Z80. The result 1s 
increased reliability and lower system power 
requirements. This dramatic power savings 
makes the Z80L a natural choice for both 
hand-held and battery backup applications. 


The Z80L CPU 1s offered in two versions: 
Z8300-1—1.0 MHz clock, 15 mA typical cur- 
rent consumption 

Z8300-3—2.5 MHz clock, 25 mA typical cur- 


rent consumption 


The extensive instruction set contains 158 
instructions, resulting in sophisticated data 
handling capabilities. The 78 instructions of 
the 8080A are included as a subset; 8080A 
and Z80 Family software compatibility 1s 
maintained. 


SYSTEM 
CONTROL 
ADDRESS 
BUS 
CPU Z80L CPU 
CONTROL 
cpu 
sts { 
CONTROL 
DATA 
BUS 


Figure 1. Pin Functions 


family of peripheral controllers are linked 
by a vectored interrupt system. This system 
can be daisy-chained to allow implementa- 
tion of a priority interrupt scheme. Little, 1f 
any, additional logic 1s required for daisy- 
chaining. 


Duplicate sets of both general-purpose and 
flag registers are provided, easing the 
design and operation of system software. 
Two 16-bit index registers facilitate program 
processing of tables and arrays. 


There are three modes of high-speed inter- 
rupt processing: 8080 similar, non-Z80 
peripheral device, and Z80 Family 
peripheral with or without daisy chain. 


m On-chip dynamic memory refresh counter. 


1 
2 
3 
4 
5 
6 
7 
8 
9 


31 
Z80L CPU 
1 30 


Figure 2. Pin Assignments 
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General 
Description 


The Z80L CPUs are fourth-generation 
microprocessors with exceptional computa- 
tional power. They offer high system 
throughput and efficient memory utilization 
combined with extremely low power consump- 
tion. The internal registers contain 208 bits of 
read/write memory that are accessible to the 
programmer. These registers include two sets 
of six general-purpose registers which may be 
used individually as either 8-bit registers or as 
16-bit register pairs. In addition, there are two 
sets of accumulator and flag registers. A group 
of “Exchange” instructions makes either set of 
main or alternate registers accessible to the 
programmer. The alternate set allows operation 
in foreground-background mode or it may be 
reserved for very fast interrupt response. 

The Z80L also contains a Stack Pointer, Pro- 
gram Counter, two index registers, a Refresh 
register (counter), and an Interrupt register. 
The CPU is easy to incorporate into a system 
since it requires only a single +5 V power 


INSTRUCTION 
DECODER 


+5V — » 


GND —> 


CLOCK —» 


CPU 
TIMING 
CONTROL 


8 SYSTEMS 5 CPU 


OUTPUTS 


CPU 
TIMING 


source, all output signals are fully decoded 
and timed to control standard memory or 
peripheral circuits, and it is supported by an 
extensive family of peripheral controllers. The 
internal block diagram (Figure 3) shows the 
primary functions of the Z80L processors. 
Subsequent text provides more detail on the 
Z80L I/O controller family, registers, instruc- 
tion set, interrupts and daisy chaining, CPU 
timing, and low power requirements. 


Z80L Low Power Feature. The Z80L Family 
offers state-of-the-art microprocessor perfor- 
mance with extremely low power consumption. 
Its low power requirement rivals comparable 
CMOS microprocessors. The Z80L Family's 
lower power consumption provides the ability 
to reduce system power requirements and 
enables its use in applications not previously 
possible. The Z80L is very well suited to bat- 
tery backup applications or to systems 
operating primarily on batteries in hand-held 
or portable systems. 


8-BIT 
DATA BUS 


DATA BUS 
INTERFACE 


INTERNAL DATA BUS 


ADDRESS 
LOGIC AND 
BUFFERS 


16-BiT 
ADDRESS BUS 


Figure 3. Z80L CPU Block Diagram 
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Z80L Micro- The Zilog Z80L microprocessor is the central 

processor element of a comprehensive microprocessor 

Family product family. This family works together in 
most applications with minimum requirements 
for additional logic, facilitating the design of 
efficient and cost-effective microcomputer- 
based systems. 

The Z80 Family components provide exten- 

sive support for the Z80L microprocessor. 
These are: 


@ The PIO (Parallel Input/Output) operates in 
both data-byte I/O transfer mode (with 
handshaking) and 1n bit mode (without 
handshaking). The PIO may be config- 
ured to interface with standard parallel 
peripheral devices such as printers, 
tape punches, and keyboards. 


@ The CTC (Counter/Timer Circuit) features 
four programmable 8-bit counter/timers, 
each of which has an 8-bit prescaler. Each 


of the four channels may be configured to 
operate in either counter or timer mode. 


@ The DMA (Direct Memory Access) con- 
troller provides dual port data transfer 
operations and the ability to terminate data 
transfer as a result of a pattern match. 


@ The SIO (Serial Input/Output) controller 
offers two channels. It 1s capable of 
operating in a variety of programmable 
modes for both synchronous and asyn- 
chronous communication, including 


Bi-Synch and SDLC. 


@ The DART (Dual Asynchronous Receiver/ 
Transmitter) device provides low cost 
asynchronous serial communication. It has 
two channels and a full modem control 
interface. 

m These peripherals are also available in a low 


power version with the exception of the 
DMA. 


Z80L CPU Figure 4 shows three groups of registers 

Registers within the Z80L CPU. The first group consists 
of duplicate sets of 8-bit registers: a principal 
set and an alternate set (designated by ' 
[prime], e.g., A’). Both sets consist of the 
Accumulator Register, the Flag Register, and 
six general-purpose registers. Transfer of data 
between these duplicate sets of registers is 
accomplished by use of “Exchange” instruc- 
tions. The result is faster response to interrupts 
and easy, efficient implementation of such ver- 
satile programming techniques as background- 


MAIN REGISTER SET 


—_—————- 8 BITS ——____——___> 


SS 1S 


IX INDEX REGISTER 
!Y INDEX REGISTER 
SP STACK POINTER 


PC PROGRAM COUNTER 


| INTERRUPT VECTOR R MEMORY REFRESH 


_——_—— 8 BITS ——_——__> 


foreground data processing. The second set of 
registers consists of six registers with assigned 
functions. These are the | (Interrupt Register), 
the R (Refresh Register), the IX and IY (Index 
Registers), the SP (Stack Pointer), and the PC 
(Program Counter). The third group consists of 
two interrupt status flip-flops, plus an addi- 
tional pair of flip-flops which assists in identi- 
fying the interrupt mode at any particular 
time. Table 1 provides further information on 
these registers. 


ALTERNATE REGISTER SET 


INTERRUPT FLIPFLOPS STATUS 


IFF1 IFF2 
| . = 
1= 


INTERRUPTS DISABLED STORES IFF1 


INTERRUPTS ENABLED DURING NMI 
SERVICE 


INTERRUPT MODE FLIP-FLOPS 


0 0 INTERRUPT MODE 0 
0 1 NOT USED 

1 0 INTERRUPT MODE 1 
1 1 INTERRUPT MODE 2 


Figure 4. CPU Registers 
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Z80L CPU Register Size (Bits) Remarks 
Registers A, A’ Accumulator 8 Stores an operand or the results of an operation 
(Continued) 

F, F’ Flags 8 See Instruction Set 

BB General Purpose 8 Can be used separately or as a 16-bit register with C 

CC General Purpose 8 See B, above 

Del General Purpose 8 Can be used separately or as a 16-bit register with E 

E, E’ General Purpose 8 See D, above. 

Hi. General Purpose 8 Can be used separately or as a 16-bit register with L. 

by General Purpose 8 See H, above 

Note. The (B,C), (D,E), and (H,L) sets are combined as follows: 
B — High byte C — Low byte 
D — High byte E — Low byte 
H — High byte L — Low byte 

I Interrupt Register 8 Stores upper eight bits of memory address for vectored interrupt 
processing. 

R Refresh Register 8 Provides user-transparent dynamic memory refresh. Lower seven 
bits are automatically incremented and all eight are placed on 
the address bus during each instruction fetch cycle refresh time. 

IX Index Register 16 Used for indexed addressing. 

L¥ Index Register 16 Same as IX, above 

SP Stack Pointer 16 Holds address of the top of the stack. See Push or Pop in instruc- 
tion set. 

PC Program Counter 16 Holds address of next instruction. 

IFF,-IFF, Interrupt Enable Flip-Flops Set or reset to indicate interrupt status (see Figure 4) 

IMFa-IMFb Interrupt Mode Flip-Flops Reflect Interrupt mode (see Figure 4). 

Table 1. Z80L CPU Registers 
Interrupts: The CPU accepts two interrupt input signals: mM Mode 1 — Peripheral Interrupt service, for 
General NMI and INT. The NMI is a non-maskable use with non-8080/Z80 systems. 
Operation interrupt and has the highest priority. INT is a m Mode 2 — a vectored interrupt scheme, 
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lower priority interrupt and it requires that 
interrupts be enabled in software in order to 
operate. INT can be connected to multiple 
peripheral devices in a wired-OR 
contiguration. 

The Z80L has a single response mode for 
interrupt service for the non-maskable inter- 
rupt. The maskable interrupt, INT, has three 
programmable response modes available. 
These are: 


@ Mode 0 — similar to the 8080 micro- 
processor. 


usually daisy-chained, for use with Z80 
Family and compatible peripheral devices. 


The CPU services interrupts by sampling the 


NMI and INT signals at the rising edge of the 
last clock of an instruction. Further interrupt 
service processing depends upon the type of 
interrupt that was detected. Details on inter- 

rupt responses are shown in the CPU Timing 
Section. 


Interrupts: 
General 
Operation 
(Continued) 


Non-Maskable Interrupt (NMI). The non- 
maskable interrupt cannot be disabled by pro- 
gram contro! and therefore will be accepted all 
times by the CPU. NMI is usually reserved for 
servicing only the highest priority type inter- 
rupts, such as that for orderly shutdown after 
power failure has been detected. After 
recognition of the NMI signal (providing 
BUSREO is not active), the CPU jumps to 
restart location OO66H. Normally, software 
starting at this address contains the interrupt 
service routine. 


Maskable Interrupt (INT). Regardless of the 
interrupt mode set by the user, the Z80L 
response to a maskable interrupt input follows 
a common timing cycle. After the interrupt has 
been detected by the CPU (provided that 
interrupts are enabled and BUSREO is not 
active) a special interrupt processing cycle 
begins. This is a special fetch (M1) cycle in 
which IORQ becomes active rather than 
MREQ, as ina normal M1 cycle. In addition, 
this special M1 cycle is automatically extended 
by two WAIT states, to allow for the time 
required to acknowledge the interrupt request 
and to place the interrupt vector on the bus. 


Mode 0 Interrupt Operation. This mode is 
similar to the 8080 microprocessor interrupt 
service procedures. The interrupting device 
places an instruction on the data bus. This is 
normally a Restart instruction, which will in- 
itiate a call to the selected one of eight restart 
locations in page zero of memory. Unlike the 
8080, the Z80 CPU responds to the Call in- 
struction with only one interrupt acknowledge 
cycle followed by two memory read cycles. 


Mode | Interrupt Operation. Mode 1 oper- 
ation is very similar to that for the NMI. The 
principal difference is that the Mode 1 inter- 
rupt has a vector address of 0038H only. 


Mode 2 Interrupt Operation. This interrupt 
mode has been designed to utilize most effec- 
tively the capabilities of the Z80L microproc- 
essor and its associated peripheral family. The 
interrupting peripheral device selects the 
starting address of the interrupt service 
routine. It does this by placing an 8-bit vector 
on the data bus during the interrupt 
acknowledge cycle. The CPU forms a pointer 
using this byte as the lower 8 bits and the con- 
tents of the I register as the upper 8 bits. This 
points to an entry in a table of addresses for 
interrupt service routines. The CPU then calls 
the routine at that address. This flexibility in 
selecting the interrupt service routine address 


allows the peripheral device to use several dif- 
ferent types of service routines. These routines 
may be located at any available location in 
memory. Since the interrupting device sup- 
plies the low-order byte of the 2-byte vector, 
bit 0 (Ap) must be a zero. 


Interrupt Priority (Daisy Chaining and 
Nested Interrupts). The interrupt priority of 
each peripheral device is determined by its 
physical location within a daisy-chain config- 
uration. Each device in the chain has an inter- 
rupt enable input line (IEI) and an interrupt 
enable output line (IEO), which is fed to the 
next lower priority device. The first device in 
the daisy chain has its IE] input hardwired to a 
High level. The first device has highest priori- 
ty, while each succeeding device has a cor- 
responding lower priority. This arrangement 
permits the CPU to select the highest priority 
interrupt from several simultaneously interrup- 
ting peripherals. 

The interrupting device disables its IEO line 
to the next lower priority peripheral until it has 
been serviced. After servicing, its IEO line is 
raised, allowing lower priority peripherals to 
demand interrupt servicing. 

The Z80L CPU will nest (queue) any pending 
interrupts or interrupts received while a 
selected peripheral is being serviced. 


Interrupt Enable/Disable Operation. Two 
flip-flops, IFF, and IFF2, referred to in the 
register description are used to signal the CPU 
interrupt status. Operation of the two flip-flops 
is described in Table 2. For more details, refer 
to the Z80 CPU Technical Manual and Z80 


Assembly Language Manual, 
Action IFF) IFF2 Comments 
CPU Reset 0 0 Maskable interrupt 
INT disabled 
DI instruction 9) 0 Maskable interrupt 
execution INT disabled 
EI instruction ] f Maskable interrupt 
execution INT enabled 
LD A,]I instruction e e IFF> — Parity flag 
execution 
LD A,R instruction ° ° IFF> — Parity flag 
execution 
Accept NMI QO IFF, IFF, — IFF2 
(Maskable inter- 
rupt INT disabled) 
RETN instruction IFFo IFF2 — IFF at 
execution completion of an 
NMI service 
routine. 


Table 2. State of Flip-Flops 
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Instruction The Z80L microprocessor has one of the most O 16-bit arithmetic operations 
Set powertul and versatile instruction sets i Retaice-and shiis 
available in any 8-bit microprocessor and eer eee 
identical to that of the Z80. It includes such it set, reset, and test operations 
unique operations as a block move for fast, 0 Jumps 
efficient data transfers within memory or O Calls, returns, and restarts 
between memory and I/O. It also allows opera- ; 4 
tions on any bit in any location in memory. U1 Input and output operations 
The following is a summary of the Z80L A variety of addressing modes are 
instruction set and shows the assembly implemented to permit efficient and fast data 
language mnemonic, the operation, the flag transfer between various registers, memory 
status, and gives comments on each instruc- locations, and input/output devices. These 
tion. The Z80 CPU Technical Manual addressing modes include: 
(03-0029-XX) and Assembly Language Gi dmmeaiats 
Programming Manual (03-0002-XX) a4 re nae 
oe eae ee m l 
contain significantly more details for ES Cees 
programming use. 0 Modified page zero 
Rea aa in Table 2 are divided into Ch: Relative 
the tollowing categories: 
wie paca O Extended 
O 8-bit loads 
O Indexed 
0 16-bit loads 
O Register 
O Exchanges, block transfers, and searches 
O Register indirect 
0 8-bit arithmetic and logic operations 
O Implied 
O General-purpose arithmetic and CPU 
O Bit 
control 
8-Bit Symbolic Flags Opcode No.of No.of M No.of T 
Load Mnemonic Operation S 2 H P/V N C 76 543 210 Hex Bytes Cycles States Comments 
Group LD r, r' rer’ X X Olor r' l 1 4 r,r'__ Reg. 
LDr,n r—n X X 00 r 110 2 2 7 000 8B 
-n- 001 C 
LD r, (HL) r — (HL) . X X Ol r 110 l 2 7 olo D 
LD r, (IX+d) 1 ~— (IX+d) ° X X 11011101 DD 3 5 19 oll o£ 
01 r 101 100 =H 
-d- 101 
LDr, (I¥+d)  r—(IY+d) eo 8 X © X © © © iilll0l FD 3 5 19 lll oA 
Ol r 110 
-d-— 
LD(HL),r = (HL) = r X x 01 110 r l 2 7 
LD(IX+d),r (IX+d)—r X X 11011101 DD 3 5 19 
01 110 r 
-d- 
LD(IY+d),r  (IY+d)-r oe 8 X © X ¢ e © W111 10l1 FD 3 5 19 
01110 r 
-~d— 
LD(HL),n = (HL) — n oe 8 X © X © © © 00110110 36 2 3 10 
_ n — 
LD(IX+d),n (IX+d) —n °o 8 X © X © © © 11011101 DD 4 5 19 
00 110 110 36 
a= 
-_ n —_ 
LD(IY+d),n (IY+d)—n °o 8 X © X © © © 1111101 FD 4 5 19 
00 110 110 36 
Se. 
— n — 
LD A, (BC) A — (BC) X X 00001010 0A 1 2 7 
LD A,(DE) A — (DE) X X 00011010 1A 1 2 7 
LDA, (nn) = A = (nn) X X 00111010 3A 3 4 13 
— n — 
_ n — 
LD(BC),A  (BC)~A X X 00 000010 02 «1 2 7 
LD(DE),A  (DE)—A X X 00010010 12 1 2 7 
LD(nn),A (nn) ~ A X X 00110010 32 3 4 13 
— n _— 
_ n _ 
LD A, I jee | t + X O X IFF 0 ¢ 11101101 ED 2 2 9 
01 010 111 87 
LD A,R ASR 1 t X O X IFF 0 © 11101101 ED 2 2 9 
01 011 111 SF 
LDI, A ne ° 6 X © X © © © 11101101 ED 2 2 9 
01 000 111 47 
LDR, A RA o 8 X © X e © © 11101101 ED 2 2 9 
01 001 111 4F 


NOTES r, r' means any of the registers A, B, C, D, E, H, L 
IFF the content of the interrupt enable flip flop, (IFF) is 
copied into the P/V flag 
For an explanation of flag notation and symbols for 
mnemonic tables, see Symbolic Notation section 
following tables 
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16-Bit Load Symbolic Flags Opcode No.of No.of M No.of T 


Gr oup Mnemonic Operation S Z H P/V N C 76 $43 210 Hex Bytes Cycles States Comments 
LD dd, nn dd — nn e e X © KX © @ @ 00 ddd 001 3 3 10 dd Pair 
—-n- 00 BC 
—-n- 01 DE 
LD IX, nn IX — nn X xX 11 011 101 DD 14 10 HL 
00 100 001 21 1] SP 
Ce n —s 
— ine 
LD IY, nn IY — nn xX xX 11 111 101 FD 14 
00 100 001 21 
= 
- n _ 
LD HL, (nn) H — (nn+1) X X 0O 101 010 2A 16 
L — (nn) -n- 
es 
LD dd, (nn) ddy -— (nn+1) X X 11 10] 101 ED 20 
daddy — (nn) 01] ddl 011 
ess 
aes 
LD IX, (nn) IXy - (nn+1) X X 11 011 101 DD 20 
IX, — (nn) 00 101 010 2A 
- n oni 
-_ n -_ 
LD IY, (nn) IYy — (nn+1) X X 11 111 101 FD 20 
IY, — (nn) 00 101 010 2A 
_ n — 
Ce n _ 
LD (nn), HL (nn+1) —H xX X 00 100 010 22 16 
(nn) — L ce ee 
= 7 
LD (nn), dd (nn+1) — ddy X X 11 10] 101 ED 20 
(nn) ~ ddy 01 ddO 011 
—_ n = 
on fies 
LD (nn), IX (nn+1) — IXy xX X 11 011 101 DD 20 
(nn) — IXy 00 100 010 22 
-_ n ~ 
co n — 
LD (nn), IY (nn+1) — IYy X X 11 111 101 FD 20 
(nn) — IYy 00 100 010 22 
oe n _ 
_- n ~~ 
LD SP, HL SP — HL xX X 11 11] 001 F9 6 
LD SP, IX SP — IX X xX 11 011 101 DD 10 
1] 111 001 F9 
LD SP, IY SP — IY X X 11 111 101 FD 10 
11 111 001 F9 qq Pair 
PUSH qq (SP —2) — qq X X 1] qqO 101 1] 00 BC 
(SP-1) — qqy 01 DE 
SP — SP -2 10 HL 
PUSH IX (SP-2) — IXp X X 1] 011 101 DD 15 1] AF 
(SP~1) — IXyq 11 100 101 ES 
SP ~ SP -2 
PUSH IY (SP—2) — IY, X X 11 111 101 FD 15 
(SP-1) + IYy 11 100 101 E5 
SP — SP -2 
POP qq qqH — (SP+1) xX X 11 qqO 00) 10 
qaqaL — (SP) 
SP ~ SP +2 
POP IX IXy — (SP +1) X X 11 011 101 DD 14 
IX, — (SP) 11 100 001 £1 
SP — SP +2 
POP IY IYy — (SP +1) xX xX 1] 111 10! FD 14 
IY, — (SP) 11 100 001 El 
SP — SP +2 
NOTES = dds any of the register pairs BC, DE, HL, SP 
qq is any of the register pairs AF, BC, DE, HL 
(PAIR)y, (PAIR), refer to high order and low order eight bits of the register pair respectively, 
eg, BC; = C, AFy = A 
Exchange, EX DE,HL DE = HL X X 11 101 011 EB 4 
Block EX AF, AF’ AF =~ AF’ X xX 00 001 000 08 4 
EXX BC + BC’ X X 11 011 001 D9 4 Register bank and 
Transfer, DE ~ DE’ auxihary register 
HL =~ HL’ bank exchange 
Block Search jy (sp) ut ~ (SP +1) X x 11 100 011 E3 19 
Groups L - (SP) 
EX (SP), IX IXy ~ (SP +1) X X 11 011 101 DD 23 
IXp ~ (SP) 11 100 011 E3 
EX (SP), IY IYy ~ (SP+1) xX xX 1] 111 101 FD 23 
IY, = (SP) 11 100 011 E3 
LDI (DE) ~ (HL) xX X 11 101 101 ED 16 Load (HL) into 
DE — DE+1 10 100 000 AO (DE), increment 
HL — HL+1 the pointers and 
BC — BC-1 decrement the byte 
counter (BC) 
LDIR (DE) — (HL) xX X 11 101 101 ED 21 If BC #0 
DE — DE+1] 10 110 000 BO 16 If BC =0 
HL — HL+1 
BC — BC-1 
Repeat unt] 
BC = 0 
NOTE @ P/V flag is 0 if the result of BC-1 = 0, otherwise P/V = 1 
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Exchange, Symbolic Flags Opcode No.of No.of M No.of T 
Block Mnemonic Operation S$ Z H P/V N C 76 543 210 Hex Bytes Cycles States Comments 
Transfer, @ 
LDD (DE) — (HL) e* ee X O0O KX t QO 1) 101 101 ED 2 4 16 
Block Search DE — DE-} 10 101 000 A8 
Groups HL ~ HL-1 
(Continued) Fer © 
LDDR (DE) — (HL) eo e X O XK vu OQ 11 101 101 ED 2 5 21 If BC #0 
DE — DE-1 10 111 000 B8 2 4 16 If BC = 0 
HE =] Bb) 
BC — BC-1 
Repeat until 
BC = 0 
@ @ 
CPI A - (HL) t + X ¢t¢ X t+ 1 ®@ 11 101 101 ED 2 4 16 
HL — HL+1 10 100 001 Al 
BC — BC-1 
@ ® 
CPIR A - (HL) Pub we Mt Xe 4). 11101101 ED 2 5 21 If BC # Oand 
A # (HL) 
HL — HL+1 10 110 001 Bl 2 4 16 If BC = Oor 
BC — BC-1 A = (HL) 
Repeat until 
A = (HL) or 
BC = 0 
©) ® 
CPD A —- (HL) t + X ¢t¢ X fF 1 e 1] 101 101 ED 2 4 16 
HL — HL-1 10 101 G0] AQ 
BC — BC-1 
@ @ 
CPDR A - (HL) t t X t X @g 1 e 11 101 10] ED 2 5 21 If BC # Oand 
A # (HL) 
HL - HL-1 10 111 001 B9 2 4 16 If BC = Oor 
BC — BC-] A = (HL) 
Repeat until 
A = (HL) or 
BC = 0 
NOTES () P/V flag 1s 0 if the result of BC-1 = 0, otherwise P/V = 1 
© P/V flag 1s O at completion of instruction only 
QZ flag is 1 sf A = (HL), otherwise Z = 0 
8-Bit ADD A,r | oan ae tr + X ¢ X¥ VO +  lofpogr l I 4 r Reg 
Arithmetic ADD A, n A-A+n i fe or fe a WS Ot 11 (000) 110 2 2 Z 000 B 
and Logical aan sa Sane 
Group ADD A, (HL) A-—A + (HL) of CR a ae OW oe 10 [000] 110 l 2 7 O11 E 
ADD A, (IX+d) A — A + (IX+d) ne a te eo 11011101 DD 3 5 19 100 H 
10 [O00] 110 101 L 
-~ d- lll A 
ADD A, (I¥+d) A—A + (IY+d) ee ee? ae a 11111101 FD 3 5 19 
10 110 
a: a 
ADC A, s A - A+s+CY t 3: X tt X V O % OO] sis any of r, n, 
(HL), (IX +d), 
SUB s A-A-s Peg? Ser eR OW bg We aiaanoun 
SBC A, s A - A-s-CY t + X t X V i143 for ADD instruction 
AND s A on A As t X ] X P 0 0 The indicated bits 
OR A-AYV 1 X 0 X PO 0 replace the in 
: : the ADD set above 
XOR s A-A@es 1 RAO Ke Be 207-0 . [101 
CP s A-s t X ¢t X V 14 lll 
INC r r-—rt] t X +t X V O e 00 r {100 1 4 
INC (HL) (HL) —(HL)+ 1 t X t+ X V Oe 00 110 dd) 1 11 
INC (IX +d) (IX+d) — t X + X V Oe 11011101 DD 3 23 
(IX+d)+1 00 110 [100] 
fas, 9 ae 
INC (IY +d) (I¥+d) — t X t X V Oe 11111101 FD 3 23 
(IY+d)+1 00 110 [100] 
m GQ xs 
DEC m m-+-m-1 t X t X V 1 oe 10] m is any of r, (HL), 


(IX+d), (IY +d) 
as shown for INC 
DEC same format 
and states as INC 
Replace with 
in opcode 


SA PES ECR MEA A AE TEI YES TE EC Na TI BS a ET aD FPR IN ES TE TT TOL CET IIE EES TITEL STS SE IO ET ISIE IE ISTE ELITES ECL TT TTS PINE OES EEE TAIT INE TE ETE LE GLIA TIER ILE OLE 
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General- Symbolic Flags Opcode No.of No.of M No.of T 
Purpose Mnemonic Operation S$ Z H P/V N C 76 543 210 Hex Bytes Cycles States Comments 
Arithmetic DAA Converts acc content ! ! xX t! X P « 4 00 100 111 27 ] ] 4 Decimal adjust 
into packed BCD accumulator 
and following add or 
subtract with packed 
CPU Control BED se ane 
Groups CPL A-&A eo 8 X 1 X © 1 © 00101111 2FO 1 4 Complement 
accumulator (one’s 
complement) 
NEG A-0O-A tf ¢ X t X Voit 1] 101 101 ED 2 2 8 Negate acc (two's 
—_ 01 000 100 44 complement) 
CCF CY — CY » © X KX X #* O ft 00 111 111 3F | l 4 Complement carry 
flag 
SCF CY - ] e ee X O0O X #* Q 1 00 110 111 37 ] } 4 Set carry flag 
NOP No operation e e X © K © e @ 00 000 000 00 l l 4 
HALT CPU halted eo e X © X ee ee @ 01 110 110 76 ] ] 4 
DI * IFF — 0 eo e X © X @© ee @ 11 110 011 F3 1 ] 4 
EI * IFF — ] ee e X «© KX @© ee @ 11 111 011 FB ] 1 4 
IM 0 Set interrupt e ee X © K © © @ 11 101 101 ED 2 2 8 
mode 0 01 000 110 46 
IM 1 Set interrupt eo e@« X © K ee e @ 11 101 101 ED 2 2 8 
mode | 01 010 110 56 
IM 2 Set interrupt e e X © X e ee @ 11 101 101 ED 2 2 8 
mode 2 01 011 110 SE 
NOTES _IFF indicates the interrupt enable flip flop 
CY indicates the carry flip flop 
* indicates interrupts are not sampled at the end of EI or DI 
16-Bit ADD HL, ss HL — HL +ss e e© X KX X #® O 41 00 ssl 001 ] 3 1] ss__Reg 
. . 00 BC 
Arithmetic ADCHL,ss HL-—HL+ss+CY 1 1 X X X VO ?t 11101101 ED 2 4 1S 01_:~*DE 
Group 01 ssl 010 10 HL 
ll SP 
SBC HL, ss HL — HL-ss—CY t+ t X X X V Jl 4 11 101 101 ED 2 4 15 
01 ssO 010 
ADD IX, pp IX — IX + pp °°» *« X X X #* 0 $4 11 011 101 DD 2 4 15 pp_ Reg 
01 pp! 001 00 BG 
01 DE 
10 IX 
11 SP 
ADD IY, rr TY — IY + rr eo © X KX X #e 0 4 11 111 101 FD 2 4 15 rr Reg 
00 rrl 001 00 BC 
01 DE 
10 IY 
11 SP 
INC ss ss + ss + 1] e ee X © X © @ @ 00 ssO 011 l 1 6 
INC IX IX — IX + 1 oe © X © KX e© e @ 11 01) 101 DD 2 2 10 
00 100 011 23 
INC IY Ty —~ 1Y + 1 eo e X © X © ee @ 11 111 101 FD 2 2 10 
00 100 011 23 
DEC ss ss — ss—] eo ee X X *® e 00 ssl O11 l l 6 
DEC IX IX — IX-1 o e X X e ee 11 O11 101 DD 2 2 10 
00 101 011 2B 
DEC IY IY -— IY-] o ee X © KX © ee @ 1] 111 101 FD 2 2 10 
00 101 011 2B 
NOTES _ ss is any of the register pairs BC, DE, HL, SP 


pp is any of the register pairs BC, DE, IX, SP 
rr is any of the register pairs BC, DE, IY, SP 


Rotate and 
Shift Group 


RLCA e e X¥ O0 XK #* QO 3 00 000 111 07 4 Rotate left circular 
A accumulator 
RLA 7-—0 e @« X O X © 0 3 00 010 111 #417 4 Rotate left 
A accumulator 
RRCA e 26 X 0 X © 0 1 00 001 111 OF 4 Rotate right circular 
A accumulator 
RRA 7—~0 * 6 X 0 X © 0 3 00011 111 IF 4 Rotate right 
A accumulator 
RLC r t t X O xX P O Ff 11 001 011 CB 8 Rotate left circular 
00 r register r 
RLC (HL) t t X O X P Of 11001 011 CB ig T__Reg 
000 B 
00 110 001. OC 
01 
RLC (IX +d) t + X O X PO ft 010i DD hk, ah : 
r,(HL), (1X + d), (IY +d) 11 001 011 CB 100 H 
ads 10) 
00 [009] 110 ll oA 
RLC (IY +d) t t X O xX P O 4 11 111 101 FD 23 
11 001 011 CB 
-~-~ ada-—- 
Instruction format 
00 110 and states are as 
RL m t t X O xX P O 4 010 shown for RLC’s 
m=r,(HL),(IX +d),(IY +d) To form new 
Cee ie opcode replace 
RRC m FO), (a RO ee Re OO seatoe 


m=r,(HL),(IX +d),(IY +d) 


with shown code 
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Rotate and Symbolic Flags Opcode No.of No.of M No.of T 


Shift Group Mnemonic Operation S Z H P/V N C 76 543 210 Hex Bytes Cycles States Comments 
(Continued) 
RR m eer fh. BEI) Ns See. Oh 
mzr,(HL),(IX + d),(1Y + d) 
SLA m [ev]——_{7——o}-o ; } xX 0 X POY 100 
m=r,(HL),(IX +d), (IY +d) 
SRA m lJ by XO RP Oo 4 10] 
m#r,(HL),(IX + d),(IY + d) 
SRL m Oe tee OY) ge ce RE RE Oo 4 TW 


m#r,(HL),(IX + d),(1Y + d) 


RLD eta a Ce 5 XO 8° POO * FIOMIOL “ED 2 5 18 Rotate digit left and 
Q1 101 111 + #6F right between 

the accumulator 

and location (HL) 

RRD =a]s=6]—[F=-#]8=9] Pp ok 6° % Poo «@ Tirior ep 2 5 18 The content of the 


A (HL) 01 100 111 ~=+67 upper half of 
the accumulator 1s 
unaffected 

Bit Set, Reset sirh,; Zins Ry X + X 1 X X 0 ¢ 11001011 CB. 2 2 8 r Re 
and Test = oD Se 000 B 
BIT b, (HL) Z — (HL)p X +: X 1 X X O ®@ 11 001 011 CB 2 3 12 001 C 
Group 01 b 110 010 D 
BIT b, (IX+d), Z— (IX+d)p X + X 1 XK X O ® 11 011 101 DD 4 5 20 0ll E 
11 001 011 CB 100 H 
- d- 101 L 
01 b 110 lll A 
b Bit Tested 
BIT b, (IY+d)p Z — (IY +d)p X tt X 1 XK X QO e 11 111 101 FD 4 5 20 000 0 
11 001 011 CB 001 1 
- d- 010 2 
01 b 110 011 3 
100 4 
101 5 
110 6 
lll 7 
SET b, r Th - 1 ee e« X © X ee e@ @ 11 001 011 CB 2 2 8 
b or 
SET b, (HL) (HL)p - 1 e e X © X ee @ @ 11 001 O11 CB 2 4 15 
[i] b 110 
SET b, (IX+d) (IX+d)p —- 1 ee e X © X 8 @ @ 11 011 101 DD 4 6 23 
1] 001 011 CB 
Me ad oe 
fT] b 110 
SET b, (I¥+d) (I¥+d)p — 1 e © X *© X © @ © 1] 111 101 FD 4 6 23 
1] 001 011 CB 
a 
f] b 110 
RES b, m Mp ~ 0 e e©« X * KX © @ @ 10 To form new 
m mr, (HL), opcode replace 
(IX +d), of SET b, s 
(IY +d) 
with Flags 
and time states for 
SET instruction 
NOTES The notation mp indicates bit b (0 to 7) or location m 
Jump IP nn PC ~ nn © 6 X © X © © © 11000011 C3 3 3 10 
oo n — 
Group -n- cc Condition 
JP cc, nn If condition cc 1s ee e X © X¥ © @ @ 1] cc Q10 3 3 10 000 NZ non-zero 
true PC — nn, - n- 001 Z = zero 
otherwise -n- 010 NC non-carry 
continue 011 C > carry 
100 PO panty odd 
101 PE parity even 
110 P sign positive 
JRe PC — PC+e ee e@« X «© KX @© @ @ 00 011 000 18 2 3 12 111 M_ sign negative 
-e-2— 
IR C,e IfC = 0, ee e X @e KX © @ e@ 00 111 000 38 2 2 7 If condition not met 
continue -e-2— 
iC = 1, 2 3 12 If condition 1s met 
PC — PC+e 
JR NC,e fC = 1, oe e« X « K © @ @ 00 110 000 30 2 2 7 If condition not met 
continue -e-2— 
IfC = 0, 2 3 12 If condition 1s met. 
PC — PC+e 
JP Z,e IfZ = 0 e e X @e X &© @ @ 00 101 000 28 2 2 7 If condition not met 
continue -~e-2-— 
IiZ = 1, 2 3 12 If condition 1s met. 
PC — PC+e 
JR NZ, e IfZ = 1, eo e KX «© X @ @ @ 00 100 000 20 2 2 7 If condition not met. 
continue -e-2— 
IfZ = 0, 2 3 12 If condition 1s met 
PC — PC+e 
JP (HL) PC — HL * © X «© X © @ @ 11 101 001 E9 ] 1 4 
JP (IX) PC — IX e e©« KX © K #© @ @ 11 011 101 DD 2 2 8 


11 101 001 E9 
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Jump Group Symbolic Flags Opcode No.of No.of M No.of T 
; Mnemonic Operation Ss 2 H P/V N C 76 543 210 Hex Bytes Cycles States Comments 
(Continued) 
JP (IY) PC — IY e e X e X @© @ 1] 111 101 FD 2 2 8 
11 101 001 EQ 
DJNZ, e B- B-1 « e« XX © KX # # @ 00 010 000 10 2 2 8 fB=0 
If B = 0, -e-2 —- 
continue 
If B # 0, 2 3 13 IfB #0 
PC — PC+e 
NOTES _ e represents the extension 1n the relative addressing mode 
e 1s a signed two's complement number in the range < ~126, 129 > 
e-21n the opcode provides an effective address of pc +e as PC 1s incremented 
by 2 prior to the addition of e 
Call and CALL nn (SP-1) = PCH ° 8 X ¢ X © © e 113001101CD 3 5 17 
(SP —2) — PCy - n- 
Return Group aa eae 
CALL cc, nn If condition « © X ee X e© ee @ 11 cc 100 3 3 10 If cc 1s false 
cc 1s false - n- 
continue, - n= 3 5 17 If cc 1s true 
otherwise same as 
CALL nn 
RET PCy — (SP) eo e@« X © KX ®© @ @ 11 001 001 C9 1 3 10 
PCy ~— (SP + 1) 
RET cc If condition e © X © KX © @ @ 11 cc 000 l l 5 If cc 1s false 
cc 1s false 
continue, l 3 l1 If cc 1s true 
seh cc___ Condition 
000 NZ non-zero 
RET 001 Z = zero 
RET! Return from °o « X ¢ X © e © 131101101 ED 2 4 14 a a ince 
carry 
interrupt Q1 001 101 4D 100 PO panty odd 
RETN! Return from ee X e X e @ @ 11101101 ED 2 4 1410) PE 
parity even 
non-maskable 01 000 101 45 {10.P - sigh positive 
interrupt 111 M_- sign negative 
RST p (SP—1) — PCy ee e@« X e KX e e @ ll t 211 l 3 li t p 
(SP -2) ~- PCy 000 OOH 
PCy -— 0 001 08H 
PCL -—p 010 10H 
011 18H 
100 20H 
101 28H 
110 30H 
11] 38H 
NOTE 'RETN loads IFF2 — IFF 
Input and IN A, (n) A — (n) * © KX © X ee e @ 11 O11 011 DB 2 3 1] nto Ag ~ Az 
- rna- Acc, to Ag ~ Ajs 
Output Group IN r, (C) r — (C) t+ t X t XK P O ®@ 11 101 101 ED 2 3 12 C to Ag ~ A7 
ifr = 110 only the 01 r 000 B to Ag ~ Ajs 
flags will be affected 
® 
INI (HL) — (C) t X X X X 11 101 101 ED 4 16 C to Ag ~ A7 
B-B-] 10 100 010 A2 B to Ag ~ Ajs 
HL — HL + 1 @ 
INIR (HL) — (C) 1 X X X X 11 101 101 ED 5 21 C to Ag ~ A7 
B-B-1i 10 110 010 B2 (If B#0) B to Ag ~ Ajs 
HL ~ HL + 1 4 16 
Repeat until (If B=0) 
B=0 
® 
IND (HL) — (C) t X X X X 11 101 101 ED 4 16 C to Ag ~ A7 
B-B-]1 10 101 010 AA B to Ag ~ Ajs 
HL — HL-1 @ 
INDR (HL) — (C) 1 X X X X 11 101 101 ED 5 21 C to Ag ~ Az 
B-B-1 10 111 010 BA (If B#0) B to Ag ~ Ajs 
HL ~— HL-1 4 16 
Repeat until (If B=0) 
B=0 
OUT (n), A (n)}-~A e* X e K e 11 010 011 D3 3 1] nto Ag ~ A7 
- rn - Acc to Ag ~ Ajs 
OUT (C), r (C) —r e X e X e@ 1] 101 101 ED 3 12 C to Ag ~ A7 
01 r 00] B to Ag ~ Ajs 
® 
OUTI (C) — (HL) t X .X xX xX 11 101 101 ED 4 16 C to Ag ~ A7 
B—B-1 10 100 011 A3 B to Ag ~ Ajs 
HL —HL+1 @ 
OTIR (C) — (HL) 1 X X X X 11 101 101 ED 5 21 C to Ag ~ Az 
B-B-] 10 110 011 B3 (If B#0) B to Ag ~ Ajs5 
HL — HL + 1 4 16 
Repeat until (If B=0) 
B=0 
® 
OUTD (C) — (HL) t X xX xX xX 1] 101 101 ED 4 16 C to Aa ~ A7 
B-—B-1 10 101 011 AB B to Ag ~ Ajs 
HL — HL-1 


NOTE @) If the result of B- 1 1s zero the Z flag 1s set, otherwise it 1s reset 


@ Z flag 1s set upon instruction completion only 
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Input and Symbolic Flags Opcode No.of No.of M No.of T 

Output Gr oup Mnemonic Operation HK P/V N C 76 543 210 Hex Bytes Cycles States Comments 

(Continued) OTDR (C) — (HL) KKK A 11101 101 ED 2 5 21 C to Ag ~ A7 
B—B-1 10 111 011 (If B#0) B to Ag ~ Ajs 
HL — HL-1 2 4 16 
Repeat until (If B =0) 
B=0 

Summary u y im 

Fla g Instruction S§ Z H P/V N Comments 

Operation ADD A, s, ADC A, s b. “f° ES ye Ke ME. ug 8-bit add or add with carry 

SUB s, SBC A, s, CPs, NEG ! ! X t X V l ! 8-bit subtract, subtract with carry, compare and negate accumulator 

AND s t 1 Xx 1 X P 0 0 

OR s, XOR s [oo ke Oe Re Poe, ag, SB Sateal onerahone 

INC s ! ! X +: X V OQ e® 8-bit increment 

DEC s H 1 X + X Voi e 8-bit decrement 

ADD DD, ss ° * X X xX e 0 t 16-bit add 

ADC HL, ss ! ! X xX XK VQ ! 16-bit add with carry 

SBC HL, ss H H X xX X V l t 16-bit subtract with carry 

RLA, RLCA, RRA, RRCA e e X Q xX e 0 t Rotate accumulator 

RL m, RLC m, RR m, t ! Xx O X P 9Q ! Rotate and shift locations 

RRC m, SLA m, 
SRA m, SRL m 

RLD, RRD ! t X oO xX P Q @ Rotate digit left and nght 

DAA t t X ! X Pe t Decimal adjust accumulator 

CPL ee * X 1 X ] ° Complement accumulator 

SCF e ee X QO XK # Q l Set carry 

CCF ee e X X XK #*® QO 3 Complement carry 

IN r (C) t t Xx O xX P QO e Input register indirect 

INI, IND, OUTI, OUTD X t X xX xX X ] e = re 

INIR, INDR, OTIR, OTDR xX 1x x X X ] 7 Block input and output Z = Oif B # 0 otherwise Z = 0 

CBr Epon : : . : : : : Block transfer instructions P/V = 1 if BC # 0, otherwise P/V = 0 

CPI, CPIR, CPD, CPDR X t X XK X 4 1 ° Block search instructions Z = lif A = (HL), otherwise Z = 0 P/V = 1 

if BC # 0, otherwise P/V = 0 
LDA, 1, LDA, R H 1 X OO X IFF 0 The content of the interrupt enable flip-flop (IFF) 1s copied into the P/V flag 
BIT b, s X 1 X 1 XK X OQ The state of bit b of location s 1s copied into the Z flag 
Symbolic Symbol Operation Symbol Operation 
Notation S Sign flag S = 1 if the MSB of the result is |. ! The flag 1s affected according to the result of the 
ve Zero flag. Z = 1 if the result of the operation 1s 0. operation. 

P/V Parity or overflow flag. Parity (P) and overflow e The flag 1s unchanged by the operation. 

(V) share the same flag. Logical operations affect 0 The flag 1s reset by the operation. 

this flag with the parity of the result while ] The flag 1s set by the operation 

arithmetic operations affect this flag with the X The flag is a “don’t care ” 

overflow of the result. If P/V holds parity, P/V = V P/V flag affected according to the overflow result 
1 if the result of the operation is even, P/V = 0 if of the operation. 

result 1s odd _ If P/V holds overflow, P/V = 1 if P P/V flag affected according to the parity result of 
the result of the operation produced an overflow. the operation. 

H Half-carry flag H = 1 if the add or subtract Any one of the CPU registers A, B, C, D, E, H, L. 
operation produced a carry into or borrow from Any 8-bit location for all the addressing modes 
bit 4 of the accumulator allowed for the particular instruction. 

N Add/Subtract flag N = 1 if the previous opera- Ss Any 16-bit location for all the addressing modes 
tion was a subtract. allowed for that instruction. 

H&N- HandN flags are used in conjunction with the 1 Any one of the two index registers IX or IY. 
decimal adjust instruction (DAA) to properly cor- R Refresh counter. 
rect the result into packed BCD format following n 8-bit value in range < Q, 255 >. 
addition or subtraction using operands with nn 16-bit value in range < 0, 65535 >. 
packed BCD format. 

C Carry/Link flag C = 1 1f the operation produced 


a carry from the MSB of the operand or result. 


2001-001 


Pin 
Descriptions 


Ap-A,5. Address Bus (output, active High, 
3-state). Ag-Aj5 form a 16-bit address bus. The 
Address Bus provides the address for memory 
data bus exchanges (up to 64K bytes) and for 
I/O device exchanges. 


BUSACK. Bus Acknowledge (output, active 
Low). Bus Acknowledge indicates to the 
requesting device that the CPU address bus, 
data bus, and control signals MREQ, IORQ, 
RD, and WR have entered their high- 
impedance states. The external circuitry 

can now control these lines. 


BUSREQ. Bus Request (input, active Low). 
Bus Request has a higher priority than NMI 
and 1s always recognized at the end of the cur- 
rent machine cycle. BUSREQ forces the CPU 
address bus, data bus, and control signals 
MREO, IORQ, RD, and WR to go to a high- 
impedance state so that other devices can 
control these lines. BUSREO 1s normally wire- 
ORed and requires an external pullup for 
these applications. Extended BUSREO 
periods due to extensive DMA operations can 
prevent the CPU from properly refreshing 
dynamic RAMs. 


Do-D7. Data Bus (input/output, active High, 
3-state). Do-D7 constitute an 8-bit bidirectional 
data bus, used for data exchanges with 
memory and [/O. 


HALT. Hal/t State (output, active Low). HALT 
indicates that the CPU has executed a Halt 
instruction and is awaiting either a non- 
maskable or a maskable interrupt (with the 
mask enabled) before operation can resume. 
While halted, the CPU executes NOPs to 


maintain memory refresh. 


INT. /nterrupt Request (input, active Low). 
Interrupt Request is generated by I/O devices. 
The CPU honors a request at the end of the 
current instruction if the internal software- 
controlled interrupt enable flip-flop (IFF) is 
enabled. INT is normally wire-ORed and 
requires an external pullup for these 
applications. 


IORQ. /nput/Output Request (output, active 
Low, 3-state). IORQ indicates that the lower 
half of the address bus holds a valid I/O 
address for an I/O read or write operation. 
IORO 1s also generated concurrently with Ml 
during an interrupt acknowledge cycle to indi- 
cate that an interrupt response vector can be 


placed on the data bus. 


Ml. Machine Cycle One (output, active Low). 
M1, together with MREQ, indicates that the 
current machine cycle is the opcode fetch 
cycle of an instruction execution. M1, together 
with IORQ, indicates an interrupt acknowledge 
cycle. 


MREQ. Memory Request (output, active 

Low, 3-state). MREQO indicates that the address 
bus holds a valid address for a memory read or 
memory write operation. 


NMI. Non-Maskable Interrupt (input, negative 
edge-triggered). NMI has a higher priority 
than INT. NMI is always recognized at the end 
of the current instruction, independent of the 
status of the interrupt enable flip-flop, and 
automatically forces the CPU to restart at 
location OO66H. 


RD. ead (output, active Low, 3-state). RD in- 
dicates that the CPU wants to read data from 
memory or an I/O device. The addressed I/O 
device or memory should use this signal to 
gate data onto the CPU data bus. 


RESET. Reset (input, active Low). RESET 
initializes the CPU as follows: it resets the 
interrupt enable flip-flop, clears the PC and 
Registers I and R, and sets the interrupt status 
to Mode 0. During reset time, the address and 
data bus go to a high-impedance state, and all 
control output signals go to the inactive state. 
Note that RESET must be active for a minimum 
of three full clock cycles before the reset 
operation is complete. 


RFSH. Aefresh (output, active Low). RFSH, 
together with MREQ, indicates that the lower 
seven bits of the system’s address bus can be 
used as a refresh address to the system’s 
dynamic memories. 


WAIT. Wait (input, active Low). WAIT 
indicates to the CPU that the addressed mem- 
ory or I/O devices are not ready for a data 
transfer. The CPU continues to enter a Wait 
state as long as this signal is active. Extended 
WAIT periods can prevent the CPU from 
refreshing dynamic memory properly. 


WR. Write (output, active Low, 3-state). WR 
indicates that the CPU data bus holds valid 
data to be stored at the addressed memory or 
I/O location. 
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CPU Timing 


The CPU executes instructions by pro- 
ceeding through a specific sequence of opera- 
tions: 


™@ Memory read or write 


@ I/O device read or write 


Me Tantei eeeek ool ee eae 


Instruction Opcode Fetch. The CPU places 
the contents of the Program Counter (PC) on 
the address bus at the start of the cycle (Figure 


5). Approximately one-half clock cycle later, 


MREO goes active. When active, RD indicates 
that the memory data can be enabled onto the 
CPU data bus. 


CLOCK 


—_> 


NOTE: T,,-Wait cycle added when necessary for slow ancillary devices 


The basic clock period is referred to as a 
T time or cycle, and three or more T cycles 
make up a machine cycle (M1, M2 or M3 for 
instance). Machine cycles can be extended 
either by the CPU automatically inserting one 


or more Wait states or by the insertion of one 
ar mara Wait ctatac hv the 1caer 


The CPU samples the WAIT input with the 
falling edge of clock state Tz. During clock 
states T3 and T, of an M1 cycle dynamic RAM 
refresh can occur while the CPU starts 
decoding and executing the instruction. When 
the Refresh Control signal becomes active, 
refreshing of dynamic memory can take place. 


> 
a 


any - a 


Figure 5. Instruction Opcode Fetch 


AE 
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CPU Memory Read or Write Cycles. Figure 6 MREOQ also becomes active when the address 
Timing shows the timing of memory read or write bus is stable. The WR line is active when the 
(Continued) cycles other than an opcode fetch (M1) cycle. data bus is stable, so that it can be used 


The MREO and RD signals function exactly as 
in the fetch cycle. In a memory write cycle, 


CLOCK 


READ 
OPERATION 


Do-D7 


| 


WRITE 
OPERATION 


Do-D7 


tor memories. 


T2 Tw T3 


i VALID ADDRESS 


2-5 


| 
HH ji ne 
® +@ 
@ 
) ET, lol 
@—+1-+-® 5 


DATA OUT 


Figure 6. Memory Read or Write Cycles 


directly as an R/W pulse to most semiconduc- 


RR a IL I SE EEE I I EE ED A ET DT TT PEL TRE Ea DDS PTI TT I RI ti OBES ATED EO ISTE LCP IT RIS TOOT AE I DTT EGET RESTS TREE CTE A ATE GE RET ER BITES 
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CPU Input or Output Cycles. Figure 7 shows the 
Timing timing for an I/O read or I/O write operation. 
(Continued) During I/O operations, the CPU automatically 


- LU 


Ao-A7 aime VALID PORT ADDRESS | 


(oR rire | 


(28) 
is O- 
LC a i 
=e 
RD 
0 
READ 
OPERATION ae 
(TT 


WR 


inserts a single Wait state (T,,). This extra Wait 
state allows sufficient time for an I/O port to 
decode the address from the port address lines. 


T3 


EX 
le~ 


—— >| << 
0 “(35> 
WRITE @ ke 
OPERATION 
Do-D7 DATA OUT 


NOTE Ty*= One Wait cycle automatically inserted by CPU 


Figure 7. Input or Output Cycles 


Interrupt Request/Acknowledge Cycle. The 
CPU samples the interrupt signal with the ris- 
ing edge of the last clock cycle at the end of 
any instruction (Figure 8). When an interrupt 
is accepted, a special M1 cycle 1s generated. 


Ao-A1is 


Do-D7 


NOTE 1) Ty= Last state of previous instruction 


During this Ml cycle, IORQ becomes active 
(instead of MREQ) to indicate that the inter- 
rupting device can place an 8-bit vector on the 
data bus. The CPU automatically adds two 
Wait states to this cycle. 


Tw: Tw T3 


P| 
(>| ~— 
{ VALID DATA J 


2) Two Wait cycles automatically inserted by CPU(*) 


Figure 8. Interrupt Request/Acknowledge Cycle 
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CPU Non-Maskable Interrupt Request Cycle. 
Timing NMI is sampled at the same time as the 
(Continued) maskable interrupt input INT but has higher 


priority and cannot be disabled under software 
control. The subsequent timing 1s similar to 


that of a normal memory read operation except 
that data put on the bus by the memory 1s 
ignored. The CPU instead executes a restart 
(RST) operation and jumps to the NMI service 
routine located at address O0066H (Figure 9). 


—- |< 
LAST T TIME T 


LAST M CYCLE 


Ao-A15 


RFSH 


* Although NMI 1s an asynchronous input, to guarantee its being 
recognized on the following machine cycle, NMI’s falling edge 


must occur no later than the rising edge of the clock cycle 


preceding TLAST 


Figure 9. Non-Maskable Interrupt Request Operation 


Bus Request/Acknowledge Cycle. The CPU 
samples BUSREO with the rising edge of the 
last clock period of any machine cycle (Figure 
10). If BUSREO 1s active, the CPU sets its —__ 
address, data, and MREO, IORQ, RD, and WR 


Tx 


CLOCK 


. ar 
r 
i é 
tr= 


Go) 
BUSREQ 
BUSACK 
> +) 
_ +) 
DoD = 
> 
MREQ 
RD,WR |) 
10RQ 
Mi 


NOTE Ty = Last state of any M cycle 


lines to a high-impedance state with the rising 
edge of the next clock pulse. At that time, any 
external device can take control of these lines, 
usually to transfer data between memory and 


I/O devices. 


Tx 1 


@ |< 


+} |+@ 
FLOAT { 


| 
FLOAT | | | 

_— +6) 
FLOAT { 


‘OM pan 


—s 


UNCHANGED 


Tx = An arbitrary clock cycle used by requesting device 


Figure 10. Z-BUS Request/Acknowledge Cycle 
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CPU 
Timing 
(Continued) 


Halt Acknowledge Cycle. When the CPU 
receives a HALT instruction, it executes NOP 
states until either an INT or NMI input is 


M1 | 


Te TN T2 


CLOCK 


received. When in the Halt state, the HALT 
output is active and remains so until an inter- 
rupt is processed (Figure 11). 


|< M1 


T3 T4 TY T2 


@) 
HALT 
Halt Instruction 


Received 


* 


5 ae 


NOTE INT will also force a Halt exit 


*See note, Figure 9. 


Figure 11. Halt Acknowledge Cycle 


Reset Cycle. RESET must be active for at least 
three clock cycles for the CPU to properly 
accept it. As long as RESET remains active, the 
address and data buses float, and the control 
outputs are inactive. Once RESET goes 


CLOCK 


RESET 


inactive, two internal T cycles are consumed 
before the CPU resumes normal processing 
operation. RESET clears the PC register, so the 
first opcode fetch will be to location 0000 
(Figure 12). 


—e| (6) |< 


FLOAT 


FLOAT 


Figure 12. Reset Cycle 
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AC Z8300-1 28300-3 


Charac- (1.0 MHz) (2.5 MHz) 
teristicsT Min Max Min Max 
Number Symbol Parameter (ns) (ns) (ns) (ns) 
1 TéC Clock Cycle Time 1000* 400* 
2 TwCh Clock Pulse Width (High) 470* 180* 
3. TwCl Clock Pulse Width (Low) 470 2000 180 2000 
4 TiC Clock Fall Time — 30 — 30 
5—- TrC —————— Clock Rise Time ———___—_ 30 ——_ 30 
6 TdCr(A) Clock t to Address Valid Delay — 380 — 145 
7 TdA(MREQf) Address Valid to MREQ 370* — [257 
! Delay 
8  TdCi(MREQf) Clock | to MREO | Delay — 260 a 100 
9 TdCr(MREQOr) Clock t to MREQ 1t Delay —_ 260 — 100 
10 — TwMREQh MREOQ Pulse Width (High) ———- 410* —-— 1770" 
11 TwMREQ! MREO Pulse Width (Low) g90*  — 360* — 
12. TdCf(MREQr) Clock | to MREQ 1t Delay = 260 = 100 
13. TdCf£(RDf£) Clock | to RD | Delay = 340 wer 130 
14. TdCr(RDr) Clock t to RD t Delay —_ 260 _ 100 
15—— TsD(Cr) ———— Data Setup Time to Clock t ——---—-_ 140 ——-—___————- 50 -—-—— 
16 ThD(RDr) Data Hold Time to RD t _ 0 = 0 
17 TsWAIT(Cf) WAIT Setup Time to Clock | 190 — 70 — 
18 ThWAIT(CD) WAIT Hold Time after Clock | — @) — 0 
19  TdCr(M1f) Clock t to M1 | Delay oe 340 _— 130 
20-—— TdCr(MIr) Clock t to M1 t Delay ————————m  —cxcxcxKr 340 ————_—_ 130 
21 TdCr(RFSHf) Clock t to RFSH | Delay — 460 a 180 
22 TdCr(RFSHr) Clock t to RFSH t Delay — 390 a 150 
23. TdCf(RDr) Clock | to RD t Delay = 290 ce 110 
24  TdCr(RDf) Clock t to RD | Delay = 260 ae 100 
25 — TsD(Cf) ————— Data Setup to Clock } during —————-———- 160 —_____---—___———- 60 ——_—— 
M2, M3, Mg or Ms Cycles 
26 TdA(IORQf) Address Stable prior to IORO | 790* — B20" 
27. TdCr(IOROf) Clock t to JORO | Delay = “240 _ 90 
28 TdCf(IORQr) Clock | to IORO t Delay _ 290 = 110 
29. TdD(WRf) Data Stable prior to WR | ry (a 190* — 
30 — TdCf(WRf) Clock | to WR | Delay ———-__ 240 - 90 
31  TwWR WR Pulse Width g90*  — B60" == 
32  TdCf(WRr) Clock | to WR t Delay — 260 Se 100 
33.  TdD(WRf) Data Stable prior to WR | 30°: 30*  — 
34 TdCr(WRbf) Clock t to WR } Delay — 210 — 80 
35 — TdWRr(D) Data Stable from WR t-————-— 290* —_— 1300" 
36 TdCf(HALT) Clock |} to HALT t or} = 760 — 300 
37. TwNMI NMI Pulse Width 2161 = 80 — 
38 TsBUSREQ(Cr) BUSREO Setup Time to Clock 1 210 — 80 — 


*For clock periods other than the minimums shown in the table, calculate parameters 
using the expressions 1n the table on the following page. 

TAll timings assume equal loading on pins within 50 pF 

Timings are preliminary and subject to change. 
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AC 


Charac- Number Symbol Parameter 
teristicsT 


(Continued) 39  ThBUSREQ(Cr) BUSREO Hold Time after Clock 1 


40 — TdCr(BUSACKf)- Clock t to BUSACK } Delay 
4) TdCf(BUSACKr) Clock | to BUSACK t Delay 


42 TdCr(Dz) Clock t to Data Float Delay 

43 TdCr(CTz) Clock 1 to Control Outputs Float 
Delay (MREQ, IORQ, RD, 
and WR) 

44 TdCr(Az) Clock t to Address Float Delay 


45 —— TdCTr(A) 


MREO 1t, IORO t, RD t, and 
WR ft to Address Hold Time 


46  TsRESET(Cr) RESET to Clock t Setup Time 
47 ThRESET(Cr) RESET to Clock t Hold Time 
48 TsINT£(Cr) INT to Clock t Setup Time 

49  ThINTr(Cr) INT to Clock t Hold Time 

50 —TdM1f(IOROf) — M1 | to IORO | Delay 

51 TdCt(IORQf) Clock | to IORQ | Delay 

52 TdCt(IORQr) Clock t to IORO t Delay 

53 TdCi(D) Clock } to Data Valid Delay 


*For clock periods other than the minimums shown 1n the table, calculate parameters 
using the following expressions. Calculated values above assumed TrC = TiC = 20 ns. 


{ All timings assume equal loading on pins with 50 pF 
Timings are preliminary and subject to change 


Footnotes to AC Characteristics 


Number Symbol Z8300-1 
] Tee TwCh + TwCl + TrC + TiC 
2 TwCh Although static by design, 


TwCh of greater than 200 ps 
1s not guaranteed 


7 — TdA(MREQf) ————— TwCh + TiC — 200 

10 TwMREOh TwCh + Tf{C — 90 

1] TwMREQ1 TcC - 110 

26 TdA(IORQf#) TcC — 210 

29 TdD(WRf) TcC — 540 

31 — TwWR —————————. TcC - 110 

33 TdD(WRf) TwCl + TrC — 470 

oo TdWRr(D) TwCl + TrC — 210 

45 TdCTr(A) TwCl + TrC — 110 

50 TdM]1f(IORQf) 2TcC + TwCh + TiC — 210 


AC Test Conditions 


VIH = 2.0 V 
Vir = 0.8 V 
Vinc = Voc -06V 
Vitc = 045 V 
VOH = 20V 
VoL = 08V 


FLOAT = +05 V 


Z8300-1 
Min Max 
(ns) (ns) 

0 oe 

310 

— 290 

— 240 

— 290 

— 290 
400* 

240 — 

— 0 
210 — 

— 0 

2300* 

— 290 

— 260 

— 290 

Z8300-3 


TwCh + TwCl + TrC + TiC 


Although static by design, 
TwCh of greater than 200 ps 


is not guaranteed 
TwCh + TiC — 75 
TwCh + TiC — 30 


TcC - 30 
TcC — 80 
TcC — 210 
TcC - 40 


TwCl + TrC — 180 
TwCl + TrC — 80 
TwCl + TrC — 40 


2TcC + TwCh + TiC — 80 


Z8300-3 


Min Max 
(ns) (ns) 
0 _ 
120 

— 110 
oe 90 
— 110 
— 110 
160* ——— 
90 — 
— 0 
80 _ 
— 0 
920* ———- 
_ 110 
— 100 
— 230 
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Absolute Storage Temperature........ ~65°C to +150°C Stresses greater than those listed under Absolute Maxi- 
Maximum TAmGerature mum Ratings may cause permanent damage to the device. 
i Pp ; : ; This 1s a stress rating only; operation of the device at any 
Ratings under Bias" ..4:49/s: See Ordering Information condition above those indicated 1n the operational sections 
Voltages on all inputs and of these specifications 1s not imphed. Exposure to absolute 
outputs with respect to ground .-0.3 Vto +7 V maximum rating conditions for extended periods may affect 
: Se : device reliability. 
Power Dissipation ...............0005. 15 W 
Standard The characteristics below apply for the All ac parameters assume a load capacitance 
Test following standard test conditions, unless of 100 pF. Add 10 ns delay for each 50 pF in- 
Conditions otherwise noted. All voltages are referenced to crease in load up to a maximum of 200 pF for 
GND (0 V). Positive current flows into the the data bus and 100 pF for address and control 
referenced pin. Available operating lines. 
temperature ranges are: 
mS* = 0°Cto +70°C, 2 
+4.75V << Voc S +5.25 V Sie 
FROM OUTPUT 
UNDER TEST 
100 pF ve 
*See Ordering Information section for package | L 1 
temperature range and product number. - 7 = 
DC Symbol Parameter Min Max Unit Test Condition 
Charac- 
teristics Vitc Clock Input Low Voltage -0.3 0.45 V 
Vinc Clock Input High Voltage Vec--6 Vect+.3 V 
Vit Input Low Voltage -0.3 0.8 V 
Vin Input High Voltage 2.0 Vec V 
VoL Output Low Voltage 0.4 V Io, = 1.8 mA 
Vou Output High Voltage 2.4 V Ioy = -250 pA 
lu Input Leakage Current 10 pA Vin = 0 to Vec 
Ito 3-State Output Leakage +10! pA Vout = 0.4 to Vec 
loc Power Supply Current 
Temperature 
0°Cc 25°C 70°C 
Frequency Max Max Typical Max Unit 
Z8300-1 (1.0 MHz) 30 26 15 20 mA 
Z8300-3 (2.5 MHz) 45 42 25 35 mA 
1 Ajs-Ag, D7-Dg, MREQ, [ORQ, RD, and WR 
Capacitance Symbol Parameter Min Max Unit Note 
CoiocKk Clock Capacitance 35 pF 
Unmeasured pins 
Cw Input Capacitance Ss) pF returned to-ground 
Court Output Capacitance 10 pF 


Ta = 25°C, f = 1 MHz. 
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Ordering Product Package/ Product Package/ 


Information Number Temp Speed Description Number Temp Speed Description 
Z8300- 1 PS 1.0 MHz Z80L CPU (40-pin) Z8300-3 PS 2.5 MHz Z80L CPU (40-pin) 
Z8300-1 CS 1.0 MHz Same as above Z8300-3 CS 2.5 MHz Same as above 


NOTES. C = Ceramic, P = Plastic, S = O°C to +70°C. 
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28320 Low Power 
Z8OL’ PIO Parallel 
Input/Output 


Zilog 


AC and DC Characteristics 


Preliminary 


September 1983 


Absolute Voltages on all inputs and outputs Stresses greater than those listed under Absolute Max- 
Maximum with respect toGND.......... -0.3Vto+7.0V ‘mum Ratings may cause permanent damage to the device. 
é This 1s a stress rating only; operation of the device at any 
Ratings 
g As Specified in condition above those indicated in the operational sections 
Operating Ambient Ordering Information of these specifications 1s not impled. Exposure to absolute 
Temperature in Product Specifications maximum rating conditions for extended periods may affect 
Pisee 3a device reliability. 
Storage Temperature........ -65°C to +150°C 
Test The characteristics below apply for the oT 
Conditions following test conditions, unless otherwise 
noted. All voltages are referenced to GND 24K 
(0 V). Positive current flows into the refer- FROM OUTPUT 
enced pin. Available operating temperature 
range is: 
100 pF aN 
* ° ° uA 
m S* = 0°C to +70°C, 
+4.75 Vs Voo S$ +5.25 V 
*See Ordering Information section in product specifications : 7 - 
for package temperature range and product number. 
DC Symbol Parameter Min Max Typical Unit Condition 
Charac- View Clock Input Low Voltage =03 +0.45 V 
teristics Vinc Clock Input High Voltage Vec-0.6 Vec+0.3 V 
Vin Input Low Voltage -0.3 +0.8 V 
Vin Input High Voltage +2.0 Voc V 
VoL Output Low Voltage +0.4 V Io, = 2.0 mA 
Vou Output High Voltage +2.4 V Ion = —250 pA 
lh Input Leakage Current +10 pA Vin = 0 to Voc 
Ito 3-State Output Leakage 
Current in Float +10 pA Vout = 0.4 to Voc 
Inysyy! SYNC Pin Leakage Current +10/—40 pA Vin = 0 to Vec 
loc Power Supply Current: 
SIO 30 20 mA 
PIO 20 13 mA 
CTC 20 13 mA 
loupD? Darlington Drive Current ~1.5 mA Vou = 1.5V 
Rext = 3900 


Over specified temperature and voltage range 


NOTES: 
[1] SIO only 
{2] CTC and PIO only 
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Z8320-1 and 
Z8320-3 Org 


Z80L PIO +>] HO] [+O 
AC 
Characteristics 


CLOCK 


_ CE 
BIA, CID 


RD, IORG 


Do-D7 


1EO 


READY 
(ARDY OR BRDY) 


STROBE 
(ASTB OR BSTB) 


MODE 0 


MODE 1 


Ao-A7z 
Bo-B7 


<—_(2})—_> 
woe 2 a 
INT 
= 
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Z8320-1 and Z8320-1 Z8320-3 
(1.0 MHz) (2.5 MHz) 


78320-3 : \ ‘ 
Z80L PIO Number Symbol Parameter Min Max Min Max Notes 
AC _ 1 ToC Clock Cycle Time 1000 400 (1] 
Characteristics = 5) twoH Clock Width (High) 470 2000 170 2000 
(Continued) 
3 TwCl Clock Width (Low) 470 2000 170 2000 
4 TiC Clock Fall Time 30 30 
5 — TrC ————— _ Clock Rise Time ————_———_ 30 — ——-_ 30 
6  TsCS(RI) CE, B/A, C/D to RD, 
IORQ |! Setup Time 140 50 [6] 
2 Th Any Hold Times for Specified 
Setup Time 0 0 
8  TsRI(C) RD, IORO to Clock t Setup 
Time 300 115 
9 — TdRI(DO) —— RD, IOROQ | to Data Out Delay ——————— 1090 ——————- 480 ————— [2] 
10 TdRI(DOs) RD, IORO t to Data Out Float 
Delay 410 160 
‘fei TsDI(C) Data In to Clock 1 Setup Time 140 50 CL = 50 pF 
12 TdIlO(DO]) IOROQ } to Data Out Delay 
(INTACK Cycle) 860 340 [3] 
13 == TsMifCr) M1 | to Clock 1 setup lime ———=— 540 = 210 
14 TsM1(Cf) Mil t to Clock ! Setup Time 
(M1 Cycle) 0 0 [8] 
15 TdMI(IEO) M1 | to IEO | Delay (Interrupt 
Immediately Preceding M1 }) 760 300 [5, 7] 
16 TsIEI(IO) IEI to IORO ! Setup Time 
(INTACK Cycle) 360 140 [‘7] 
17 — TdlEI(IEOf) —— IEI | to EO |! Delay ————----_-_-— 480 —————- 190 ——-——- [5] 
CL = 50 pF 
18 TdlEI(IEOr) IEI tf to IEO 1 Delay (after ED 
Decode) 540 210 [5] 
19 TcIO(C) IORO ft to Clock | Setup Time 
(To Activate READY on Next 
Clock Cycle) 560 220 
20 TdC(RDYr) Clock | to READY 1t Delay 510 200 [5] 
CL = 50 pF 
21 — TdC(RDYf) —— Clock | to READY ! Delay —————---—_ 390 —___—- 150 ———-- [5] 
22 TwSTB STROBE Pulse Width 390 150 [4] 
23 TsSTB(C) STROBE ft to Clock | Setup 
Time (To Activate READY on 
Next Clock Cycle) 560 220 [5] 
24 TdIO(PD) IORO t to PORT DATA Stable 
Delay (Mode Q) 510 200 [5] 
25 — TsPD(STB) —— PORT DATA to STROBE t 
Setup Time (Mode 1) 660 260 
26 TdSTB(PD) STROBE ! to PORT DATA 
Stable (Mode 2) 590 230 [5] 
ZL TdSTB(PDr) STROBE ft to PORT DATA Float 
Delay (Mode 2) 510 200 CL = 50 pF 
28  TdPD(INT) PORT DATA Match to INT | 
Delay (Mode 3) 1360 540 
29. TdSTB(INT) STROBE t to INT! Delay 1240 490 
NOTES 
[1] TcC = TwCh + TwCl + TrC + TiC [6] TsCS(RI) may be reduced However, the time subtracted 
[2] Increase TdRI(DO) by 10 ns for each 50 pF increase in load from TsCS(RI) will be added to TdRI(DO). 
up to 200 pF max [7] 25 TcC > (N-2)TdHIEIIEOf) + TdMI(IEO) + TsIEI(IO) 
[3] Increase TdIO(DOI) by 10 ns for each 50 pF, increase in + TTL Buffer Delay, if any 
loading up to 200 pF max. [8] M1 must be active for a minimum of two clock cycles to 
[4] For Mode 2 TwSTB > TsPD(STB) reset the PIO 
[5] Increase these values by 2 ns for each 10 pF increase in * Timings are preliminary and subject to change 


loading up to 100 pF max 
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28330 Low Power 
ZS8OL’ CTC Counter! 
Timer Circuit 


Zilog AC and DC Characteristics 


Preliminary 


September 1983 


Absolute Voltages on all inputs and outputs Stresses greater than those listed under Absolute Max1- 
Maximum with respect toGND.......... -0.3Vto +7.0V ‘mum Ratings may cause permanent damage to the device. 
Ratinas This 1s a stress rating only; operation of the device at any 
g As Specified in condition above those indicated in the operational sections 
Operating Ambient Ordering Information of these specifications 1s not implied. Exposure to absolute 
Temperature . in Product Specifications maximum rating conditions for extended periods may affect 
eee device reliability. 
Storage Temperature........ ~65°C to +150°C 
Test The characteristics below apply for the +5V 
Conditions following test conditions, unless otherwise 
noted. All voltages are referenced to GND ane 
(0 V). Positive current flows into the refer- Seas: 
enced pin. Available operating temperature 
range is: sack 2 
m S* = 0°C to +70°C, 
+4.75 Vs Voo Ss +5.25 V 
*See Ordering Information section in product specifications 
for package temperature range and product number. 
DC Symbol Parameter Min Max Typical Unit Condition 
Charac- Vitc Clock Input Low Voltage -0.3 +0.45 V 
teristics Vic Clock Input High Voltage Veox06 “Vacs03 Vv 
Vin Input Low Voltage -0.3 +0.8 V 
Vin Input High Voltage +20 Voc V 
VoL Output Low Voltage +0.4 V IoL = 2.0 mA 
Vou Output High Voltage +2.4 V lou = —250 pA 
Thy Input Leakage Current +10 pA Vin = 0 to Voc 
lLo 3-State Output Leakage 
Current in Float +10 pA Vout = 0.4 to Vec 
Inysyy! SYNC Pin Leakage Current +10/ — 40 pA Vin = 0 to Veco 
Icc Power Supply Current: 
SIO 30 20 mA 
PIO 20 13 mA 
CTC 20 13 mA 
loup2 Darlington Drive Current -1.5 mA Voy = L5V 
Rext = 3902 
Over specified temperature and voltage range. 
NOTES: 
[1] SIO only 


[2] CTC and PIO only 
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Z8330-1 and 

Z8330-3 

Z80L CTC 

AC CLOCK 
Characteristics 


CSo, CSi 
CE 
READ 1ORQ 
RD 
DATA 
CSo, CS 
CE 
WRITE 
IORQ 
DATA 
M1 
INTERRUPT —— 
ACKNOWLEDGE 1ioORQG 
DATA 
1El 
1EO 
INT 
CLK/ITRGo-3 
(COUNTER 
MODE) 
CLKITRGo-3 
(TIMER 
MODE) 
ZCITQo-2 


128 


Seabee 


Se 
(5) 
I 
2a ae 
|e Ss a, 


78330-1 and 28330-1 28330-3 
seh — (1.0 MHz) (2.5 MHz) 
Z780L CTC Number Symbol Parameter Min Max Min Max Notest* 
AC i’ “Tee Clock Cycle Time 1000 400 
Characteristics = 5  TywCH Clock Width (High) 470 170 
(Continued) 
3 TwCl Clock Width (Low) 470 2000 170 £2000 
4 TiC Clock Fall Time 30 30 
5 TrC Clock Rise Time 30 30 
6-— Th All Hold Times 0 0 
7 TsCS(C) CS to Clock t Setup Time 640 250 
8 TsCE(C) CE to Clock t Setup Time 510 200 
9 TsIO(C) IORQ ! to Clock t Setup Time 640 250 
10  TsRD(C) RD | to Clock t Setup Time 610 240 
‘| TdC(DO) Clock t to Data Out Delay 610 240 [2] 
12 — TdC(DOz) Clock | to Data Out Float Delay ——————— 590 ——————- 230 
13 TsDI(C) Data In to Clock t Setup Time 160 60 
14. TsM1(C) MI to Clock t Setup Time 540 210 
15 TdM1(IEO) M1 | toIEO } Delay (Interrupt 
immediately preceding M1) 760 300 [3] 
16 TdaIO(DOI) IORQ } to Data Out Delay 860 340 [2] 
(INTA Cycle) 
17 — TdIEI(IEOf) —— IEI | to IEO } Delay 490 ————_——- 190 [3] 
18 TdIEI(IEOr) IEI t to IEO t Delay 
(After ED Decode) 560 220 [3] 
19 TdC(INT) Clock t to INT | Delay ((1) +510) ((1) + 200) [4] 
20 TdCLK(INT) CLK/TRG t to INT! 
tsCTR(C) satisfied ((19) + (26)) ((19) + (26)) [5] 
tsCTR(C) not satisfied ((1) +(19) + (26)) ((1)+(19)+(26)) = [5] 
21 — TcCTR CLK/TRG Cycle Time 2TcC 2TcC ————————_ [5] 
22 TrCTR CLK/TRG Rise Time 50 50 
23 T£CTR CLK/TRG Fall Time 50 50 
24 TwCTRI CLK/TRG Width (Low) 510 200 
25 TwCTRh CLK/TRG Width (High) 510 200 
26 —— TsCTR(Cs) CLK/TRG ft to Clock t Setup 
Time for Immediate Count 760 300 [5] 
27 TsCTR(Ct) CLK/TRG ft to Clock t Setup 
Time for enabling of Prescaler 
on following clockt 540 210 [4] 
28 TdC(ZC/TOr) Clock ft to ZC/TO ft Delay 660 260 
29 TdC(ZC/TOf) Clock | to ZC/TO ! Delay 490 190 
NOTES eer 
[1] TceC = TwCh + TwCl + TrC + TIC. * RESET must be active for a minimum of 3 clock cycles. 
[2] Increase delay by 10 ns for each 50 pF increase in loading, f Units are nanoseconds unless otherwise specified; parenthetical 
200 pF maximum for data lines, and 100 pF for control lines. numbers reference the table number of a parameter, e.g., (1) 
[3] Increase delay by 2 ns for each 10 pF increase in loading, refers to TcC; timings are preliminary and subject to change. 
100 pF maximum. 
{4] Timer mode. 
[5] Counter mode. 
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28340 Low Power 
Z80OL SIO Serial 
Input/Output 


Zilog 


AC and DC Characteristics 


Preliminary 


September 1983 


Absolute Voltages on all inputs and outputs Stresses greater than those listed under Absolute Max1- 
Maximum _—__withrespecttoGND.......... -0.3Vto +7.0 VV mum Ratings may cause permanent damage to the device. 
‘ This 1s a stress rating only; operation of the device at any 
Ratings 
As Specified in condition above those indicated in the operational sections 
Operating Ambient Ordering Information of these specifications 1s not implied. Exposure to absolute 
Temperature in Product Specifications maximum rating conditions for extended penods may affect 
pe ey device reliability. 
Storage Temperature........ -65°C to +150°C 
Test The characteristics below apply for the +5V 
Conditions following test conditions, unless otherwise 
noted. All voltages are referenced to GND sa 
(0 V). Positive current flows into the refer- FROM OUTENT 
enced pin. Available operating temperature 
range is: Ses 
mS* = 0°C to +70°C = . 
+4.75 Vs Voc S +5.25 V 
*See Ordering Information section in product specifications : : ; 
for package temperature range and product number 
DC Symbol Parameter Min Max Typical Unit Condition 
Charac- Vite Clock Input Low Voltage —0.3 +0.45 V 
teristics VinC Clock Input High Voltage Vec-0.6 Vect+0.3 V 
Vin Input Low Voltage -0.3 +0.8 V 
Vin Input High Voltage +2.0 Vec V 
VoL Output Low Voltage +0.4 V IoL = 2.0 mA 
Vou Output High Voltage +2.4 V Ion = —250 pA 
In] Input Leakage Current +10 pA Vin = 0 to Voc 
Ito 3-State Output Leakage 
Current in Float +10 pA Vout = 0.4 to Vec 
Insyy! SYNC Pin Leakage Current +10/—40 pA Vin = 0 to Veco 
Ioc Power Supply Current: 
SIO 30 20 mA 
PIO 20 13 mA 
CTC 20 13 mA 
lop? Darlington Drive Current -1.5 mA Vou = 1.5V 
Rrext = 3902 


Over specified temperature and voltage range 


NOTES 
{1] SIO only 
[2] CTC and PIO only 
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Z8340-1 and 

Z8340-3 

Z80L SIO cLK 
AC 


Characteristics 
CE, CID, BIA 


iORQ, RD 


Do-D7 


IEO 


INT 


WIRDY 
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28340-1 and 
Z8340-3 

Z80L SIO 

AC 
Characteristics 
(Continued) 


f Units are nanoseconds unless otherwise specified, 
timings are preliminary and subject to change. 


Z8340-1 
(1.0 MHz) 
Number Symbol Parameter Min Max 
] TcC Clock Cycle Time 1000 4000 
2 TwCh Clock Width (High) 470 2000 
3 TEC Clock Fall Time 30 
4 TrC Clock Rise Time 30 
5 TwCl Clock Width (Low) 470 2000 
6  TsAD(C) CE, C/D, B/A to Clock 1 Setup Time 410 
7—TsCS(C) TORO, RD to Clock t Setup Time —-——————- 610 
8 TdC(DO) Clock 1 to Data Out Delay 610 
9 TsDI(C) Data In to Clock t Setup (Write or M1] Cycle) 140 
10 TdRD(DOz) RD t to Data Out Float Delay 590 
ll TdIO(DOI) TORO | to Data Out Delay (INTACK Cycle) 860 
12 TsM1(C) M1 to Clock t Setup Time 540 
13 TsIEI(IO) IEI to IORO !} Setup Time (INTACK Cycle) 510 
14——TdMI1(IEO)———M1 } to IEO | Delay (interrupt before M1) 760 
15 TdJEI(IEOr) IEI t to IEO t Delay (after ED decode) 380 
16 TdlIEI(IEOf) IEI | to IEO |} Delay 380 
17 TdaC(INT) Clock t to INT ! Delay 510 
18  TdIO(W/RW!) IORO } or CE | to W/RDY | Delay Wart 
Mode) 760 
19 TdC(W/RR) Clock t to W/RDY |! Delay (Ready Mode) 310 
20 TdC(W/RWz) Clock | to W/RDY Float Delay (Wait Mode) 390 
21 Th Any unspecified Hold when Setup 1s specified 0 


Z8340-3 


(2.5 MHz) 
Min Max Notest 
400 4000 
170 2000 
30 
30 
170 2000 
160 
240 
240 
50 
230 
340 
210 
200 
200 
150 
150 
200 
300 
120 
150 
0 
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Z28340-1 and 


Z8340-3 Sette, cae 
Z80L SIO CTS, DCD, SYNC 
AC 
Characteristics o 
(Continued) Tx¢ 
Lect pecigl 6 


-_ — 


2 
= 


2Z8340-1 Z8340-3 
(1.0 MHz) (2.5 MHz) 
Number Symbol Parameter Min Max Min Max NotesT 
] TwPh Pulse Width (High) 500 200 
2 TwPl Pulse Width (Low) 500 200 
3. TcTxC TxC Cycle Time 1000 oo 400 oo 
4 TwIxCl TxC Width (Low) 460 Co 180 oo 
5 TwTlxCh TxC Width (High) 460 ro 180 o0 
6——TdTxC(TxD)——TxC ! to TxD Delay (x1 Mode) —-——-—— 1000 400 
7 TdTxC(W/RRf) TxC | to W/RD- | Delay (Ready Mode) 5 9 5 9 Clk Periods* 
8  TdTxC(INT) TxC | to INT | Delay 5 Se) 5 9 Clk Periods* 
9 TcRxC RxC Cycle Time 1000 oo 400 00 
10 TwRxCl RxC Width (Low) 460 oo 180 oo 
11 TwRxCh RxC Width (High) 460 oo 180 oo 
12——TsRxD(RxC)——RxD to RxC  t Setup Time (x1 Mode) 0 0 
13 ThRxD(RxC) RxC t to RxD Hold Time (xl Mode) 360 140 
14 TdRxC(W/RRf) RxC t to W/RDY } Delay (Ready 
Mode) 10 13 10 13. Clk Periods* 
15 TdRxC(INT) RxC t to INT } Delay 10 13 10 13. ~=Clk Periods” 
16 TdRxC(SYNC) RxC t to SYNC | Delay (Output 
Modes) 4 7 4 7 Clk Periods* 
17 TsSYNC(RxC) SYNC | to RxC t Setup (External Sync 
Modes) 100 100 
In all modes, the System Clock rate must be at least five times * System Clock 
the maximum data rate. tT Units are nanoseconds unless otherwise specified; 
must be active a minimum of one complete Clock Cycle. timings are preliminary and subject to change. 
00-2332-01 
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January 1984 


Package This table summarizes the microprocessor further information on specific components, 
Information components available from Zilog by number of see the Ordering Information section of each 
pins and package type. Following the table are product specification. 


detailed drawings for each package type. For 


Pins Package Component Pins Package Component 
28 Ceramic, Cerdip Z8430 Z80 CTC 40 Ceramic, Cerdip Z8449 Z80 SIO/9 
28 —- Plashe 78330 Z80L CTC 28470 280 DART 
Z8430 Z80 CTC 40 Plastic Z8300 Z80L CPU 
Z8320 Z80L PIO 
28 Leadless Carrier, Ceramic 28430 Z80 CTC 78340 Z80L SIO/O 
40 Ceramic, Cerdip Z8400 Z80 CPU 78342 Z80L SIO/2 
eo 44 Leadless Carner, Ceramic 28400 Z80 CPU 
Z8420 Z80 PIO 
Z8410 Z80 DMA 
Z8440 Z80 SIO/0 
Z8420 Z80 PIO 
28441 Z80 SIO/1 eo io 
78442 Z80 SIO/2 4 


*NOTE: As a result of size of package, all SIO versions are included 1n one version, the Z8444. 
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Package 
Information 
(Continued) 


0.530 0.185 0.005 
i MAX MAX MAX 
0.012 
0.008 ||" 
| 0.600 | 0.125 | f _ | 0.110 | 0.021 
Tr MIN —! 9.035 "9.090 ~~ 0.015 
0.060 BOTH ENDS 
0.020 
28-Pin Ceramic Package 
ry 
GLASS “ 18 
0.550 
MAX 
1 14 


28-Pin Cerdip Package 


RAD 


0.620 E 

-———~9.600"—~S~S TYP . 
0.015 
009 

| 0.625._.| —> <— <—— ; 

018 0.100 0.018 —_—0.050 MIN 
; TYP +.003 TYP TYP 
28-Pin Plastic Package 


NOTE: Package dimensions are given in inches. To convert to millimeters, multiply by 25.4. 
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Package 
Information 
(Continued) 


| 0.600 , | 0.125 lL 0.050 il oS 0.100 _ __ 0.018 
REF MIN + .015 BOTH ENDS + .010 TYP + .003 TYP 
0.060 
0.020 
40-Pin Ceramic Package 
GLASS ” 21 
0.550 
1 20 
2.080 
MAX 


0.056 
SEALING GLASS + .003 
TYP 


0.620 MAX 
MAX 


40-Pin Cerdip Package 
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Package 40 
Information 
(Continued) 


21 


0.620 0.150 
“~~~ 0.600 ve MAX 
0.020 
LAS 
0.040 


40-Pin Plastic Package 


0.110 
0.090 


0.021 
"0.060 ee > 9.024 0.125 


MIN 


NOTE: Package dimensions are given in inches. To convert to millimeters, multiply by 25.4. 


5 cS ADS PES SESE EE SS SSS SPSS SS SSC ST EE SAS Dc A A OE ST SE I a TS TT a 
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Package 
Information 
(Continued) 


0 458 SQ 
0442 SQ 
_9409SQ 
~ 0399 SO 050 TYP 
0378SQ _ a 1 baa 0 46s 
MAX 0. x 4 
TYP. 3 
4g 


24} 


0.093 MAX 
METALIZATION \. 0.020 128 f 
ONE CORNER ONLY x 45° 
0.036 
MIN. —p| |<— —>||<— 0.025 TYP. 
28-Pin Leadless Package 
0662SQ.. 0.077 
0640 SQ | I~ 9054 
0 528 SQ 0.013 
0492SQ "IT 008 0.085 
0.020 x 45°REF —> aa 
0475 SQ x 0.065 


18 


23 


28 
X\__0.040 x 45° 
TYP 3 REF. 
0 056 0.058 
0.040 “| | __ Ii 0.025 0.042 
TYP 


44-Pin Leadless Package 
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Zilog Sales Offices and Technical Centers 


West 


Sales & Technical Center 
Zilog, Incorporated 

1315 Dell Avenue 
Campbell, CA 95008 
Phone (408) 370-8120 
TWX 910-338-7621 


Sales & Technical Center 
Zilog, Incorporated 
18023 Sky Park Circle 
Suite J 

Irvine, CA 92714 

Phone (714) 549-2891 
TWX 910-595-2803 


Sales & Technical Center 
Zilog, Incorporated 
15643 Sherman Way 
Suite 430 

Van Nuys, CA 91406 
Phone (213) 989-7485 
TWX 910-495-1765 


Sales & Technical Center 
Zilog, Incorporated 

1750 112th Ave. NE 
Suite D161 

Bellevue, WA 98004 
Phone (206) 454-5597 


Midwest 


' Sales & Technical Center 


Zilog, Incorporated 

951 North Plum Grove Road 
Suite F 

Schaumburg, IL 60195 
Phone (312) 885-8080 
TWX 910-291-1064 


Sales & Technical Center 
Zilog, Incorporated 
28349 Chagrin Blvd 
Suite 109 

Woodmere, OH 44122 
Phone (216) 831-7040 
FAX 216-831-2957 


South 


Sales & Technical Center 
Zilog, Incorporated 

4851 Keller Springs Road, 
Suite 211 

Dallas, TX 75248 

Phone (214) 931-9090 
TWX 910-860-5850 


Zilog, Incorporated 
7113 Burnet Rd. 

Suite 207 

Austin, TX 78757 
Phone (512) 453-3216 


Zilog, Inc. 1315 Dell Ave., Campbell, California 95008 


East 


Sales & Technical Center 
Zilog, Incorporated 
Corporate Place 

99 South Bedford St. 
Burlington, MA 01803 
Phone’ (617) 273-4222 
TWX 710-332-1726 


Sales & Technical Center 
Zilog, Incorporated 

240 Cedar Knolls Rd 
Cedar Knolls, NJ 07927 
Phone (201) 540-1671 


Technical Center 
Zilog, Incorporated 
3300 Buckeye Ra. 
Suite 401 

Atlanta, GA 30341 
Phone (404) 451-8425 


Sales & Technical Center 
Zilog, Incorporated 

1301 Seminole Blvd 
Sutte 103 

Largo, FL 33540 

Phone (813) 585-2533 
TWX 810-866-9740 


Zilog, Incorporated 
613-B Pitt St. 
Cornwall, Ontario 
Canada K6J 3R8 
Phone (613) 938-1121 


United Kingdom 


Zilog (U.K.) Limited 

Zilog House 

43-53 Moorbridge Road 
Maidenhead 

Berkshire, SL6 8PL England 
Phone. 0628-39200 

Telex 848609 


France 


Zilog, Incorporated 
Cedex 31 

92098 Paris La Defense 
France 

Phone (1) 334-60-09 
TWX 611445F 


West Germany 


Zilog GmbH 
Eschenstrasse 8 


_ D-8028 TAUFKIRCHEN 


Munich, West Germany 
Phone 89-612-6046 
Telex 529110 Zilog d. 


Japan 


Zilog, Japan K K 

Konparu Bldg. 5F 

2-8 Akasaka 4-Chome 
Minato-Ku, Tokyo 107 
Japan 

Phone (81) (03) 587-0528 
Telex 2422024 A/B Zilog J 


Hong Kong 


Zilog Asia Ltd 

22-26 Austin Ave. 

Room 1009 Austin Tower 
Tsimshatsut Kowloon 
Hong Kong 

Phone (852) (3) 723-8979 
Telex 52102 ZILOG HK 


Telephone (408)370-8000 TWX 910-338-7621 
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